REPORT OF CONSTRUCTION STORM WATER COMPLIANCE INSPECTION

AT THE
BRANDON’S RESERVE RESIDENTIAL DEVELOPMENT
1010 Warrior Lane, Waukee, Iowa 50263
(M & R Holdings, LLC 15602 Wilden Dr., Urbandale, lowa 50323)
NPDES Permit: Jowa General Permit No. 2, Authorization Number: 28073-27824
ON
October 12-14, 2016
BY THE
U.S. ENVIRONMENTAL PROTECTION AGENCY

Region VII
Environmental Sciences and Technology Division

INTRODUCTION

At the request of the Water, Wetlands, and Pesticides Division, Water Enforcement Branch, I conducted
a Construction Storm Water Compliance Inspection at the Brandon’s Reserve residential development
site in Waukee, Iowa, on October 12-14, 2016. The inspection was conducted under the authority of
Section 308 of the Clean Water Act, as amended, and in accordance with EPA Region VII Standard
Operating Procedures for Compliance Inspections (ENST SOP No. 2332). This narrative report and the
attachments present the results of the inspection.

PARTICIPANTS

M & R Holdings, LLC:
Dave Walters, Owner (consulted by telephone)

Sandstone Management:
Dustin Brown, Foreman

Bishop Engineering:
David Bentz, P.E., Vice President
Evan Vencil, P.E.

U.S. Environmental Protection Agency (EPA) Region VII:
Peter Green, Environmental Scientist



SITE DESCRIPTION

Brandon’s Reserve is a 14-acre, 24-lot single family residential subdivision being developed northwest
of University Avenue and Warrior Lane in Waukee, Iowa (Attachment 1 shows a map and aerial photo).
The site is bounded on the north by the Waukee Public Library, on the east by Waukee High School and
athletic fields and Centennial Park, on the south by a residence, and on the west by an existing
subdivision. A flowing un-named tributary runs across the southern part of the site, from east to west,
and discharges into Sugar Creek about 2 miles south-southwest of the site (Attachment 1C). An existing
%-acre pond (reshaped for this project) discharges to the tributary. Attachment 1 shows the (pre-
development) topographic and hydrographic features. Attachment 2 is the Final Plat for the site.

Site clearing began in late January 2016. Site grading, sewer, water, storm sewers, and street installation
have been completed. Several lots have been sold, and excavation is under way for one building
foundation (lot # 13). In the weeks preceding this inspection, reserved top soil was spread over the
surface of the site in preparation for seeding.

INSPECTION PROCEDURES

I arrived unannounced at the site on Wednesday morning, October 12. A light rain was falling and the
temperature was around 45 °F with a north wind of around 15 miles per hour. [ found Mr. Brown in his
pickup monitoring a backhoe in the process of removing accumulated sediment from the pond (photo
15). He referred me to Bishop Environmental, Inc., for a copy of the site Storm Water Pollution
Prevention Plan (SWPPP) and inspection reports. I contacted Bishop and Mr. Vencil agreed to send
these documents to my email address immediately. Ithen telephoned Mr. Walters and left a voice
message and call-back number. I conducted a walk-through inspection of the site, taking photographs
(Attachment 3). I proceeded to the offices of Bishop Engineering in Des Moines, where I met Messts.
Bentz and Vencil and discussed the history of the project. I also collected another electronic copy of the
site SWPPP and inspections. The next day, after reviewing those documents, I proceeded to the address
of M & R Holdings, where I left a Notice of Potential Permit Violations (Attachment 5). I returned to
the site on Friday, October 14 to take a few more photographs and I completed the Steam Characteristics
and Water Nexus Field Sheet (Attachment 6), and Storm Water Inspection Work Sheet (Attachment 7).
I received a call from Mr. Walters, responding to my earlier message. I summarized my findings for
him and requested that he send a response to the NOPV in the next 10 days. On October 27, I received
an email from Mr. Bentz (Attachment 15) responding to the NOPV.

FINDINGS AND OBSERVATIONS

Attachment 3 contains photographs taken during the inspection. Attachment 4 is a photo log and a map
(site SWPPP drawing) showing the locations where key photos were taken. Attachment 7 is a
completed Storm Water Inspection Worksheet and Attachment 6 is a Stream Characteristics and Water
Nexus Field Sheet.

1. Notice of Intent and Storm Water Discharge Authorization: Attachment 8 is a copy of the Notice
of Intent (NOI) filed by M&R Holdings on November 18, 2015, for coverage under the General Permit
No. 2, and the Authorization notice from the Iowa Department of Natural Resources. The authorization
(#28073-27824) became effective on December 1, 2015, and expires on November 25, 2013.

Mr. Bentz told me that work on the pond and a nearby wetland (see photo in May 6 inspection log;
Attachment 11) were authorized under a Section 404 permit from the US Army Corps of Engineers,

2



with off-site mitigation.

2. Site Description: The site is 13.75 acres (with 10.2 acres disturbed, according to the NOI). The site
was formerly wooded with a %-acre pond and several buildings. The project involves demolition,
clearing and grubbing, rough grading, installation of water, sewer, storm and utilities, paving of streets,
finish grading and seeding/landscaping. The general contractor was originally identified as Monarch
Foundations of Grimes, lowa. Currently, the general contractor is Sandstone Management of Carlisle,
Iowa. The contractor certification for Sandstone Management (Attachment 13) is dated September 26,
2016. Mr. Brown told me he had only been on site for a few weeks.

3. Storm Water Pollution Prevention Plan (SWPPP): Attachment 9 is the narrative SWPPP
prepared for the project by Bishop Engineering. The document is entitled “Brandon’s Reserve Tree
Clearing” and is dated January 22, 2016. It is stated on the signature page that the SWPPP inspector, not
Bishop Engineering, shall be responsible for updating this initial SWPPP. It may be noted, however,
that the SWPPP inspector, Michael Wahlert, ICCSPPI, is employed with Bishop Environmental
Inspections, which shares an address with Bishop Engineering.

Attachment 10 contains the initial SWPPP site drawing along with five updated versions of it. The
initial document is dated February 19, 2016. Subsequent versions are dated March 11, May 6, June 6,
August 29, and October 12 (the day of this inspection). (These are the revision dates of the electronic
files I received).

The original plan depicts the following structural controls:

e A wet storm water detention/sediment basin at the center of the development receives runoff
from approximately 7.5 acres of disturbed areas north of the creek. The existing %-acre pond
was reshaped and over-excavated by 3 feet to provide 29,000 cubic feet of sediment storage
(108% of the recommended 3600 c.f. per acre disturbed).

o Silt fences: A line of silt fences was to be installed along each bank of the creek, on the slopes
north and south of the creek, in two parallel lines surrounding the pond, one line on the slopes
north and east of the pond, a line below each of four soil stockpiles, and a line on the slope
leading down to the creek from Warrior Lane.

e Inlet protection: (silt fence) around ten inlets along the interior streets and six other area inlets;
two near the north end of the property, two at the south end, and two in the road ditch west of
Warrior Lane.

e A stabilized construction entrance was to be installed on the north side of the future main
entrance (i.e., Ford Lane) at the beginning of the project. Later versions show a second
construction entrance at the main entrance itself.

e 4 silt fence ditch checks: three in swales at the north and northeast ends of the site and one in the
road ditch south of the main entrance.

e Rock aprons (or velocity dissipation structures) at six locations: at inlets on the north and
southeast corners of the pond, at stormwater outfalls on the north and south creek banks, in the
road ditch south of the main entrance, and at the south end of the site where runoff enters from
the south.



4. Status of Site Controls: With respect to the best management practices (BMPs) listed above, I made
the following observations during this inspection:

Sediment Basin: The existing % acre pond on this site was re-shaped to serve as a permanent wet
retention basin. The banks have been stabilized with rip rap, and the inlets have rip rap aprons.
Sediment accumulated in the pond during construction was being dredged out and placed along
the banks to dry out (photos 15, 17). When I returned to the site on Friday, October 14, some of
this material was being spread out on the lots adjacent to the pond (photos 67, 71, 72). Photos
63-65 show the discharge structure on the south side of the pond. Flow is controlled through a
concrete weir inside the structure. The discharge is piped underground to the outfall on the
unnamed tributary, about 125 feet to the south. Photos 26-28 & 54 show the rip-rapped outfall
on the north bank of the creek. When I arrived on Wednesday, October 12, light rain was falling
and the pond was discharging (photo 27). In spite of the dredging work, the discharge was
relatively clear, with no discernible impact on the receiving stream.

Silt Fences (and Straw Wattles): The only silt fences I observed were on the slopes on either
side of the creek. The rest of the silt fences, Mr. Brown told me, had been removed in order to
spread topsoil in preparation for site seeding. Inspection logs indicate that contractors began
spreading topsoil in mid-August. From its appearance, however (e.g., photos 42, 48-51, 70)
most of the darker-colored topsoil seemed to have been applied more recently (it lacked evidence
of weathering or erosion). The fences that remained appeared to be installed by silt plow and
were well anchored and of good quality construction and materials. One length of fence on the
north side of the creek was filled with sediment and in need of maintenance, as seen in photos 33
& 34. The inspection logs (e.g., August 19) also show one such overtopped silt fence, but with
another parallel line of silt fence immediately above it. By the time I inspected the site, the
upper silt fence had been removed in order to spread topsoil.

Although the original SWPPP drawing depicted only silt fences, a line of straw wattles was also
installed on edge of the stream banks by March 4. These are shown as “filter socks” on the May
6 and later versions of the SWPPP drawings (Attachment 10, A through F). The SWPPP
inspector reported as early as April 22 that these controls needed repair (Attachment 11). By
April 29, a third of them were in need of repair and, by May 27, half of them. The June 17 log (8
weeks after they were first mentioned) reported that new controls had been installed. The
August 19 log noted the need for additional controls on the slope north of the creek on the east
end of the site, and this is also indicated on the August 29 SWPPP drawing. The log for
September 2 shows that new controls were added there. By the time I inspected the site, these
straw wattles were undermined in several places, as seen in photos 35-39, 55, & 73. Although
there was no mention of this in the last weekly inspection log (October 7), failing controls in this
area are shown on the October 12 version of the SWPPP drawing (Attachment 10F). In his
NOPV response (Attachment 15), Mr. Bentz said new controls had been installed since my
inspection.

In other areas along the north stream bank, I noticed that erosion rills had developed at the points
where the ends of two straw wattles butted up against each other (e.g., photos 20, 29, 31). These
straw wattles should not be placed end-to-end, but rather overlapped tightly for several feet, in
order to prevent runoff from finding its way between the two and developing erosive flows. The
rill that begins in photo 31 extended about 20 feet down to the edge of the creek (photo 32).



Inlet Protection: All of the area inlets were surrounded by straw wattles which were in good
condition (photos 11, 13 & 45). The curb drain inlets had below grade fabric filter inserts
(FlexStorm®) which are adjusted to fit the opening (photo 7). Mr. Brown told me that these are
required by the City. These had only been in place for a week or two, since the streets and curb
inlets were not completed until the end of September. There was a small amount of sediment
accumulation observed in these inserts. All of the curb inlets and area inlets north of the creek
drain to the pond. It is unclear what sediment controls, if any, were in place around these inlets
before the curbs and curb inlets were installed. The SWPPP drawing called for sediment
controls (silt fences) to be installed around them, but none of the weekly inspection reports
mentioned these measures specifically.

Construction Entrances: At the time of this inspection, the main entrance had been paved. There
were no signs of recent traffic at other entrance locations. The weekly inspection photos show at
least three locations where equipment had entered and/or exited the site during earlier phases of
the project, and document significant delays in establishing and maintaining rocked entrances
(see further discussion below). Track-out of soil onto Warrior Lane was documented on 10
different inspection logs between March 18 and September 16.

Ditch Checks: By June 10, ditch checks (straw wattles) had been installed in the ditch along
Warrior Lane, according to the inspection report. There were no ditch checks in the ditch south
of the main entrance on the day of this inspection (photo 40). If ditch checks had been in place,
they may have been removed in order to spread topsoil in the weeks prior to this inspection. A
crew was on site on Wednesday afternoon, October 12, installing two new ditch checks in a
swale at the northeast corner of the site. By the time these were installed, however, some erosion
rills had already developed, so there was not good contact between the wattle and the ground
underneath (photo 66). Proper installation in such cases would require that either the surface be
leveled before the wattles are placed, or the wattles be trenched into the ground.

Rock Aprons: By the time of this inspection, all of the rip rap velocity dissipation structures
called for in the SWPPP drawings had been installed. Two of these are pictured in photos 26 &
57.

Other Controls: Storm water measures that had been removed by the time of this inspection
included concrete truck washout boxes and secondary containment for fuel tanks. Photographs
included in the inspection logs show that these measures were in place during paving and
grading operations.

The October 7 log calls for RECP (rolled erosion control product) to be installed around the
inner banks of the pond, but this has not been done yet. Mr. Brown solicited my advice on
stabilizing the steep bank on the south side of the creek (e.g., see photo 61). Ireferred him to the
project engineers.

Seeding & Mulching: Topsoil reserved from grading the site has been re-spread in preparation
for final seeding. Mr. Brown told me that the site would be hydro-seeded as soon as possible. In
his NOPYV response email on October 27, Mr. Bentz said that site seeding should be done by
October 31. It also states that the steep bank where the sanitary sewer crossing was installed has
been stabilized with hydro-mulch and seeded.



5. Site Inspection Logs: Attachment 11 contains copies of the site inspection reports conducted by
Bishop Environmental (co-located with Bishop Engineering at 3501 104 St. in Des Moines). There are
32 reports for the 37 week period from January 29 through October 7, 2016. Inspections are generally
conducted on Fridays, with a few on Thursday. There were no reports included for the weeks of June 3,
July 1, August 26, September 9, and September 23. The records I received from Mr. Vencil were also
missing inspections for the week of April 15 and May 13, but Mr. Bentz sent copies of these with his
NOPV response email. He also stated that any missing weeks were the result of the electronic file
sharing, not a failure to perform the inspections.

Appendix A presents a chronology of construction activities and storm water control installation
activities on the site, as ascertained from the inspection logs.

The report form consists of some generic checklists and a comment field for listing Action Items. The
checklist section is not utilized, for the most part. (All boxes are marked “yes” even when this is
contradicted by the comments that follow). Information about the progress of construction activities on
the site is sparse, and no weather information is provided at all. Both of these are necessary to provide
context for the storm water inspections. Either an on-site rain gauge or a local weather station can be
used to track precipitation.

For ease of comparison, in Attachment 12 I have placed copies of page 2 of each of the inspection logs.
Page 2 contains the Comments/Action Items section of the inspection form. This page conveys some
information about the storm water controls on the site. In many cases, however, this information is
simply carried over from one report to the next, without being updated. For example, the June 17 log
reported the installation of a rocked construction entrance and new controls along the creek, soil
stockpiles, and drainage swales. The same language was repeated word for word in each of the next 11
inspection logs (June 23 through September 16), although these controls were only installed once. More
than 17 inches of rain were reported at the Des Moines International Airport during these 13 weeks but,
since all ten inspection reports filed during this period are identical, they convey essentially no actual
information about the site throughout this critical stretch of time.

Photographs attached to each report convey some additional information about the status of the site. The
photos are not dated, however, and most lack information about the context or location. Several of the
photos appear in more than one report, so it is not clear when they were taken. For example, the same
silt fence photos appear in the April 29 and May 6 reports. The same photo of straw wattles appears on
June 17 and June 23, and the same silt fence photos appear on July 29 and August 5. Site photos should
be identified by date, location, orientation, and intent.

The permit requires that deficiencies identified by the site inspector be corrected within 7 days (i.e.,
before the next inspection). All but four of the 30 inspection logs report the need for installation or
maintenance of one or more site controls. The developer and/or contractors for this site were, in general,
slow to implement the action items prescribed. For example:

e The first inspection log and twenty of the subsequent logs reported the need for installation or
maintenance of construction entrances. The SWPPP drawings (Attachments 10B, C, D, & F)
depict two stabilized construction entrances along Warrior Lane. The March 18 report has a
photograph of a construction entrance with the suggestion that more rock be added, but the only
rock visible in the photo is some gravel that is ground into the soil; not the 2 or 3-inch stone
called for in the SWPPP. It is not until May 27 (17 weeks after it was first recommended) that
the installation of a stabilized construction entrance was reported. This entrance was in the
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center, where the entrance to the development (Ford Lane) is now located. The February 18,
March 11, and July 8 reports include photos of two other entrances (north and south of the first
location) where rock stabilization was needed. The August 12 inspection log also notes that one
of the entrances was in need of rock. The following week, a photograph shows freshly-installed
rock at the north entrance. Track-out of soil onto the street was reported and/or shown
pictorially in the April 1, April 6, May 6, May 18, June 17, July 8, July 22, August 12, and
September 16 reports. The track-out appears severe on May 6, May 13, and July 8. It appears
that the street has been swept in some of the photos (e.g., April 29).

e Filter socks were installed the week of March 4 along both creek banks. It was reported on April
22 that these controls were in need of maintenance. The following week, it was reported that 1/3
of these controls were in need of repair and, by May 27, half were in need of repair. No
corrective actions were reported until the week of June 17 (8 weeks after the initial observation),
when additional controls were installed on both sides of the channel.

6. Temporary stream crossing: The inspection log for April 1 notes that a temporary stream crossing
was constructed on the tributary crossing the site, near the upstream end (see photos in April 16 and
May 27 reports). The report questions whether the crossing is permitted and whether it conforms to
construction standards. The photos show rock and concrete slabs across the channel, with no pipes to
convey the stream flow, and subsequent inspection logs refer to the causeway as “improperly installed.
The May 27 log reports that the City of Waukee had ordered the removal of the stream crossing. Photos
taken on August 19 (weekly inspection report) and September 11 (aerial photo-Attachment 1¥) show a
stream crossing with a pipe (estimated at 12 inches in diameter) underneath. Mr. Bentz told me that he
had contacted the Corps of Engineers beforehand and was given the go-ahead (by email) for
construction of the stream crossing. By the time of this inspection, the structure had been removed, but
there were tracks indicating equipment had recently crossed the creek at this point.

7. Contract Certification: Attachment 13 contains copies of the signed contractor certification
statements acknowledging joint responsibility for implementation of the SWPPP and compliance with
permit conditions.

8. Notice of Transfer of Responsibility: At the time of this inspection, Lots 13, 14, and 5 had been
sold. Excavation was underway on Lot 13 for building foundations (photo 16). Attachment 14 is an
addendum to the purchase agreement, signed by the buyers of Lot 14, which transfers responsibility for
compliance with the terms, provisions, and requirements of the General Permit and the SWPPP, from
the seller to the buyer.

CONCLUSIONS/RECOMMENDATIONS

1. In 26 of the 30 site inspections completed since this project started, the inspector documented the
need for installation, maintenance, repair, or replacement of various storm water control measures. The
permittee and/or its contractors (co-permittees) have failed to implement and/or maintain site erosion
and sediment controls on this site in a timely manner. For example:

e After the site inspector first documented the need for a stabilized construction entrance on
January 29, seventeen weeks elapsed before the measure was installed the week of May 27 (after
the deficiency had been pointed out in 11 more inspection reports). The SWPPP and the NPDES
permit require a stabilized construction entrance to be installed at the beginning of the project.
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The permit also requires any deficiencies to be corrected within 7 days after the inspection.

e Track-out of soil onto the public street (Warrior Lane) and the need for stabilized entrances
continued to be an issue even after May 27.

e Seven weeks after sediment controls (straw wattles) were installed along both sides of the on-site
tributary, they were reportedly in need of maintenance. Based on weekly inspection logs, the
issue was not addressed until the week of June 17, eight weeks after it was initially reported.

e Even though the straw wattle sediment controls were staked down, I observed gaps underneath
them at several locations where the wattles were placed end-to-end or where erosion rills had
developed. Where two wattles meet, they should be tightly overlapped by several feet to prevent
runoff from flowing in between them. On slopes where concentrated flows are expected, the
wattles should be trenched into the ground to prevent runoff from flowing underneath, or an
alternative sediment control device should be used.

2. The permit requires site inspections to be conducted and documented every 7 days. Inspection
records provided by the contractor were missing reports for 5 of the 37 weeks since work began on this
site. The inspection reports that were completed were generally inadequate. The checkboxes on the first
page of each report were always marked “in compliance”, even when deficiencies were reported. Many
of the records reported the same information over and over again (e.g., the twelve inspection logs filed
between June 17 and September 16 were identical, with no mention of the impact on the site of 17 total
inches of rain.)

3. Photographs attached to the weekly site inspection reports enhance the value of the reports.
However, the photos should be dated, and information about the context and location of each photo
should be provided. For further context, the inspection logs should contain information about rainfall,
either from an on-site rain gauge or a local weather station.

4. Topsoil was spread across the site in the weeks preceding this inspection. The permit requires that all
areas where soil disturbing activities are halted for 21 days or more to be stabilized within 14 days. The
site should be stabilized with mulch and seeding as soon as possible.

5. To prevent adverse impacts to the on-site tributary, the southern part of the site should be accessed
from the street rather than by driving equipment or vehicles through the stream. If repeated access is
required, a stabilized construction entrance should be installed.

N YR,
Peter M. Green
Environmental Scientist
Activity Number: WGP422
Date: October 26, 2016

Appendix A: Timeline of Construction and Storm Water Control Activities (from Weekly Inspection
Logs) (1 page)



Attachments:
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10.
11.

12.
13.
14.
15.

Maps/Aerial Photos (4 pages)
Brandon’s Reserve Final Plat (10/04/2016) (1 page, 117 x 177)
Digital Photos Taken During the Inspection, with Captions (77 photos; 78 pages)
Photo Log and Site SWPPP Drawing Showing Locations of Photos (3 pages)
Notice of Potential NPDES Permit Violations (1 page)
Stream Characteristics and Water Nexus Worksheet (2 pages)
NPDES Construction Storm Water Worksheet (10 pages)
Notice of Intent (11/18/2015) and Storm Water Authorization Notice (12/01/2015) (6 pages)
Narrative Storm Water Pollution Prevention Plan for Brandon’s Reserve Tree Clearing (Bishop
Engineering; 01/22/2016) (25 pages)
Original (02/19/2016) and Subsequent Updated SWPPP Drawings (6 pages, 11”7 x 177)
Erosion Control Weekly Inspection Reports (with Photos); 01/29/2016 through 10/07/2016 (261
pages)
Erosion Control Weekly Inspection Reports (Comments/Action Items pages only) (32 pages)
Signed Contractors’ Certification Statements (6 pages)
Signed NPDES Addendum to Purchase Agreement (1 page)
10/27/2016 Email from Bishop Engineering Regarding: Response to NOPV (2 pages)
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APPENDIX A: Timeline of Activities

CONSTRUCTION ACTIVITIES:

Jan. 29: Site clearing has begun.

March 4:

March 18:

April 1: Temp. stream crossing constructed.
April 22: Pond drained

April 29:

May 6: Rough grading has begun.

May 27:

June 10:

June 17: A sanitary sewer line is being installed
across the creek channel.

July 29:

August 12:
August 19: Contractors have begun spreading
the reserved topsoil in preparation for site

seeding.

September 2: The streets have been installed.

September 16: Photo: walkway under constr.

September 30: Streets & sidewalks completed
and backfilled.

October 7: Site grading 90% complete
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(from Inspection Reports):

STORM WATER CONTROLS:

Ground is frozen through mid-February.
Filter socks were installed N & S of creek.

Roll-off trash dumpster brought on site.

Rip rap placed below pond discharge.
Photos of new silt fence along N bank of creek.
Stabilized constr. entrance @ unspec. location.

Unspec.“new controls” along creek, silt fence
around soil stockpiles (6/17 photos). Photos of
new wattles in road swale, portapotty on site.

1400 1. f. silt fence installed on N & S sides of
creek. Photos show new silt fence on slope
north of the upstream end of the creek.

Photos of new silt fences @ unspec. locations.

Photos of silt fence full of sediment N of creek,
but 2™ line of silt fence backs it up. Photos
show new rock on the main entrance.

New wattle on slope N of creek @ E end. Photo
of 2 concrete washout boxes, & filter sock
around area inlet near Warrior Lane.

Below-grade filter baskets in place at each of
the 10 curb inlets.



10-7/%-{&
e el

ATTACHMENT 2

e BRANDON'S RESERVE
2
9\(’6 I oy L2
OWNER: e L f o |.8i3
M8 R HOLDINGS MODIFIED BULK REGULATIONS: CURVE | tENGTH | RADNIS | CHORD | BEARMG | DELTA 0\(‘, f 17 %l O - gra
15502 WRDEN DRRE MRTMIMLOT SIE 10.0008F N N 1 [
URBRADALE. 10WA 53323 MEOALILOTWOTH,  &FT Ci| 468 | 1000 | 4743 | MW | Wwh2eE CJOQ\ 4 e g l% F3
PH: (515} 3088350 FRONT TARDSETBACK 3T . F = g ile sl 8
O el 2| wer| | e |nosmew | wazs oM % e &5 0
DEVELOPER: TOTAL SLE YARD. 15T COMBNED" o | oy | meey | 17z | seruwe | s o | PT SEC 33-7928 Q s I~ § H
8 RHOLONGS {7FT AN OKE SDE) OWNER CITY OF WAUKEE x) o8 i W
155:»2%1.1)5»43;:\5 —— . CH] 2025 | 15000 | 10207 | MCIXE | PSSl | ZOHING: € COMMERICAL %, BERz
URBANDALE. I0WiA 50323 *SETBACKS WRHS 7 7 SHALL - o ; . 8
P (1% 6.9 FROM CULRAATVE OTTER BOUNDARES CF o5 | 12805 | rs000e | o | evmaew | esvor cmmwvvn . = m g aTs 0
PAREDLOTS LOT 2 GHALL BE PARED WITHLOT 24, ol am | mw | awlveawn | wae g et _ m-\ 2¥ 3
SURVEYOR: LT 3 SHALL BE PAIRED VTTH LOT 3A LOT 4 SHALL NG '"t‘- | o . Q-‘ 50
BISHOP ENGHEERNG BEPBED WITH LOTLA LTS SHALL SE PARED o | s | oo} sier| swmre | wosor o Vs : E
KTTH LARRY HYLER VATHLOT 34 ! \ O s ¥
W01 ITH §T BENCHMARK ca| »iw| ww| wew|moesww | e s Lripr comeR o -ﬂ 2 s
URBANCALE W 53327 . o
PH (518 278086 4 o) nez| mw| | sewsw| v wore | | 19 ) SN 35-79-26 w £ 5
HYDRAT 50 FEET NORTHEAST OF STE 08 $) oWiER DAVDR S 5 .o =
ZONING: A o s e cio| ma| moe | sw| worawe | wany / S | . ® m s}
A1 SIIGLE FAMLY RESIDENTIAL DISTRICT ELEVATION » 102755 (VD 88 DATUM, ci| miz| wewe] sor| wmewmsre| avawe | ——— v 2CHMG Rt RESDENTIAL i
MODFED” : -
ce| nmn| we| | ersee | 3z ¢ !
PROPERTY DESCRIPTION; . : @« I 1
j e | s | woow | orar | wewwe | s 4 ) b
(WARRKITY DEED BOOK 1997 PAGE 1783) , (,0 N PEip T ]
e | sev| mew | ser | waswe| vawie b OWNER iHL | | +
SEGINNHG AT A PORT BEING 458 7 FEET N " 00 OF THE SOUTHEAST CORNER OF SECTIOR S ¥ELLY Ui ST
33, THENCE § 89° 5 W 968 2 FEET, THENCE N 0* 06 € 18 OFEET, THENCE N 65° 16 E 3836 cs| aw| mw| sw| swwie | e 20NG R4 RESDENTIAL
FEET: THENCE N 0" O5°E 400 FEET; THENCE N 9° 5¢ £ 6367 FEET; THENCE §0° 60 R.ONS
THE EAST LIE GF THE SE 144 OF SECTION 13 AND ALONG THE CENTERLINE OF EAST RO2D Clf | 227 | IV | 2026 | ST0UTE | 50T FORD LANE
TOOFEET TOTHE PONT OF BEGREANG, AL OF SNID PARCEL BEWIG Ui THE SE 1K OF i 2l ww | el wreww | www &
SECHION X3, TOWNSHP 73 HORTH, RANGE 24 WEST OF THE 57H P M, DALLAS COUNTY, 4 g ";‘Joa‘ggyw E
JOWA AND BENG 4 AHD FORMSG A PART OF THE TOVWN OF WAUKEE, DALLAS COUNTY, e I @ | 885 | S J s
10WA. SUBJECT 7D A4 EASEMENT FOR PUSLIC HIGHWAY ON THE EAST 31 0 FEET boll Miadad o ] m“f%‘“ b3 . A a
THERECE, A0 E/CEPT THE FOLLOWING DESCAIBED BEAL ESTATE: SEGINVINO AT A POR(T co| s sw| aw | sroww | sroser 00246 Rl RESDENTIAL :
4547 FEET NORTH 0° 00 AND 527.2 FEET SOUTH &9° & WEST CF THE CORIER A
OF SECTIH! 13, TONNSHS 1 NORTH, RANGE 25 WEST OF THE STHAM, CITY OF WAKEE, o | e | x| e | nreow | e B
DALLAS COUNTY, IOWA; THENCE SOUTH B5° 85 WEST 341 O FEET. THENCE NORTH " 06" . - oD 173" P
EAGT 318 8 FEET; THENCE HORTH 65° 16'EAST 9547 THENCE SCUIH 47" 65 EAST 11282 C21| W8T M40 | 18| SWAWE| S%"I6% wawm' tid
FEET; THENCE SOUTH 157 15 EAST 126 49 FEET TO THE PORT OF BEGRMING; ALL OF 54D p . === g
DESCRIBED PARCEL BEING & THE SOUTHEAST QUARTER OF THE SOUTHEAST OUARTER Ca| ®XW| WG| 4516 ] NIITAE | 15I5% o ' A
{SE 14 SE 14 } OF SECTICH X3, TOWNSHIP 79 NORTH, RANGE 26 VAEST OF THE STHAM i P I o et | e 4
THE CITY OF WAUKEE. DALLAS COUNTY. OWA, AND SAID PARCEL, CONTANS el ML Ll Bt Mkl il OWNER, DEANE OR B e i
APPRONUATELY 194 ACRES | 00| 1w | w030 | Mevoruse | o hE K e l 8 4 procion
SAIT TRACT OF LASD BEIHG SUBIECT T0 AND TOGETHER WITH AKY AND ALL EACEMENTS 70MG .2 RESCENTIAL 3 :
OF RECORD €25 0z | vew BGO1" | NODLPIFW kR 22 A7 WATIRMN
SAD TRACT OF LAND CONTANS 13 78 ACRES WHCH INCLUDE'S 8 65 ACRES OF ROADWAY } )
EASEN®IT on| mur|wer | sw|mrsaw] ezer ) -~ wm—;—% \ ‘,}és‘ g = =
| ww| we| ws|meaww ] wwe o\}" g e - e LOTB
GENERAL NOTES SHEET 1: cxu| amrr| waw| wm|srenw] awy 5 A i - \\ @ - - ;‘_;;'i?gg o l—
1 LOTS A THROUGH B° ARE STREET LOTS TOBE DEDICATED T0 THE CITY OF WAUKEE . . Q& TR - {PUBLIC STREE
2. AL EASENERTS SHALL BE PUBLIC UNLESS OTHERWISE NOTED AS PRIVATE o) 2w| $%9) Ne| NeawE| amo ‘,D‘\ LoT 128 Py % <
3 cmmu*sms;?mfm(r&‘s P sa]:g) USING THE STATE PLAKE co| wir| sw] wes | swewsie | ey A OWNER JULIE D WATERS ] j-r £ = ; _I
; . : 0 |
4 TH:S PLAT HA AN ERBCR OF CLOSURE OF LESS THAN 1 FOOT 14 10.X0 FEET AQ cu| ser| sw| ser] sreww| swe SR | b bt oo O
EACH LOT WITH THIG PLAT HAS AN ERROR CF CLOSURE OF LESS THAN 1 FOOT = &
5000 FEET, | am| ww| me2]ocose] e /\ B -
5 ALL LOT CORNERS HAVE BEEN SE3 WiTH A 34" IRON PPE WITH & YELLOW PLASTIC
C5P D% 14775 OF AB NOTED co| sm| e | sier|ssewurw | sessa OWNER. DOUGLAS KD t |
¢ SPOT GRADES NOTED OH THS FOIAL PUAT ON SHEET 2 ARE FOR REFERENCE ORLY | s | | 8| Mewww | we HNICY GEE LU
SEE CONSTRUCTION DRAWHGS ON FILE AT CITY HALL FOR COMPLETE GRADIG ’ 20KNG R:2AESIEENTAL = > Z
WEDRATION. ] ® HE g1 e
7 THE MAIRIM PROTECTION ELEVATIONS WPE}] AHD SNGLE SPOT GAADE CALL OUTS bl Ml o 3 | MITIE | srane Lo 16 5000 GO W ;“‘,‘ (1 -] z
ARE (N ACCORDMACE VATH THE STORM WATER MANAGEVENT AND CONSTRUCTION cu | | sow| wa | siwedosw | xvseor PE-tath | S O
PLANG, THE CITY OF WAUIGE REQUIRES MPE'S AUD $70T GRALES 70 BE PLACED O CANER. BRANES Asw L v
THE FilAL PLAT THE SURVEYOR DOES NOT CERTIFY TO THOSE ELEVATIONS SHOWN (=g 1009 | 5000 | 0 | SSrW | 10T TAMSY JLARD 'uf, g U) O u.
ON THEPLAT NG R-J RESICEN
§. THE DETENTION BASHN WAL BE CONTANED WITHIN AN EASENENT ANG A CR| S0 [ SAW | 80| NZITW | 7060 ‘\ - ul w
MASTERANCE AGREEMENT WiLL BE EXECUTED THROLIGH THE BRANICH'S RESERVE P
HONE (PWIERS ASSOCWTICN SET UP BY THE DEVELOPER CH| R} BW] W] ATHWE | WWW \ - - o0 5
8 THE IMORESSEGRESS EASELENT SHALL ALLOW FHE O'WHER OF LOT § TOINSTALL " 1w = ” o
ANDGRATTACH ONTO ANY PAVENENT FOR MEANS OF MIGRESSEGAESS TOSADLOT | su) e o] ShEl ¢ o o0 =
§ GVERAND THROUGH LOT 4 VIITHIN THE EASEMENT THE SRUTTING OF tn| wmew| mw| zmow| swewere | waswr | - 3O =2 <
MANTEMANCE COST SHALL SE AGREED TG Y MUTUAL AGREEVENT BETWEEN THE =z
CFNERS OF LOT 4 AND'S SHOULD A SUTUAL AGPEEMERT NOT BE ABLE TO BE (@)
REACHED, BINONG ARBITRATION SHALL BE ENTERED. AD THE ARBITER SHALL BE R O -
CHQSEN BY THE QWHER OF LOT 4. ThE CITY WEL NOT AND SHALL HOT HAVE ANY SECU-BA L
SVOLYERENT $1TH ANY DISPUTE ARTSING FROM THE INGRESSEGRESS EASELENT P @)
10 ALL GUTLOTS INOICATED O THIS PLAT SHALL HAVE AN AL ENCOMPASSG vNER CITYOF L
CUERLAND FLOWAGE EAGEMENT FOR THE ENTIRE QUTLOT sy Z X
1} DUTLOTS 50, 44, 3A AND 25 SHALL BE TIED 10 AMD OWNED WITH THE SAVE OWNER cof:‘ts;}
A5 THE CORRESPONOG LOT NUMBER. THE OUTLOTS SHALL ALWAYS BE S0LD WITH cLe << D
THE CORRESPONDING LOT NUMBER X <
12 EASEMENT DOESSIONS AUD SPOT GRADES ARE SHOW:H i DETAK ON SHEET 2.
13 THE HOME ORNERS ASSOCIATION WAL BE RESPCNSSLE FOR THE MAWTENANCE O m g
THE BUFFER EASEMENT
MINIMUM PROTECTION ELEVATION NOTES: STERENCE RIS
1 ALHAUMPROTECTION ELEVATIONS (MPE) ARE FOR REFERENCE OALY BURVEYCR
CERTFICATION DOES HOT APPLY TO N4Y GRADES SHOWN ON THIS PLAT ALLLOTS, & 1&‘ i
WITH ORMITHOUT MPES, SHALL BE REVIEWED FOR CONFORMANCE ¥ITTH THE
STORMAATER MANAGEMENT PLAN AND GRADRNG PLA VICINITY MAP A o0 TLOT 5A —
2 THE HOME BULOCR SHALL ENSURE AL ORANIAGE SWALES ARE LAANTAIED SCALE NOT 0 5CALE s - S
o] MO PEOTECTED AS DESIGNED DURNG HOME CONSTRUCTION ASINTENGED Wi Fiscnne — 4
El e oRIGHAL DESIGH MO APPROYED BY THE CITY i -
2 3 HONE BULDERS SHALL BE AESPONTBLE FOR ENGUAIIG POSITIVE GRANAGE AVAY e A < OUTLO 2A S
2 mmmnomrumwz SVALES AROUND HOUSE ARE SZED 70 ABBREVIATIONS - OUTLOT A 2 5‘
COIYEY THE WO YEAR STORM EVENT LEGEND: ACRES . N =5 4 e
4, LOTS VITHUPES NOTED WITH AN ASTERISK {7} GRAIM FROM REAR TO FROFTS M PRCEURTYEaseEnT o s b 3700 O ST AL
HOME. BURDER SHALL BE RESPONSIBLE FOR THE CONVEYANCE OF ALL STORM PROPEATY CORNER . F % e LA BN .
| WATER ACROSS SUBKECT {01, DRANAGE SHALL BE CONVEYED AROUND THE SICES ® R H 1oRH — % Tn:al 7: ?:m
21 CF IHE HOUSE AMD TO THE STREET () PROGERTY CORNZR. PLMCED 34' RON APE s S0uTH g :
gl - msmnm:«o.wnrmmwmsmvmmm WIH YELLOW PLASTIC CA 10 #4778 £ EAST =
Z| 7 ne overioesnG OF STREET LOWPOITS, THE HOME BURLDER SHALL 0 - W WEST E
H asm«ms.amx:wmevmwwmn;mmemwmwm @ SEC0NCORIER - FUID ASHOTED YL YELLOWPRASTCCAP %
Wl OF FLOW AND ENSURING FLOCD PROTECTION AND POSITIVE DRANAGE AWAY FROM X CUT'X 8 PAVEMINT WE  MNMUM PROTECTION ELEVATRY O 3
Bl mEHOUSE e MOE  MUBASMOPENING ELEVATICH l?
g & LIPES PROVOED ARE BASED ON PROPOSED CONTOURS AND HOT ACTUAL ASBURT & SCURBEFOOTAGE o
GRADES HOVE BUILDERS MUST ADAIST MPE'S ACCORDINGLY AND GRADE LOT TO <
@]  MAVE POSTIVE DRAIISE 1O PROPERTY UNES AND PUBLIC WAYS 1 HEREBY CERTIFY THAT THIS LAND SURVEYING DOCUMENT WAS PREPARED = .
3|+ tOTSLEFTLOW O GAADNG FLAN ARE WTENDED FOR BASEMEST DT TOBE USED AND THE RELATED SURVEY WORK WAS PERFORMED BY ME OR UNDER My oReIIL A,
2] ASPRL AROUNDHOUSE T0 ASSURE POSITIVE DRAKAGE AWAY FRCM HOUSE, DIRECT PERSONAL SUPERVISION AND THAT | AM A DULY LICENS! sw W 150351
 MPE'S USTED DO HOF ACCOUT FOR DEPTH OF SANTTARY SERVICE, THE HOME PROFESSIONAL LAND SURVEYOR THE LAWS OF THE smrs OF 10A. OO 1727 B9587 0 S0 45470
2| BUADER SHALLBE AESPONSSLE FCR VERFYNG THE DEPTH GF THE SFRVICES % 5 /?4 FTSEC 3110 Nag'jj'ofw § A | 904 OM -
=] ANDSETTHE BASELENT ELEVATION ACCCRONGLY SIGNED: 7t tanst P DATE: ___10/04/2016 RN S (O SNTE § s NOO'27'42°F | #oriasem
2] 9 LOTS WITHIARTIPLE UPE'S ARE NOTED WITH THE DIRECTION THE MPE APPUES W VARRY nﬁhun LS, A4775 GRAPHIC SCALE IONNG, 4G
2| sarcrers ForExauPLE P APPUES TO THE NORTH S0E OF THE LOT AUD[S} w - rouch s
2| L otirs 10 e SoutH SOE oF THE LT LICENSE RENEWAL OATE: DEC. 31, 2016 50 0 25 %0 100 ) DD ST Comen
g PAGES OR SHEETS COVERED Gv THIS SEAL: SHEEL.1 OF 2. SHEET 2 OF 2__ U § ey
E H




ATTACHMENT 3

Brandon’s Reserve

Single Family Residential Development Site
Construction Storm Water Inspection

Digital Photos
taken October 12-14, 2016

by Pete Green, USEPA Region VI

(See ATTACHMENT 4 for locations of photos.)



'BRANDON'’S RESERVE

SINGLE FAMILY RESIDENTIAL LOTS

| FOR MORE INFORMATION
CONTACT ANGIE AT:

1515-707-6889

: TESSALU

REALTY

2. Sign at entrance off Warrior Drive (N).



3. View toward creek, from entrance drive (SSW).



4. Creek on south end of _o_d_.mnﬁ *83._ top o_ﬁ
Warrior Lane box culvert (WNW).
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8. View along interior drive, showing fronts of lots 23, 22, 21 (NNW).



9. Another curb inlet with filter insert, on north side of street (N).
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11. Area inlet near north end of site (~Lots 18/19), with mulch wattle (NW).



12. Flowing water in area inlet (flowing from north side)
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15. mn_c_uBmsﬁ on m_ﬁm removing mma_Bmi from bo:a (S).
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16. Excavation on west side of pond for building foundation on Lot 13 (ESE).



17. View of pond from Lot 13 or 14 (E).



18. West perimeter of property (draining toward interior of property & pond) (WSW).



19. Sediment controls above creek near southwest corner of property (silt fences & straw wattles) (NW).



20. Gap between ends of straw wattles, with erosion
rill (NNE).
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21. View upgradient from vegetated buffer along creek, with multiple silt fences (N).
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24. Stream buffer near southwest corner of site (WNW).



25. Straw wattles at edge of stream buffer (E).
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27. Discharge from pond to creek (WSW).
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29. Gap between straw wattles above creek (SSE).
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33. Silt fence full of mma_Bm:ﬁ at base of slope below pond (W).
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34. Same perspective as previous photo (proceeding east and looking back) (W).
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35. Tracks from equipment crossing creek near east end of site (S).
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39. Undermined stra
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40. Warrior Road road ditch (source of flow in previous photos) (N).
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42. View of south bank of creek from east edge of site (Warrior Rd.).
Topsoil placed on slope above straw wattles several days ago (SW).
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44. Tracks across creek, from south side (cf. #35, 58, 74) (N).
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48. View to NE from south portion of site. A layer of topsoil was spread several days ago (ENE).
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49. Freshly applied topsoil and cut slope at south end of site (SE).



50. Straw wattles at edge of stream buffer on south
side of creek (fresh topsoil on slope above) (E).
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53. South bank of creek, facing E. New sanitary sewer manhole structure is highlighted. This is the
steepest area and has some erosion rills (cf. #59-61). Also shown are straw wattles and fresh topsoil.
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55. Straw wattle above S bank o* creek. Ao_a silt fence buried under SUmo_: (WSw).
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56. View across creek from south side (NNW).
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57. Flared end storm outfall on south bank (ENE).
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58. Apparent stream crossing near east end of site (cf. # 35, 44, 74) (SSW).
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60. Sewer ma



61. Composite of previous two photos (SE & S).
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62. Twin curb inlets on street south of pond (S).



63. Outlet structure on south edge of pond (NW).
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64. Inside of outlet structure, showing direction of flow from inlet to weir.
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65. Inside of outlet structure, showing downstream side of weir
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67. Sediment removed from pond on 10/12-13/2016, drying prior to spreading on lots (NW).
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68. Newly sold lot (Lot 5) just north of creek (SW).
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71. Sediment removed from pond, drying on bank, awaiting spreading on lots (NW).



72. Sediment removed from pond, drying on bank, awaiting spreading on lots (SE).



uw m:‘ms\ wattle on :o:: side of creek near east end of m_ﬁm. <<_§ nc_<m: c:amq s\m_‘:o« Ln. An_ﬂ #37- wm:&



74. Creek bed, at point where tracks indicate equipment crossed stream
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ATTACHMENT 4
Photo Log; Brandon’s Reserve Storm Water Inspection

(Camera: Nikon Coolpix 100 8 MP) Key nos. in red are shown on locational map.

File No.

Key # Description (& Orientation)

October 12, 2016:

DSCN 1940
1941
1942
1943
1944
1945
1946
1947
1948
1949
1950
1951
1952
1953
1954
1955
1956
1957

1958
1959
1960
1961
1962
1963
1964
1965
1966
1967
1968
1969
1970
1971
1972
1973
1974
1975
1976
1977
1978
1979

Sign at entrance off Warrior Drive (N).
View toward creek, from entrance drive (SSW).
Creek on south end of project, from top of Warrior Lane box culvert (WNW).
Typical curb drain inlet, with porta-potty, near entrance (W).
Close-up of curb inlet in previous photo.
Curb inlet with grating removed to show filter insert.
View along interior drive, showing fronts of lots 23, 22, 21 (NNW).
Another curb inlet with filter insert, on north side of street (N).
Paired inlets on south side of street, north of pond (S).

. Area inlet near north end of site (~Lots 18/19), with mulch wattle (NW).

. Flowing water in area inlet (flowing from north side).

. Area inlet near north edge of property (NNE).

. Storm water discharge from Waukee Library grounds north of site (N).

. Equipment on site removing sediment from pond (S).

. Excavation on west side of pond for building foundation on Lot 13 (ESE).

. View of pond from Lot 13 or 14 (E).

. West perimeter of property (draining toward interior of property & pond) (W).

Sediment controls above creek near SW comer of property (silt fences & straw
wattles) (NW).

. Gap between ends of straw wattles, with erosion rill (NNE).

. View upgradient from vegetated buffer along creek, with multiple silt fences (N).
. Straw wattle below silt fences (W).

. View across creek near southwest comer of site (SE).

Stream buffer near southwest corner of site (WNW).

. Straw wattles at edge of stream buffer (E).

. Flared end structure with rip rap at discharge from pond to creek (ESE).
. Discharge from pond to creek (WSW).

. View downstream from outfall (SW).

. Gap between straw wattles above creek (SSE).

. View downstream along north bank of tributary (W).

. Rill eroded underneath straw wattles (NW).

. Erosion rill leading to stream, downslope from previous photo (SE).

. Silt fence full of sediment, at base of slope below pond (W).

. Same perspective as previous photo (proceeding east and looking back) (W).
. Tracks from equipment crossing creek near east end of site (S).

. Straw wattle on slope near creek culvert under Warrior Rd (SE).

. Gaps between and underneath straw wattles in previous photo (NE).

. Gaps under straw wattles near creek culvert (SE).

. Undermined straw wattle near creek culvert (SW).

. Warrior Lane road ditch (source of flow in previous photos) (N).

. View down slope from previous photo (SSW).



1980

1981
1982
1983
1984
1985
1986

1987
1988

1989
1990
1991

1992
1993
1994
1995
1996
1997
1998

1999
2000
2001
2002

October 14, 2016:

42.

43.
44.
45.
46.
47.
48.

49.
50.

51.
52.
53.

54.
55,
56.
St
58.
59.
60.
61.
62.
63.
64.
65.

2023
2028
2027
2026
2025
2035
2034
2033
2032
2031
2030
2029

66.
67.
68.
70.
71.
72.
73.
74.
75.
76.
77.
78.

View of south bank of creek from east edge of site (Warrior Ln.). Topsoil placed on
slope above straw wattles several days ago (SW).

Access road along S edge of site, from E edge of site (W).

Tracks across creek, from south side (cf. #35, 58) (N).

Area inlet (above grade), with straw wattles around it (E).

Slope drain inlet near south edge of site (E).

Slope drain inlet at S edge of site (SW).

View to NE from south portion of site. A layer of topsoil was spread several days
ago (ENE).

Freshly applied topsoil and cut at south end of site (SE).

Straw wattles at edge of stream buffer on south side of creek (fresh topsoil on slope
above) (E).

Straw wattles at edge of stream buffer south of creek, w. fresh topsoil on slope (W).

Second line of straw wattles (concealed by vegetation) at edge of buffer (S).

South bank of creek, facing E. New sanitary sewer manhole structure is highlighted.
This is the steepest area and has some erosion rills (cf. #59-61). Also shown are
straw wattles and fresh topsoil.

Pond discharge outfall (cf. #26-28) (N).

Straw wattle above S bank of creek. (Old silt fence buried under topsoil) (WSW).

View across creek from south side (NNW).

Flared end storm outfall on south bank (ENE).

Apparent stream crossing near east end of site (cf. # 35, 44) (SSW).

Steepest part of south bank, with visible erosion (S).

Sewer manhole at steep bank, with erosion (SE).

Composite of previous two photos (SE & S).

Twin curb inlets on street south of pond (S).

Outlet structure on south edge of pond (NW).

Inside of outlet structure, showing direction of flow from inlet to weir.

Inside of outlet structure, showing downstream side of weir.

New ditch checks installed at northeast corner on 10/12/2016 (NE).

Sediment removed from pond, drying prior to spreading on lots (NW).

Newly sold lot (Lot 3 or 4) just north of creek (SW).

View along creek bank, showing pond outfall & topsoil recently spread (WNW).
Sediment removed from pond, drying on bank, awaiting spreading on lots (NW).
Sediment removed from pond, drying on bank, awaiting spreading on lots (SE).
Straw wattle on N side of creek nr. east end of site, w. culvert under Warrior Ln. (S).
Creek bed, at point where tracks indicate equipment crossed stream.

Creek bed just upstream of previous photo.

Tributary approx. 25 yards upstream of site (east of Warrior Lane).

Tributary approx. 50 yards upstream of site (east of Warrior Lane).

Tributary upstream of site, with box culvert under Warrior Lane (W).).



Puotre Locarion KeyY

PRIELIMINARY = NOT FOR CONSTRUGTION

STORM WATER POLLUTION PREVENTION PLAN

(WARRENTY DEED BOOK 2015. PAGE 16065}

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE

OF THE ASSESSOR WEB PAGE AND THE IOWA LAND

RECORDS WEB PAGE. ‘

PROPERTY DESCRIPTION: {

18T ST

BEGINNING AT A POINT BEING 454.7 FEET N 0°00° OF THE

SOUTHEAST CORNER OF SECTION 33 THENCE § 83° 59'W

#60.2 FEET THENCE NO° 06'E 318.0 FEET THENCE N 65°

16" E 363.6 FEET, THENCE N 0* 05'E 400.0 FEET THENCEN |
88" 59'E 636 7 FEET THENCE S 0° 00° ALONG THE EAST

LINE OF THE SE 14 OF SECTION 33 AND ALONG THE !
CENTERLINE OF EAST ROAD 870 0 FEET TO THE POINT OF

BEGINMING, ALL OF SAID PARCEL BEING IN THE SE 1M OF

SECTION 3. TOWNSHEP 79 NORTH. RANGE 26 WEST OF

THE 5TH P.M., DALLAS COUNTY [OWA AND BEING IN AND

FORMING A PART OF THE TOWN OF WAUKEE, DALLAS

COUNTY IOWA. SUBJECT TO AN EASEMENT FOR PLELIC

HIGHWAY ON THE EAST 33.0 FEET THEREOF. AND EXCEPT

THE FOLLOWING DESCRIBED REAL ESTATE BEGINWING

AT A POINT 454.7 FEET NORTH 0* 00" AND 627.2 FEET

SOUTH 89* 53'WEST OF THE SOUTHEAST CORNER OF

SECTION 33, TOWNSHIP 79 NORTH, RANGE 26 WEST OF

THE 5TH P.M,, CITY OF WAUKEE. DALLAS COUNTY IOWA,

THENCE SOUTH 89°53 WEST 341 0 FEET THENCE NORTH 0°*

06'EAST 18,0 FEET THENCE NORTH §5° 16 EAST 96.4

FEET THENCE SOUTH 42° 55'EAST 322.52 FEET THENCE

SOUTH 15° 15" EAST 126.49 FEET TO THE POINT OF

BEGINNING ALL OF SAID DESCRIBED PARCEL BEING IN - —_—
THE SOUTHEAST QUARTER OF THE SOUTHEAST QUARTER

ISE 1/4 SE 1/4) OF SECTION 33. TOWNSHIP 79 NORTH.

RANGE 26 WEST OF THE 5THP M. IN THE CITY OF /
WAUKEE, DALLAS COUNTY |OWA, AND SAID PARCEL

CONTAINS APPROXIMATELY 1.94 ACRES. -

ADDRESS: J
1010 WARRIOR LANE

WAUKEE, lOWA -

INFORMATION OBTAINED FRCM DALLAS COUNTY OFFICE /
OF THE ASSESSORWEB PAGE >

-
OWNER.

M2 RHOLDINGS LLC /
15602 WILOEN DR *

URBANDALE IOWA 50323
515-306-8090 /

[NFORMATION OBTAINED FROM DALLAS COUNTY OFFICE \]?’
OF THE ASSESSOR WEB PAGE ‘{E P\ /

SITE AREA:
1375

LOT 140

EROSION CONTROL NOTES:

. SEE SUPPLEMENTAL DETAR STGRM WATER POLLUTION PLAN

NARRATIVE FOR ALL EROSION CONTROL MEASURES ADDITIONAL

DETAILS AND NOTE. ADDITIONAL NOTES AND MEASURES IN

SHALL BE AND SHALL BE

INCLUDED IN THE ORIGINAL BID /

SWPPP PLAN AND NARRATIVE ARE CONSIDERED A LVING

DOCUMENT AND WILL NEED PERIODIC UPDATES AND AD/USTMENTS

AS NECESSARY DEPENDING ON SITE CONDITIONS T0 ASSURE

COMPLANCE WITH NPDES GENERAL PERMIT NO. 2. IT IS THE

CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND

IMPLEMENT ANY AND ALL MEASURES NECESSARY TO COMPLY WITH

SAID PERMIT NO. 2

INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRIOR TO

CONSTRUCTION.

INSTALL INTAKE PROTECTION WITH SILT FENCE IMMEDIATELY

AFTER STORM SEWER CONSTRUCTION,

INSTALL FINISHED PAVING INLET PROTECTION IMMEDIATELY AFTER

PAVING |5 COMPLETED AROUND INTAKE.

OTHER EROSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR

SHT FENCE.

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING A

CONCRETE WASHOUT IN ACCORDANCE WITH NPDES GENERAL

PERMIT NO. 2 DURING ALL CONCRETE WORK.

. CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACILITIES. SANITARY WASTE SHALL BE
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS,

. CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING ALL TOPSOIL
REQUIREMENTS OF NPDES GENERAL PERMIT NO 2 ARE MET.

EROSION CONTROL REMOVAL NOTES:
1" AFTER FINAL STABILIZATION HAS OCCURED AS DEFINED INNPDES
GENERAL PERMIT NO. 2. CONTRACTOR SHALL BE RESPONSIBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING BUT NOT LIMITED TO" SILT FENCE. INLET \
PROTECTION, AND TEMPORARY STANDPIPES

- o o e oW

PT SEC 33.79-26

AN

LEGEND:
ASFSF—ge  surrencecve) \
120 — — — posmveconTouR \
PROPOSED CONTOUR
i \
DISTURBED AREA = 10.2 ACRES \

UTILITY NOTE:

THE LOCATION OF THE UTILITEES INDICATED ON THE PLANS ARE TAKEN FROM
EXISTING PUBLIC RECORDS AND ARE APPROXIMATE LOCATIONS, THE EXACT
LOCATIONS OF ALL UTILITES MUST BE ASCERTAINED N THE FIELD. IT SHALL BE
THE DUTY OF THE CONTRACTOR TO DETERMINE WHETHER ANY ADDITIONAL
FACILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT,

SO
ONE GALL

1-800.292-8989 :g
www.iewaonecaloem | mygaive

V142016321 33PM  MALAND PROJECTS 2015115035 \DWGIC? SWPPP.OWG
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ATTACHMENT

Notice of Potential
National Pollutant Discharge Elimination System (NPDES)
PERMIT VIOLATIONS

Permittee (facility) Name and Address:

M &R Halcl'tan) LLC 15602  Wilden Dr Llrbovn{q/e) (A 50323
Site 3 Branden’s Resenrve (9/0 Warrior Lane, Waulee [A 50163

NPDES Permit Number: !
to10a  Geveral Permsl #2) Puth. ¥ 23073—2792Y

During the Clean Water Act § 308 compliance inspection conductedon _ Ocfofocr 12 2J0/¢
the potential NPDES permit violations noted below were found. Additional violations may be brought to

your attention following a complete review of the inspection report and other available information.
e e e e e

POTENTIAL NPDES PERMIT VIOLATIONS

lr Fermuttee Faliled v  instfall or maintain aale;ie.(ofe sediment and
erosien contrels on site , SP«:c}JC;E'«J/y:

a4 7o allews access to the area sectlh of the cr‘eek} EITHER an

4PPr~oved "fempor‘«r‘}/ slrearn? crosswe OR a stTab/ zed cc»s?’ruc?‘/.cﬂ
entrance off Warrior lane <hsul/d {e in place .

BY Ersisns coentrols (straw watfles) on slepe west el Warrsor Lane and
nerth of creek are wndernimed anc in need €F mainfenance .

£ Strecans bank en sculh =rde f creek near :al5/"/«f/ sewer manbrle
showld be stabifized.

v /nac(eaua‘/@ site 1;75/765‘7‘70./15 AND/OR ﬁ//cw—mp marxrtenance : For examy

AD The need for a stabilized censfrucleast entrance was cecumented sr
3/18/2¢t¢. The rmecaswre was no? implentented wntil &/i7/2¢ /.

Zhe prer il regiCires cariceclive actrbns v be C'éM/?/( Ted (ot?hin 7
Aaysg, ;f feagible (e.9. weatlher perniiflin N 7he reasen For e
showdd He cdoc un;e’—z?l‘Zd (ﬂjv rainzall e(c\‘gcs ¥ ancetnZc), v

B) The same “Actirn /ferms" were clicpficated 1 /0 congecctive reperts
lelir/i0n Threwgh 9/2/t00e) w5 ith ne chargés, '

€Y 12 br prore efc\ys elapzed belween snsp LToorns on Seven tecasioRs.
THhe pern(l regeuies si7e r<pectiins every 7 days (Docineat c(e_/.c\Lf- ),

" REQUESTED ACTION: Within ten (10) days, please describe in writing any actions taken, or planned, to

correct the potential violations identified above. Your response will be considered in the determination of

the need for further administrative or legal action. Mail your description of corrective actions to your

inspector at:

U.S. Environmental Protection Agency
ENSV/EFCB

901 North 5™ Street

Kansas City, Kansas 66101-2907

Inspector’s printed name:

E .jf . M Kﬂe X al
£ C
AF 7 100 L
Notice received by: I i
(name & title) Delivered 4o oaddress above .

Date: ;
10/ 13 /506724

Inspector’s signature:

PERMITTEE-white e REPORT-yellow e INSPECTOR-pink e STATE-gold Rev:01/ 21/09 PPM 816-842-966¢



Stream Characteristics and Water Nexus
NPDES Inspections

Stream at Discharge from Site

Location: Brguden's Keserve

GPS

Latitude: $1.60279
Longitude: - 93. 97322
Channel Width (1):_ 5-2”
Bank Depth (2): __ 5-72”
Substrate Type (3): __a~- b

Avg. Water Depth: _ ¢ ~ /2 ’

Visible Flow? ¥es O No
Sediment from site? @ Yes O No miner

Dimensions (5): 0-¢ " dipth ot kfrg

Site Characteristics
Bank vegetative Cover (4): _/¢0 %
Type of cover:

O Grass Weeds E/Woods

Photographs:

Culvert Size: A /

Footnotes and additional notes are on
the second page.

Stream at Downstream of discharge
Location:

GPS
Latitude:

Longitude:

Channel Width (1):

Bank Depth (2):

Substrate Type (3):

Avg. Water Depth:

Visible Flow? O Yes O No
Sediment from site? [0 Yes [0 No

Dimensions(5):

Site Characteristics
Bank vegetative Cover (4): %
Type of cover:

O Grass O Weeds [0 Woods

Photographs:

Culvert Size:

1of2

AL AACLLVIILVINL O

April 10, 2007

Nexus: perennial stream
Location:

GPS
Latitude:

Longitude:

Channel Width (1):

Bank Depth (2):

Substrate Type (3):

Avg. Water Depth:

Visible Flow? {0 Yes O No
Sediment from site? [0 Yes [0 No

Dimensions(5):

Site Characteristics
Bank vegetative Cover (4):
Type of cover:

O Grass O Weeds 00 Woods

Photographs:

%

Culvert Size:

Distance to site:




Stream Characteristics and Water Nexus April 10, 2007
NPDES Inspections

(1) Model input of Channel Width: Distance from the top of one bank to the top of the other bank.
(2) Model input of bank depth: Distance from top of bank to bottom of stream.
(3) Model input of Substrate type:
a. Finesilt/sand: gritty, no rocks
b. Gravel: lady bug-sized to marble-sized rocks
c. Coarse Gravel: Marble-sized to Tennis ball
d. Cobble: Tennis ball to basketball
e. Boulder: Larger than basketball
(4) Model input of Vegetative Cover in percent coverage of the upper banks, check the appropriate type listed.
(5) Estimate of sediment in the stream or off-site. Measurements in three dimensions would be best.

Additional Site Notes: 7= pdecoveet up to ~ ¢ ceclomect Jual belowr Lh box  cwlvert
wnder Wairier Lane whire fhe creelk eaters *he sife TAiire werc
ervs o rills D mj*ﬁzp e The worth side oF “Fhe creek _wdlt aboee Uiic area
ot le W&u’ea( s ¢a—n,1/427 o@/‘a,c/',«df/t Freme Thu ;%/Ca_??-z,»ﬁ road c&,ﬁ—[\ 4,/01(7
Worrier Lane. There were alss Auufj e,?,cupmf tracks /aaclwy acrecs Ve
cfgek’)wsf' Locon sTiresm cJ[ the sébcarved .Ccéget;w@yqﬁ o(e‘fos::ﬁ'?r

20f2



NPDES Industrial Storm Water Worksheet (Construction) ATTACHMENT

National Database Information General
NPDES ID Number |/A GP#2 (Auth 18073 -27¢224)| || Inspector Name|  Fate Green
Permit iss/exp dates 12/0//;5 = u/zg// I~ i Telephone| 2,3 -s5571-7343
Inspection Date ,e/,z//é Entry Time| o9:28 /o /7 p,/Lo/é

Weather Conditions?|  Light- rain , 45°F
Recent Rainfall?

it Ti . /0 2/
Date? Amount? /o//o/zou, o7 Exit Time| ,0:00 /#/Z £

Facility Type Commercial/_ - . ‘m
(circle one)| Industrial Residential { Municipal Signature Q&Z . z )

Facility Location Information

Name/Location| R~xn dpn's Reserve Subdiviscon

Mailing Address| -, 60 Warrior Larne Waukee, (A S02¢3
GPS Coordinates Latitude Longitude
Receiving Water(s)
Total Area acres I Disturbed area | acres Start Date

Contact Information

Name(s) Telephone

Name(s) and Role(s) of All Parties| /M & =R Ho {&,}ng/ LLC

Meeting the Definition of Operator 5i5- 30e-g070

Facility Contact] D, e Wa/+d$ peonen " ’ -

Authorized Official(s)| D ave Walfers

Site Information: (circle all that apply)

Nature of o Commercial/ - State/
Project Industrial Roadway @ Federal Municipal Other
Construction Clearing/ Rough Infrastructure Building Final Final
Stage Grubbing Grading Const. Grading Stabilization
Basic Permit Information Basic SWPPP Information
1. Permit Coverage @ N 6. SWPPP prepared & available @ N
ESO Element 3 & 4 ESO Element 5 & 30
2. Permit Type @ Individual 7. SWPPP Contents Satisfactory Y N
3. Permit, NOI accessible? @ N ESO Elements 5 - 31
ESO Element 25
4. Is entire site owned byone| 3 £ 24 [_o,é_; 8. SWPPP Implementation Y N
developc_ar/owner? How many| , ~e sof. 6() Satisfactory
owners? Give lot nos. if possible ESO Ejements 32 - 46
ESO Element 41
5. NOI Date| n//9/20tl 9. SWPPP Date | or/a2/20(é

Page 1 of 10



NPDES Industrial Storm Water Worksheet (Construction)

SWPPP Implementation (complete in field)

General

10. Site Description

(include description of areas exposed to rainfali/runoff, drainage patterns & direction of flow)

/3.75 acre sife /{AI
Gimclz}H) 24 single ﬂmn‘/ (o7
sawltery sewer
sForm seder
wa /Le/‘
utilifres
Comp [Cfccp,

megfdap/g ]

)

Centennief Fark

<.—_1A£mmd__’cmbdmy
o Sxﬁcu* %k

M arrior

Stabilization Practices

11. List stabilization | (e.g.. seeding, muiching, geotextiles, sod stabilization)

practices Top soil was spread Throwghood? <ite |
ESO Element 43 r ’ “ £ ° - e

Pr‘ép&z‘aﬂéé% ﬁ—f‘ /\Jd/‘o seed /"rzjf .

12. Describe | (e.g.. properly designed, selected, installed, maintained?)
stabilization

practices Nt yelt no-z,a/emmfe/ -

ESO Elements 42, 43

Socth bonlk oFf 'L’/‘?buf‘ary (s steep and

Pr\o-nwe,‘ll'b erocron where Ssditan

c(\ass():z? wea.< /;57%2_//Ej~

sewer

Page 2 of 10



NPDES Industrial Storm Water Worksheet (Construction)

13. Are stabilization | (e.g.. indicate “yes” or “no”; if ‘yes”, how long without stabilization measures?)
measures initiated — - S i
¢ ears thalt so7l s o1
no more than 14 <fp 7749}7 a/a s‘/o/\au:f begenn /)(7
days after temporary | /o7< /?wj et &7 lweeks fater, 2 "'Cﬁf’-y Irelets ‘g
or permanfant facl /Lc—ZL je% comm enc;r:({;,
construction
cessation?
(MO:7 days for 3:1 slopes
or 3% > 150 ft long)
(ESO Element 46

Structural Practices

14. List structural | (e.g., silt fences, hay bales, storm drain inlet protection, sedimentation pond, rip rap, check dam, diversion
controls structure, slope drain, drainage swale,)

ESO Element 43 Strow wetlles aJcr:j cree k. pants end on :/a/oe
north of stream cctlvert= wnder parrivr L.

Serme silt fmcc. still oo 5/67065' aboye creek bawlks
bot most removed o spread ﬁs/a:a/'/-

Arec lefe have straw coatle barriors arvecnd Hews .

Cutrb mlelx Aave below crade Jﬂm’cz )Q‘/féa/‘: (P/tx Stosm
Pf‘zhta/}/ BmMP= re?‘e&?‘t‘bn/{ezé/Meﬂ)ﬁﬁbﬂ pond

LN

15. Describe | (e.g., properly designed, selected, installed, maintained?)
structural controls (Size of sediment basin? Disturbed acres drained?)

£SO Elements 42, 43 Straw wallfes MZer\m{heé tmh. S oér six f/d_ce_f .

S femce ax/cmzaf,oea( ol ene location

_ —————
Non-Structural Controls

16. Good | (e.g.. describe measures taken to prevent litter and debris from becoming a pollutant source)
Housekeeping Minor 1iiier cbserved in chream beelFer areq
& Waste
Disposal

Practices
ESO Element 45

Page 3 of 10



NPDES Industrial Storm Water Worksheet (Construction)

17. Street

Cleaning
ESO Element 44

(e.g., describe measures taken to remove offsite accumulation of sediment)

Evidence Hhal street Rad leen sctept em ll?:goe,dém
Phuf'és.

18. Equipment
Wash/
Maintenance

Area
ESO Elements 42,
43

(e.g., properly designed, selected, installed and maintained?)

19. Concrete
Washout
Areas

ESO Elements 42,
43

(e.g., properly designed, selected, installed and maintained?

tir

Washoal™ Boxes — SAowrn
oluwr wtj streel wstallatrs

Sepl- z c.n_«:,aeéf?ér/u Tep

[ R R

Other Controls

&/*7"

20. Off-site
Vehicle

Tracking
ESO Elements 42,
43

(e.g., properly designed, selected, installed and maintained?)

Marw uvf’f‘ucca ve f,._we/. /hsfeoﬁm f‘c,'p&/‘%& shew o 1z
delas oy and nstallatiry oF

cite eleart

t/ lized mﬁm(ﬂ

Miscellaneous

by

21. Evidence of
Sediment
Deposition to
Surface

Waters

*ESO Eligibility - if
"yes," site not eligible
for ESO

(provide brief description)

N%/(j (é/vc

Page 4 of 10



NPDES Industrial Storm Water Worksheet (Construction)

22. If dredgef/fill
material
discharged, does
site hold 404
permit?

ESO Element 17

(provide brief description of measures to prevent discharges of dredgeffill to waters of the U.S. if applicable)

Levelsper had ratiornwide ¥o¥ Pfer‘:n—&f Jor o/ terotcem
of existiy pond and wetland) with oFFsite it gt

/‘tllWWW/ stream.  2lossu (p/wfﬂ “spoeds "-’/J”P'jfe) weo
Cn plce  Frem /?'p/\'f( 72 Seffeméel) buf has beer rems sk

23. Pollution
prevention
measures for
non-storm water
discharges?
*ESO Eligibility - If
evidence of non-
allowable non-storm

water discharges, site
not eligible for ESO

{provide brief description and determine whether/if non-storm water discharges allowable)

24. Notes:
SWPPP
Implementation

Page 5 of 10




NPDES Industrial Storm Water Worksheet (Construction)

SWPPP Review (can be completed in office)

General

Notes:

25. Is there a SWPPP?
ESO Element 5

®

26. Is a copy of the SWPPP on site

or made available?
ESO Element 30

Y

N 661%4‘”&,& ,gﬂ&m B—?g’)’bbf l:/réj}iteefviy

27. SWPPP completed prior to NOI
submission?
ESO Element 6

28. Did all “operators” sign/certify the

SWPPP? &N
ESO Element 31
29. |s SWPPP consistent with
stateftribal/local regulations and K;\ N
permits? "
ESO Element 26; 29

Site Description Notes:
30. Is there a site description?
ESO Element 9 CY: N
31. Nature/sequence of construction
activity? @ N
ESO Element 9A - 9B
32. Total area of site and total area
to be disturbed? @ N
ESO Element 9C
33. Is there a general location map? CE N
ESO Element 9D
34. Is there a site map? v UN
ESO Element 9E
35. Drainage patterns/outfalls on site
map? @ N
ESO Element 9F
36. Area of soil disturbance on site
map? @ N
ESO Element 9F
37. Location of major structural
controls on site map? @ N
ESO Element 9F, 29
38. Location of storm water
discharges to a surface water on site & N
map?
ESO Element 9F
39. Location of materials or
equipment storage on site map (on- @ N
site or off-site)?
ESO Element 9F

Page 6 of 10



NPDES Industrial Storm Water Worksheet (Construction)

40. Location/description industrial
activities? vyIN| ™A
ESO Element 9G

41. Name of Receiving water(s) or

MS4 listed? @ N

ESO Element 9F

42. Copy of permit language?
ESO Element 25

43. Endangered Species

Documentation? Y | N
ESO Element 23; 23A

44. Historic Properties

Documentation? Y | N
ESO Element 24; 24A
Controls to Reduce Pollutants Notes:

45. Does the SWPPP describe the sequence
of major grading activities, N
temporary/permanent construction cessation, @

and initiation of stabilization practices?
ESO Element 14

46. Does the SWPPP include a description
of all pollution control measures (BMPs) that
will be implemented to control poliutants in @ N
storm water discharges, including sequence
of implementation? ESO Element 10

47. Does the SWPPP include a description
of interim and permanent stabilization
practices (e.g., seeding, mulching, riprap for
the site)?

ESO Element 11; 12

&)

48. Does the SWPPP identify the sequence
and timing by which stabilization practices

will be implemented?
ESO Element 10A - 10B; 13

®

49. Does the SWPPP include a description
of structural practices (e.g., off-site vehicle
tracking, silt fences, dikes, sediment traps,

storm drain inlet protection) for the site?
ESO Element 15

S}
<
z

50. Does the SWPPP identify the sequence
and timing by which structural practices will

be implemented?
ESO Element 10A - 108

)

51. Where the structural practice attainable
is a sediment basin that drains over 10 Q /o acres )
acres, is it adequately designed? (3,600

cu.ft/acre x total drainage acres or 2year/24

hour storm)
ESO Element 47

g

Page 7 of 10



NPDES Industrial Storm Water Worksheet (Construction)

52. Do areas less than 10 acres (i.e. those
w.0. sediment basins) have sediment

controls for down slope boundaries?
ESO Element 48

Y| N

53. Does the SWPPP describe controls for

pollutants from non-construction activities?
ESO Element 20

Y | N A/A

54. Does the SWPPP identify off-site

material storage areas?
ESO Element 9F

55. Does the SWPPP identify potential
sources of pollution (e.g., portapotties, fuel
tanks, staging areas, waste containers,
chemical storage, concrete cure, paints,
solvents, etc...

56. Does the SWPPP identify storm water
management measures to address storm
water runoff once the construction is

completed (e.g., retention ponds, velocity

dissipation controls)?
ESO Element 16

57. Does the SWPPP identify non-storm

water discharges?
ESO Element 21

58. Does the SWPPP ensure implementation
of pollution prevention measures for non-

storm water discharges?
ESO Element 22

Inspections

|_ . " BOEEEeE TR

Notes:

59. Inspections performed once every 7
days, and within 24 hours of rain event

greater than 0.5in.?
ESO Element 32

(*Attach copies of recent inspection reports.)

Y @ 7 of 37 weeks /rz/fs’/izj

60. Have copies of inspection reports/all
other documentation been retained as part of
the SWPPP for 3 years from date permit

coverage expires?
ESO Element 28

61. Inspections performed by qualified

personnel?
ESO Element 33

SHES)

62. All disturbed areas and/or used for

storage and exposed to rain inspected?
ESO Element 34

(

)

63. All pollution control measures inspected

to ensure proper operation?
ESO Element 35

Y | N Sparse detail Fnshcu,/ on r*e@am‘s.
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NPDES Industrial Storm Water Worksheet (Construction)

64. All discharge locations inspected if
accessible, or if not accessible, are nearby

downstream locations inspected?
ESO Element 36; 37

Y

(v

(/\foz” diseassed (n Pep&ffsﬁ

65. Entrance/exit inspected for off-site

tracking? @ N

ESO Element 38

66. Inspection report contain all required (name, date, effectiveness of BMPs, actions taken or necessary,
items and certified? 7?\ N | list of areas where LD operations have permanently or temporarily

ESO Element 39; 40

stopped, signature)

67. Is SWPPP revised when BMPs
added/modified within 7 days after inspection

(anj cdeéb/f beFweert [L{enﬁjgcd%cﬁ

reveals problems? Y @ of deficiences ’a’n:/ 1 niTTatren of
ESO Element 29 csmrective actrers~

68. Has implementation of

additional/modified BMPs been completed v @

before next anticipated storm event?
ESO Element 43.C.1

69. NOTES: SWPPP Review

Page 9 of 10




NPDES Industrial Storm Water Worksheet (Construction)

Receiving Waterbody

70. Receiving waterbody or MS4: 4/, 1 1010 4 %,{W 2 70 Sioar Creek b foe o

\o </

71. Distance torecg. waterbody  ~ 9 .= 0, ¢ F» ;Aq:/r\ Cree b 4
3

72. Other off-site impacts?

73. Has sediment been removed to
reduce off-site impacts? (Attach photos)

74. Sediment observed in

stream/lake? Traces al  shream C,/\oss’/éf /ﬁa:?L end J

(Attach photos)

Photograph Log

(*Attach site map with location and orientation of photos, including lot numbers)

AHachment 3 = pholes
/ﬂ%a.cﬁ/ﬂm%' 6/ = /7457‘?: fo & /@c«ﬁén kcy.
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{
Mz
Fields of Opportunities STATE OF IOWA
TERRY E. BRANSTAD, GOVERNOR DEPARTMENT OF NATURAL RESOURCES
KiM REYNOLDS, LT. GOVERNOR CHucK GIPP, DIRECTOR

DEPARTMENT OF NATURAL RESOURCES
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES)
NOTICE OF GENERAL PERMIT COVERAGE UNDER
GENERAL PERMIT NO. 2

STORM WATER DISCHARGE ASSOCIATED WITH CONSTRUCTION ACTIVITY

This notice of general permit coverage for a storm water discharge associated with construction activity is
issued pursuant to the authority of section 402 (b) of the Clean Water Act (U.S.C. 1342(b)), lowa Code
455B.174, and subrule 567--64.4(2), lowa Administrative Code. A Notice of Intent has been filed with
the Iowa Department of Natural Resources that this storm water discharge complies with the terms and
conditions of NPDES General Permit No. 2. Authorization is hereby issued to discharge storm water
associated with industrial activity as defined in Part VIII of the Iowa Department of Natural Resources
NPDES General Permit No. 2 in accordance with the terms and conditions set forth in the permit.

Owner: M AND R HOLDINGS, LLC
15602 WILDEN DR.
URBANDALE IA 50323

(515)306-8090

Permit Coverage Issued To:

BRANDON'S RESERVE, RESIDENTIAL SUBDIVISION - CONSTRUCTION

1010 WARRIOR LN.
in WAUKEE, DALLAS COUNTY
located at

1/4 Section Section Township Range

SE 33 79N 26W

Coverage Provided Through: 11/25/2018
NPDES Permit Discharge Authorization Number: 28073 - 27824
Discharge Authorization Date: 12/1/2015

Project Description: CONSTRUCTION OF A RESIDENTIAL SUBDIVISION 10
ACRES

DEPARTMENT OF NATURAL RESOURCES / DES MOINES, IOWA 50319 / 515-725-8200 / FAX 515-725-8202



WATER DISCHARGE

< R Holdangs L1C plans to
bmit |a Notice of Intent to the
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PDES| General Permit No. 2,
orm Water Discharge
Agsociated with Industrial
tivity] for Construction
gtivities”. The storm water
digcharge will be from
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and” will be discharged to

gar Qreek m Dallas Coun
may be submitted to
iorm Water Dischar e

10

PARTMENT OF NATURAL
ESOURCES Envn'onmental
otection Dlwsmn, ry Al
Vpllace _Building, 502 9th
Street, | Des Moines, IA 50319

4, The ublic may review
2 Nomce o Intent from 8 am.
onday through
ay, t fhe above address
after "itl has been received by the
epartment.




AFFIDAVIT OF PUBLICATION

State of lowa

County of Polk, ss.:

The undersigned, being first duly sworn on oath, states that The Des Moines Register and Tribune Company, a
corporation duly organized and existing under the laws of the State of lowa, with its principal place of business in

Des Moines, lowa, the publisher of

THE DES MOINES REGISTER

newspaper of general circulation printed and published in the City of Des Moines, Polk County, lowa, and that an
advertisement, a printed copy of which is attached as Exhibit "A" and made part of this affidavit, was printed and published

in The Des Moines Register on the following dates:

‘r’

REGISTER

MEDIA

A GANNETT COMPANY

Ad No. Start Date: Run Dates: Cost:
0000848186 1111715 111115 $26.61
Copy of Advertisement
Exhibit A"

/épq £ ”/g/i/\/v%e/)/’l

(/P/Registeyv%eykly Newspapers

Subscribed and sworn to before me by said afffant thig

12th_day of November, 2015

otary Piblic in and for Polk County, lowa

AL
| ‘*‘?""‘%
jien

fowh

ANDREA HOUGHTON




FACILITY LOCATION OR LOCATION OF CONSTRUCTION SITE
Give the location by % section, section, township, range, (e.g., NW, 7, T78N, R3W).

MAIL TO:
1/4 SECTION SECTION TOWNSHIP RANGE ©

STORM WATER COORDINATOR
SE 33 79 26 IOWA DEPARTMENT OF NATURAL
RESOURCES

502E 9™ ST
DES MOINES IA 50319-0034

OWNER INFORMATION
Enter the name and full address of the owner of the facility.

NAME: ADDRESS:

M & R Holdings LLC (Attn Dave Walters) 15602 Wilden Drive

CITY: STATE: ZIP CODE: TELEPHONE:

Urbandale lowa 50323 (515) 306-8090

OUTFALL INFORMATION

Discharge start date, i.e., when did/will the site begin operation or 10/1/92, whichever is later: November 25 2015
Is any storm water monitoring information available describing the concentration of pollutants in storm water discharges?

[ Yes X No
NOTE: Do not attach any storm water monitoring information with the application.

Receiving water(s) to the first uniquely named waterway in lowa (e.g., road ditch to unnamed tributary to Mud Creek to South
Skunk River):

Sugar Creek

Compliance With The Following Conditions: Yes No
Has the Storm Water Pollution Prevention Plan been developed prior to the submittal of this Notice of Intent

and does the plan meet the requirements of the applicable General Permit? (do not submit the SWPPP with X ]

the application)

Will the Storm Water Pollution Prevention Plan comply with approved State (Section 161A.64, Code of lowa) or
local sediment and erosion plans? (for General Permit 2 only) X O

Has a public notice been published for at least one day, in the newspaper with the largest circulation in the area 2 ]
where the discharge is located, and is the proof of notice attached? (new applications only) —

GENERAL PERMIT NO. 2 AND GENERAL PERMIT NO. 3 APPLICANTS COMPLETE THIS SECTION.

Description of Project (describe in one sentence what is being constructed):
Construction of a new subdivision

For General Permit No. 3 - Is this facility to be moved this year? [] Yes [_] No

Number of Acres of Disturbed Saoil: 10
(Construction Activities Only)

Estimated Timetable For Activities / Projects, i.e., approximately when did/will the project begin and end:
Begin-November 2015
End-November 2018

CERTIFICATION — ALL APPLICATIONS MUST BE SIGNED

Only the following individuals may sign the certification: owner of site, principal executive officer of at least the leve! of vice-
president of the company owning the site, a general partner of the company owning the site, principal executive officer or
ranking elected official of the public entity owning the site, any of the above of the general contracting company for construction
sites.

| certify under penalty of law that this document was prepared under my direction or supervision in accordance with a
system designed to assure that qualified people properly gathered and evaluated the information submitted. Based on my
inquiry of the person or persons who manage the system, or those persons directly responsible for gathering the
information, this information is to the best of my knowledge and belief, true, accurate, and complete. [ further certify that
the terms and conditions of the general permit will be met. | am aware that there are significant penalties for submitting
false information, including the possibility of fine and imprisonment for knowing violations.

NAME: (print or type) DAGE W 12255 TITLE AND COMPANY NAME OF SIGNATORY:
ﬁ%ffixf/ﬁé’“\ Lo //'.9////%—'

7| DATE:;

r

SIGNATURE: ~
ey st S

11/2014 cme DNR Form 542-1415




L~ IOWA DEPARTMENT OF NATURAL RESOURCES CASHIER'’S USE ONLY
DINIR ENVIRONMENTAL PROTECTION DIVISION 0253-542-SW08-0581
NOTICE OF INTENT FOR NPDES COVERAGE UNDER
ﬂ GENERAL PERMIT Name

No. 1 FOR "STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTIVITY"

or
No. 2 FOR "STORM WATER DISCHARGES ASSOCIATED WITH INDUSTRIAL ACTIVITY FOR CONSTRUCTION
ACTIVITIES"

or
No. 3 FOR "STORM WATER DISCHARGE ASSOCIATED WITH INDUSTRIAL ACTIVITY FOR ASPHALT PLANTS,
CONCRETE BATCH PLANTS, ROCK CRUSHING PLANTS, AND CONSTRUCTION SAND AND GRAVEL FACILITIES.”

PERMIT INFORMATION

Has this storm water discharge been previously permitted? [] Yes [X] No

If yes, please list authorization number

Under what General Permit are you applying for coverage?
General Permit No. 1 [] General Permit No. 2 [X General Permit No. 3 []

PERMIT FEE OPTIONS

For coverage under the NPDES General Permit the following fees apply:

[] Annual Permit Fee $175 (per year) Maximum coverage is one year.
X 3-year Permit Fee $350 Maximum coverage is three years.

[] 4-year Permit Fee $525 Maximum coverage is four years.

[] 5-year Permit Fee $700 Maximum coverage is five years.

Checks should be made payable to: lowa Department of Natural Resources.

FACILITY OR PROJECT INFORMATION
Enter the name and full address/location (not mailing address) of the facility or project for which permit coverage is requested.

NAME: STREET ADDRESS OF SITE:

Brandon's Reserve 1010 Warrior Lane

CITY: COUNTY: STATE: ZIP CODE:
Waukee Dallas lowa 50263

CONTACT INFORMATION

Give name, mailing address and telephone number of a contact person (Attach additional information on separate pages as
needed). This will be the address to which all correspondence will be sent and to which all questions regarding your application
and compliance with the permit will be directed.

NAME: ADDRESS:

M & R Holdings LLC (Attn Dave Walters) 15602 Wilden Drive

CITY: STATE: ZIP CODE: TELEPHONE
Urbandale lowa 50323 (515 ) 306-8090

Check the appropriate box to indicate the legal status of the operator of the facility.
[] Federal [] State [] Public [X] Private [] Other (specify)

SIC CODE (General Permit No. 4 & 3Applicants Only) [ ]

SIC code refers to Standard Industrial Classification code number used to classify establishments by type of economic activity.

11/2014 cmc DNR Form 542-1415
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ATTACHMENT

g Bishop
|Engineerin

“Planning Your Successful Development”

. / 3501 104ch Streer

)/ Des Moines, Iowa 50322
(515)276-0467
(515)276-0217 FAX

NPDES GENERAL PERMIT NO.2

STORM WATER POLLUTION PREVENTION PLAN

BRANDON’S RESERVE TREE CLEARING
Waukee, Iowa

Civil Engineering & Land Surveying Established 1959



NPDES GENERAL PERMIT NO.2

STORM WATER POLLUTION PREVENTION PLAN

BRANDON’S RESERVE TREE CLEARING
Waukee, Iowa
Bishop Project No. 150351

IMPORTANT NOTICE
1. This Storm Water Pollution Prevention Plan (SWPPP) shall be retained on the construction
site from the date the construction activities begin to the date of final stabilization.
2. All contractors shall be supplied with a copy of the pollution prevention plan.
3. The SWPPP Inspector shall be responsible for updating this Initial SWPPP, not Bishop
Engineering.
It shall be the duty of the OWNER, or SWPPP MANAGER designated by the OWNER, to see
that these requirements and all requirements of the NPDES Permit are met.

PREPARER’S CERTIFICATION:

I hereby certify that this Storm Water Management Plan has been prepared by me or
under my direct personal supervision and that I am a duly Licensed Professional Engineer
under the laws of the State of Iowa.

Signed: ﬂm (\g;_.s\_, ((leéb
"~ David B. Bentz PE 17143 Date

License Renewal Date: December 31, 2015.

OWNER’S CERTIFICATION:

I certify under penalty of law that this document was prepared under my direction or supervision
in accordance with a system designed to assure that qualified people properly gathered and
evaluated the information submitted. Based on my inquiry of the person or persons who manage
the system, or those persons directly responsible for gathering the information, this information is
to the best of my knowledge and belief, true, accurate, and complete. I am aware that there are
significant penalties for submitting false information, including the possibility of fine and
imprisonment for knowing violations.

Signed: % Owner |-22-16

Prififed Name: “ Title Date
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OWNER:

APPLICANT:

GENERAL CONTRACTOR:

PROJECT CONTACTS

M & R Holdings LLC
Attn; Dave Walters
15602 Wilden Drive
Urbandale, Iowa
(515) 306-8090

M & R Holdings LLC
Attn: Dave Walters
15602 Wilden Drive
Urbandale, lowa
(515) 306-8090

Monarch Foundations, Inc.
Attn: Dean Sweeney

3700 S.E. Beisser Drive
Grimes, Iowa 50111

(515) 419-3939

EROSION INSPECTION CONTRACTOR:

LOCAL GOVERNMENT:

STATE GOVERNMENT:

Bishop Environmental Inspection
3501 104" Street

Des Moines, IA 50322

(515) 276-0467

City of Waukee

230 W. Hickman Road
Waukee, IA 50263
PH: (515) 978-7900

Towa Deﬁ)artment of Natural Resources
502 E. 9" Street
Des Moines, Iowa, 50319-0034

Storm Water Coordinator 515-725-8417 (Joseph Griffin)

515-725-8415 (Deb Schiel-Larson)

Emergency Response to Chemical Spills  515-725-8694

Brandon’s Reserve Tree Clearing
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INTRODUCTION

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM

The National Pollutant Discharge Elimination System (NPDES) was established in 1972 by the
amendments to the Federal Water Pollution Control Act. The NPDES permit program
emphasizes technology-based controls for the discharges of pollutants from point sources
focusing on industrial process wastewater and municipal sewage.

The Environmental Protection Agency (EPA) conducted a Nationwide Urban Runoff Program
from 1978 to 1983 revealing a large number of storm water samples exceeded the EPA water
quality standards. As a result of these studies, the EPA was under pressure to use its existing
Clean Water Act (CWA) authority to issue NPDES permits for all storm water discharges. Due
to the overwhelming burden on the EPA to process so many permits, Congress devised a
compromise to allow the EPA to focus on the most contaminated storm water discharges first.

The most significant storm water pollution discharges were defined in Section 402(p) of the
CWA to be subject to immediate permitting. The five categories, called Phase I dischargers,
were defined as:

o Facilities already covered by an NPDES permit for storm water;

o Facilities that engage in industrial activity (including heavy manufacturing facilities,
large construction and transportation facilities, among others)

. Large (>250,000 population) municipal separate storm drain systems;

o Medium (100,000>population<250,000) municipal separate storm drain systems;

. Facilities that the EPA administrator determines to have storm water discharges

contributing to a violation of water quality, or that are “significant contributors” of
pollutants to waters of the United States.

After these categories needing more immediate attention were taken care of, the EPA issued an
implementation rule describing the minimum requirements for NPDES storm water terms and
conditions. Separate general permits were issued for each industrial dischargers and
construction activities for facilities in those states where the EPA implements the storm water
program. These permits are considered the minimum requirements for the state’s own permit
requirements.

In 1987, the Water Quality Act added provisions to the Clean Water Act that allowed the EPA to
govern storm water discharges from construction sites. In August 1995, the EPA issued a final
rule for Phase II dischargers (those who previously were not required to obtain permits) which
include “light” industrial facilities, small construction sites (<5 acres), and small municipalities
(<100,000 population). In 1998, EPA published notice for General Permits for Storm Water
Discharges from Construction Activities Disturbing 5 Acres or Greater. The general permit
includes provisions for the development of a Storm Water Pollution Prevention Plan (SWPPP) to
maximize the potential benefits of pollution prevention and sediment and erosion control
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measures at construction sites. The General Permit for Storm Water Discharges from
Construction Activities was re-issued in 2002, changing the eligibility requirement to disturbing
one or more acres of total area. The permit was re-issued again in 2012 which added the
requirement for preservation of topsoil, transfer of coverage notification, and revised the
inspection cycle among other changes.

STORM WATER POLLUTION PREVENTION PLAN

The general permit includes provisions for development of a Storm Water Pollution Prevention
Plan (SWPPP) to maximize the potential benefits of pollution prevention and sediment and
erosion control measures at the construction site. Development, implementation, and
maintenance of the SWPPP will provide the owner and his contractors with the frame work for
reducing soil erosion and minimizing pollutants in storm water during construction and through
the life of the project. The SWPPP will:

-Define the characteristics of the site and receiving waters.

-Define the type of construction slated for the site.

-Illustrate all the proposed site improvements.

-Outline the practices implemented to control erosion and the release of pollutants in

storm water.

-Outline an implementation schedule.

-Include drainage calculations.

-Identify potential storm water contaminants.

-Outline an inspection procedure to ensure practices described in the SWPPP are in fact

implemented and to evaluate the plan’s effectiveness in reducing erosion, sediment, and

pollutant levels in the storm water discharged from the site.

-Provide for flexibility in the plan so adjustments and plan updates can be made in order

to modify practices in place or implement additional practices in order to be more

effective in preventing pollution.

-Describe the final stabilization and permanent measures designed to minimize erosion

and prevent storm water impacts after construction is complete.

ENFORCEMENT & PENALTIES

An administrative order is a procedure through which EPA can impose fines and penalties
without court action. Typically, EPA will attempt to work out a schedule of compliance with a
violator.

To issue a class I penalty, EPA mush give the violator notice in writing that a fine is being
considered, and give the violator an opportunity to request an informal hearing to discuss the
issues. To issue a class II penalty, EPA must give the violator written notice and an opportunity
for a full adjudicatory hearing prior to assessment of penalties.

The maximum penalty for a class I violation is $11,000 per day of violation with a total
maximum of $27,500. The maximum penalty for a class II violation is $11,000 per day of
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violation with a total maximum of $137,500.

A civil suit may be brought by the EPA against any violators of the CWA and is not required to
issue an administrative order. The EPA must show that the CWA, its regulations, or the
conditions of a permit are being violated, however is not required to show fault or negligence on
the part of the violator.

The maximum civil penalty allowed is $27,500 per violation. There is no maximum limit for
civil penalties; therefore the fines can continue to accumulate until the violation is corrected.
Each day is considered a separate violation with respect to calculation of fines.

Criminal prosecution is the most severe enforcement action available to the EPA. These
prosecutions may proceed against corporations as well as individuals. In a criminal case, the
EPA may refer the case to the Department of Justice for criminal prosecution of a discharger
who willfully or negligently violates the CWA.

The following penalties may be imposed in a criminal action:

. Initial conviction for negligent violation—fines from $2,500 to $25,000 per day of
violation and imprisonment for a maximum of one year or both.
° Initial conviction of a knowing violation—fines from $5,000 or $50,000 per day of

violation and imprisonment for a maximum of three years or both.

Known violation in which a person is placed in imminent danger of death or serious bodily
harm—fines of up to $250,000 for individuals and $1,000,000 for organizations and
imprisonment up to two years or both.

° Subsequent convictions beyond the initial conviction—fines and imprisonment terms
can be doubled.

Private citizens are allowed to initiate civil actions against alleged violators and against the EPA
for failure to perform non-discretionary duty under the CWA. Under the CWA, a citizen is
defined as a “person or persons having an interest that is or may be adversely affected” by the
violation.

Brandon’s Reserve Tree Clearing 7 150351



PART 1

SITE DESCRIPTION

A. DESCRIPTION OF THE NATURE OF THE CONSTRUCTION ACTIVITY:

M & R Holdings LLC plans to submit a Notice of Intent to the Iowa Department of Natural
Resources to be covered under NPDES General Permit No. 2, "Storm Water Discharge
Associated with Industrial Activity for Construction Activities". The storm water discharge will
be from construction of a subdivision and associated paving located in the SE 1/4 of Section 33,
T79N, R26W, of the 5th P.M., City of Waukee, Dallas County, Iowa. Storm water will be
discharged from a point source from the site, and will be discharged to Sugar Creek, in Dallas
County.

The construction will consist of removing scrub brush and selective trees. The associated
improvements including site preparation, grading, and post fill seeding.

The construction activity includes, but is not limited to or by; site demolition, clearing and
grubbing, cut and fill, grading; removal and stockpiling of topsoil, and landscaping.

The construction activity involves the use of heavy equipment such as earth movers, trenchers,
dozers, patrols, and rollers. Material and equipment is delivered to the site on semi-trailer units,
straight trucks, dump trucks, and pickups. Light machinery includes air compressors, concrete
saws, pumps, motor mixers, sand blaster, joint sealers, and other hand tools. Personnel include
supervisors, equipment operators, and laborers.

A stabilized construction entrance will be prepared and site erosion control will be installed, then
removal of brush and trees will commence. Construction will begin with site clearing and
grading to prepare the benches on the sub-grade. Fill will then be brought in and compacted. As
the construction sequence allows, seeding and landscaping of the site will take place.

Demolition and clearing includes the removal of pavements and aggregate surfaces, landscaping
materials, and abandoned utilities, stripping and stockpiling of topsoil and grubbing out trees and
brush. Excavations will take place as required to remove all these site features.

Rough Grading includes the mass grading for the site improvements including the site grading
for the paving.

Utility construction includes public and private utility line extensions for sanitary sewer,
domestic water, telephone, gas, electric, and exterior lighting, storm sewers and roof drains.

Paving includes parking lot and sidewalk improvements.
Landscaping will include any trees and seeding of the site.
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B. EXISTING DRAINAGE SYSTEM AND RECEIVING WATERS:

Storm water on the existing site generally flows to the south into the farm pond thence to Sugar
Creek.

C. PROPOSED DRAINAGE SYSTEM AND RECEIVING WATERS:

Storm water on the proposed site will be discharged through a wet detention pond thence to
Sugar Creek.

D. ESTIMATE OF SITE AREA AND DISTURBED AREA:

The total area of the site is 13.75 acres more or less, of which 5 acres more or less are expected
to be disturbed by construction activities.

E. ESTIMATE OF THE RUNOFF COEFFICIENT OF THE SITE:

Based on methods and tables found in the SUDAS Design Manual, the estimated curve number
of the site before construction is 61. The curve number of the site after construction is 85.

F. ESTIMATE OF THE AREA OF IMPERVIOUS SURFACES :

The area of impervious surface for site including roof and paving before construction equals 0.2
acres more or less. The area of impervious surface including roof and paving after tree cleaing
activites equals 0 acres more or less.
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PART 2
CONTROLS
POTENTIAL SOURCES OF POLLUTION

Potential sources of sediment to storm water runoff: clearing, grading, excavating,
destabilized areas, material delivery and storage, landscaping operations, and other land
disturbing activities.

DESCRIPTION OF PROPOSED MEASURES TO CONTROL POLLUTANTS IN
STORM WATER DISCHARGES DURING CONSTRUCTION (including applicable State
and local erosion and sediment control requirements):

Pollutants in storm water discharge during construction shall be controlled by managing erosion
and sedimentation on the construction site. The Contractor shall be required to control erosion
and sedimentation on the construction site using best management practices, hereinafter BMP,
including structural and vegetative control measures including but not limited to: sediment traps
and basins, storm sewer inlet protection, silt fences and barriers, waddles, filter socks, temporary
diversion channels, mulching, temporary vegetative cover such as temporary grasses and
legumes. See the detailed construction plans included in the Storm Water Pollution Prevention
Plan for the specific BMP’s which are recommended for this site. The area of bare soil exposed
at any one time by construction operations shall be held to a minimum.

Soil Erosion shall be minimized by implementing all the erosion control measures outlined on
the grading plan. Contractor shall be responsible for monitoring and maintaining the erosion
control devices. Contractor shall install additional or alternate erosion control devices if it
becomes apparent the erosion control outlined on the plan is inefficient or ineffective. Erosion
Control devices and temporary seeding shall be implemented as soon as possible and practical
during the construction sequence. Any debris spilled on to adjacent property and right-of-way as
a result of this construction activity shall be cleaned up daily.

In general, the site may undergo the following major construction activities, listed in sequence:
Buried utility locates
Layout limits of construction
Installation of Perimeter Silt Barriers
Demolition
Clearing & Grubbing
Rough Grading
Utility Excavation, Installation, and Backfill
Foundation Excavation
Building Construction
Pavement Subgrade Preparation
Paving
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Backfilling
Finish Grading
Permanent Seeding or Sodding and Landscaping

Controls for each activity area are as follows and should be applied as necessary:

Site Layout

Contractor shall take any and all appropriate measures to identify, locate, and flag
existing buried utilities on the project site. All areas of the site which are to remain
undisturbed shall be identified in a manner which will prevent encroachment.

Construction access shall be limited by the general contractor. All construction
vehicles exiting the site shall be limited to this location. A stabilized area will be
maintained at the entrance to prevent tracking sediment onto public R.O.W. or
adjoining properties. All construction vehicles exiting the site shall be limited to
designated locations.

In areas that slope away from future construction, towards the perimeter of the site,
temporary silt barriers shall be placed.

Clearing and Grubbing

Commence with clearing and grubbing only after the perimeter of the site and
existing storm water discharge points and storm sewer inlets are protected with silt
barriers. In areas that slope away from future construction, or in which significant
erosion may occur, temporary silt fences shall be placed. The anticipated locations
are shown on the initial pollution prevention plan. These perimeter controls shall be
installed after the clearing and stripping necessary for the installation of the measure,
but before the clearing and stripping of other portions of the site. Perimeter measures
shall be maintained until final stabilization of those portions of the site upward of the
perimeter control. Temporary perimeter controls shall be removed after final
stabilization.

Preservation of existing areas of vegetation that will not be disturbed by construction
will be clearly marked, to prevent damage both on and off site. Phase clearing and
grubbing whenever the project schedule allows.

Install silt barriers on the perimeter of stock pile areas in advance of placement.

Grading
Silt barriers installed during clearing and grubbing activities shall remain and be

maintained. As areas outside the paving or building areas reach their final grade,
temporary and/or permanent seeding shall be done as soon as practical.
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If construction activity is not planned for at least 21 days, the area shall be stabilized
by temporary erosion control measures within 14 days of ceasing operations.
Temporary control measures may include applying mulch and tacking it in.

Stockpile areas of excavated material shall be protected from erosion by temporary
covering, seeding, and/or perimeter silt barriers.

Seeding shall follow the SUDAS for mixture and dates of application. Temporary and
final seeding on slopes greater than or equal to 4 feet horizontal to 1 foot vertical shall
be mulched.

Utility Excavation

Utility excavation operations will include areas that may or may not have been
previously graded. All areas that are disturbed as part of utility construction shall be
seeded in conformance with General Permit No. 2 with temporary and/ or permanent
vegetative cover. Other temporary erosion controls that may have been removed for
excavation activities shall be replaced as soon as possible, but not later than 2 days
after construction.

After the construction of drainage intakes, drain inlet protection consisting of silt
barriers shall be placed as soon as possible.

Paving

After the paving of curb and gutters has been completed and backfill placed behind
the curb, final grading and temporary and/or permanent seeding shall be done as soon
as practical. Silt barriers shall be placed at intake locations until stabilization occurs.
Paved gutters shall be swept as needed to remove sediment before it reaches the storm
sewer system.

Perform washout of concrete trucks offsite or in a designated area. For on site
washout area, locate it at least 50’ from storm drains, open ditches or water bodies.
Do not allow runoff from this area by constructing a temporary pit or bermed area
large enough to contain liquid and solid waste. Concrete washouts shall meet all EPA
minimum BMP measure requirements.

Building Construction

During the initial stages of the building(s) construction, the foundation(s) may be
constructed. Any excess material from foundation work will be immediately
incorporated into the final grading, removed from the site, or be stockpiled and
stabilized until needed. Perform washout of concrete trucks offsite or in a designated
area. For onsite washout area, locate it at least 50’ from storm drains, open ditches or
water bodies. Do not allow runoff from this area by constructing a temporary pit or
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bermed area large enough to contain liquid and solid waste. Concrete washouts shall
meet all EPA minimum BMP measure requirements.

Builder shall maintain all erosion control measures for the project that are on their
site. Areas that are disturbed as part of building construction shall be re-seeded as
soon as practical with temporary and/ or permanent vegetative cover. Other
temporary erosion controls that may have been removed for excavation activities
shall be replaced as soon as possible.

If construction activity is not planned for at least 21 days, the area shall be stabilized
by temporary erosion control measures within 14 days of ceasing operations.
Temporary control measures may include applying mulch and tacking it in.

Temporary gravel entrance shall be provided and maintained. Stockpile areas of
excavated material shall be protected from erosion by temporary covering, seeding,
and/or perimeter silt barriers.

Final Grading

As graded areas reach their final grade and after the paving is backfilled, topsoil shall
meet the requirements listed in Part IV.D.2.A.(2).(c) of General Permit #2 or city
code whichever is more restrictive.

Permanent seeding or sodding shall be done as soon as practical, for final
stabilization. Silt barriers and other controls shall be maintained as placed to
minimize sediment flow off of the site. If construction activity is not planned for at
least 21 days, the area shall be stabilized by temporary erosion control measures
within 14 days of ceasing operations. Temporary control measures may include
applying mulch and tacking it in.

Maintain all erosion controls in place during the final grading operations. Add
additional erosion control devices as needed to stabilize areas which have been finish
graded. Stockpile areas of excavated material shall be protected from erosion by
temporary covering, seeding, and/or perimeter silt fence.

Landscaping

Seeding shall follow the SUDAS for mixture and dates of application. Temporary and
final seeding on slopes greater than or equal to 4 feet horizontal to 1 foot vertical shall
be mulched. Permanent seeding or sodding shall be done as soon as practical, for final
stabilization.

Landscaping contractor shall seed or sod immediately after the seed bed is prepared.
As seeding or sod is being watered, additional areas needing silt barriers may be

identified. Add silt barriers as necessary. Other temporary erosion controls that may
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have been removed for seeding activities shall be replaced as soon as possible.

Landscaping shall include all earth areas not already seeded, sodded, or otherwise
protected from erosion. Silt barriers and all other controls shall be maintained as
placed to minimize sediment flow off of the site during the landscaping phase and
until final stabilization has been achieved. Final stabilization means all soil
disturbing activities are complete and a uniform perennial vegetative cover has been
established with a minimum density of 70% of the area, or an equivalent stabilization
measure or which has been returned to agricultural production. Furthermore final
stabilization includes completion of all building per the proposed plans.

DESCRIPTION OF PROPOSED MEASURES TO CONTROL POLLUTANTS IN
STORM WATER DISCHARGES AFTER CONSTRUCTION HAS BEEN COMPLETED
(including applicable State and local erosion and sediment control requirements):

1. Erosion and sedimentation shall be controlled by establishing vegetation on all
areas not paved, mulched or otherwise protected.

2. The site has been designed to release storm water flows through detention ponds
that will control the post-development release rate.

3. Storm sewer outlet pipes at the pond shall have the aprons underlain by engineering
fabric and rip rap per plans to prevent erosion.
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PART 3
MAINTENANCE

The Owner or Owner’s Designee shall be responsible for maintaining the sediment control
devices. Additional or alternate sediment control devices shall be installed if it becomes apparent
the erosion control outlined on the plan is inefficient or ineffective.

The OWNER or owner’s designee shall be responsible for a site inspection of the construction
site at least once every seven calendar days. Control measures requiring maintenance shall be
noted in the inspection report. CONTRACTOR shall make repairs and adjustments to controls
within 24 hours or as soon as site conditions allow.

The following points shall be considered when conducting maintenance:

1. Remove sediment from silt basins, silt fences, etc. as appropriate and dispose of
sediment into controlled areas to prevent soil from returning to the control devices
during subsequent rain events. Built up sediment shall be removed from silt
fences when it reaches 1/2 the height of the barrier, and from sediment ponds
when it reaches 50% of design capacity.

2. Remove sediment from paved roadways daily and from around devices
protecting storm drain inlets.

3. Check that contractor work areas and material storage areas are cleaned and
maintained.

4. Replace devices, such as silt fences, that no longer operate effectively.

5. Maintain all equipment in good condition to minimize the likelihood of a fuel
or oil spill.

6. All solvents, glues, sealers, cements, and similar materials shall be used in
accordance with the manufacturer’s recommendation.

7. Temporary seeding cover which has been damaged or otherwise deteriorated
shall be reseeded or rejuvenated by other means.

8. All solid waste shall be stored in a sealed container in a dry enclosed location,
and it must be disposed of in an approved solid waste facility or other approved
method. Disposal of materials of materials by burying on-site is not allowed.

9. Concrete washouts shall be cleaned at 50% of capacity. Any concrete waste

that falls outside of concrete washout station shall be cleaned up within 24 hours.
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PART 4

INSPECTION

Qualified personnel provided by the PERMITTEE shall inspect disturbed areas of the
construction site that have not been finally stabilized at least once every seven calendar
days.

A. Disturbed areas and areas used for storage of materials that are exposed to
precipitation shall be inspected for evidence of, or potential for, pollutants entering
the drainage system. Erosion and sediment control measures shall be observed to
ensure that they are operating correctly and are being maintained. Where discharge
locations are accessible, they shall be inspected to ascertain whether erosion control
measures are effective in preventing significant impacts to receiving waters.
Locations where vehicles enter or exit the site shall be inspected for evidence of
offsite tracking.

B. Based upon the inspection, the permittee (owner) or designee shall amend the
plan whenever there is a change in design, construction, operation, or maintenance,
or if the plan proves ineffective in achieving the objectives of controlling pollutants
in storm water discharge. The plan shall also be updated to include all contractors
identified as co-permittees, identify any change in ownership or transference of
permit responsibilities, or, if required by the occurrence of a hazardous condition.
The description of potential pollutant sources and pollution prevention measures
identified in the plan shall be revised as appropriate. Modifications to the plan shall
be implemented within 5 calendar days following the inspection.

C. An Inspection Report shall be recorded in writing and filed with the prevention
plan. (See sample of form in Appendix.) The report shall contain a summary of the
inspection including: names and qualifications of personnel making the inspection,
date of inspection, weather information, location of sediment/pollutant discharges,
observation of implementation of the SWPPP and Best Management Practices
(BMP’s), BMP’s needing repair, additional BMP’s needed, and actions taken in
accordance with changes made to the SWPPP as outlined above. The report shall
be signed with the standard certification for a qualified person.

The reports shall be retained as part of the SWPPP for at least three years after final

stabilization has been achieved and a Notice of Discontinuance has been submitted to the
Iowa Department of natural Resources.
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PART 5

NON-STORM WATER DISCHARGES

No underground storage tanks will be installed. There is no known site soil contamination.

Potential pollutants and sources, other than sediment, to storm water runoff: concrete
washout and waste, structure construction/ painting/ cleaning, material used during
construction, solid waste (trash and debris), hazardous waste, contaminated spills,
sanitary/septic waste, vehicle/ equipment fueling and maintenance, vehicle/ equipment
use and storage.

Contractor shall familiarize himself with all identifiable sources of pollution and take proper and
reasonable precautions to minimize any potentially hazardous situations. Sources of pollution
may include, fuel spills, oil spills, solvent spills, paint spills, trash disposal, waste disposal, and
excessive erosion.

Discharges from firefighting activities; fire hydrant flushing; waters used to wash vehicles shall
be in accordance with Part IV.D.2.c(2) of General Permit No. 2; potable water sources including
waterline flushing, irrigation drainage, routine external building wash-down which does not use
detergents, pavement wash-water where spills or leaks of toxic or hazardous materials have not
occurred (unless all soiled material has been removed) and detergents have not been used, air
conditioning condensate, springs, uncontaminated groundwater, foundation or footing drains
where flows are not contaminated with process materials such as solvents, may be authorized by
the NPDES permit as long as appropriate pollution prevention measures are in place.

Concrete wash-out area and control device shall be utilized during construction.

DESCRIPTION OF PROPOSED MEASURES TO CONTROL POLLUTANTS IN
STORM WATER DISCHARGES DURING CONSTRUCTION (including applicable State
and local erosion and sediment control requirements):

1. Waste Disposal (Good Housekeeping/Materials Management)

Building materials and other construction site wastes must be properly managed and
disposed of to reduce the risk of pollution from materials such as surplus or refuse
building materials or hazardous wastes. Practices such as trash disposal, recycling,
proper material handling, and spill prevention and cleanup measures shall be
utilized to reduce the potential for storm water runoff to mobilize construction site
wastes and contaminate surface or ground water. No building wastes shall be
buried, dumped, or discharged at the site.
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Site Considerations:
a. Solid Wastes:

1. Designate a waste collection area on the site that does not receive a substantial
amount of runoff from upland areas and does not drain directly to a water body.

2. Ensure that containers have lids so they can be covered before periods of rain,
and keep containers in a covered area whenever possible.

3. Schedule waste collection to prevent the containers from overfilling.

4. Clean up spills immediately. For hazardous materials, follow cleanup instructions
on the package. Use an absorbent material such as sawdust or kitty litter to contain
the spill.

Minor spills shall be cleaned up by collecting the contaminated soil and removing it
from the site and disposing of it properly.

Major spills will require the owner and operator to comply with spill notification
requirements as specified in 455B/.386 of the Iowa Code. The law requires that as
soon as possible (maximum limit of 6 hours) to contact the lowa DNR, 515-725-
8694, and the local sheriff's office, 515-286-3814,be notified of any "hazardous
condition". Clean up procedures will depend on the severity of the spill.

During the demolition phase of construction, provide extra containers and schedule
more frequent pickups. Collect, remove, and dispose of all construction site wastes
at authorized disposal areas. Contact a local environmental agency to identify these
disposal sites.

b. Sanitary Wastes:

All sanitary waste shall be collected from portable units on a regular basis, as
required by local regulation. Portable units shall be secured from overturning.

¢. Hazardous Materials and Wastes:

1. Consult with local waste management authorities about the requirements for
disposing of hazardous materials.

2. To prevent leaks, empty and clean hazardous waste containers before disposing
of them.

3. Never remove the original product label from the container because it contains
important safety information. Follow the manufacturer's recommended method of
disposal, which should be printed on the label.

4. Never mix excess products when disposing of them, unless specifically
recommended by the manufacturer.

To ensure the proper disposal of contaminated soils that have been exposed to and
still contain hazardous substances, consult with state or local solid waste regulatory
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agencies or private firms. Some landfills might accept contaminated soils, but they
require laboratory tests first.

Paint and dirt are often removed from surfaces by sandblasting. Sandblasting grits
are the byproducts of this procedure and consist of the sand used and the paint and
dirt particles that are removed from the surface. These materials are considered
hazardous if they are removed from older structures because they are more likely to
contain lead-, cadmium-, or chrome-based paints. To ensure proper disposal of
sandblasting grits, contract with a licensed waste management or transport and
disposal firm.

Solvents, cements, sealers, and other potentially hazardous materials used during
the installation of utilities, construction of pavement, and/or the maintenance of
equipment shall be used with great care to prevent spillage in any volume. Minor
spills shall be cleaned up by removing and disposing of contaminated soils
properly. Major spills shall be reported in accordance with 455B.386 Code of Iowa.

All waste materials such as packaging, crating, unused concrete, bricks, steel,
cement, etc. shall be removed from the site and disposed of properly. Contractor
shall provide adequate sanitary facilities for collection of human waste at all times
during the construction period.

d. Pesticides and fertilizers:

1. Follow all federal, state, and local regulations that apply to the use, handling, or
disposal of pesticides and fertilizers.

2. Do not handle the materials any more than necessary.

3. Store pesticides and fertilizers in a dry, covered area.

4. Construct berms or dikes to contain stored pesticides and fertilizers in case of
spillage.

5. Follow the recommended application rates and methods.

6. Have equipment and absorbent materials available in storage and application
areas to contain and clean up any spills that occur.

e. Petroleum Products:

Equipment refueling and maintenance operations shall be carried out in such a
manner so as to prevent any spills and contamination to the soil and ground water.
Stored equipment shall be situated on the site such that any spill can be contained
on the site in an area where cleanup can be readily accomplished in all weather
conditions. Minor spills shall be cleaned up by collecting the contaminated soil and
removing it from the site and disposing of it properly. Major spills will require the
owner and operator to comply with spill notification requirements as specified

in 455B/.386 of the Iowa Code. The law requires that as soon as possible

Brandon’s Reserve Tree Clearing 19 150351



(maximum limit of 6 hours) the lowa DNR, 515-725-8694, and the local sheriff's
office, 515-286-3814, be notified of any "hazardous condition". Clean up
procedures will depend on the severity of the spill.

1. Store new and used petroleum products for vehicles in covered areas with berms
or dikes in place to contain any spills.

2. Immediately contain and clean up any spills with absorbent materials.

3. Have equipment available in fuel storage areas and in vehicles to contain and
clean up any spills that occur.

f. Detergents:

Phosphorous- and nitrogen-containing detergents are used in wash water for
cleaning vehicles, equipment, etc. Excesses of these nutrients can be a major source
of water pollution. Use detergents only as recommended, and limit their use on the
site. Do not dump wash water containing detergents into the storm drain system;
direct it to a sanitary sewer or contain it so that it can be treated at a wastewater
treatment plant.

g. Maintenance Considerations:

CONTRACTOR shall inspect storage and use areas and identify containers or
equipment that could malfunction and cause leaks or spills. Check equipment and
containers for leaks, corrosion, support or foundation failure, or other signs of
deterioration, and test them for soundness. Immediately repair or replace any that
are found to be defective.

Follow and comply with State and local waste disposal regulations.

2. Off-Site Vehicle Tracking
Control off-site vehicle tracking by installing a rock construction exit (entrance) or

equal.

a.) The stabilized site exit shall be graded so runoff does not enter the adjacent
street.

b.) Place geotextile fabric under a layer of aggregate at least 6” thick. The
aggregate should be 3” in diameter.

c.) Limit access to site for all employees and contractors to this designated
entrance.

d.) Replenish or replace aggregate if it becomes clogged with sediment.
e.) Sweep street regularly and whenever debris is present.

3. Concrete Wash-out
Concrete washouts shall be used to contain concrete and liquids when the chutes of
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concrete mixers and hoppers of concrete pumps are rinsed out after delivery.

a.) Do not place concrete washout facilities within 50 feet of storm drains, open
ditches, or water bodies. They should be placed in a location that allows convenient
access for concrete trucks. Appropriate gravel or rock should cover paths to
concrete washout facilities if the facilities are located on undeveloped property. On
large sites with extensive concrete work, washouts should be placed in multiple
locations for ease of use by concrete truck drivers.

b.) Check all concrete washout facilities daily to determine if they have been filled
to 75 percent capacity, which is when materials need to be removed. Washouts
should be inspected daily to ensure that plastic linings are intact and sidewalls have
not been damaged by construction activities.

c.) Remove hardened solids, reuse the solids onsite or haul them away for recycling
or proper disposal.

d.) Any concrete waste that falls outside of concrete washout station shall be
cleaned up within 24 hours.

4. Equipment/ Vehicle Fueling and Maintenance
Prevent discharge of pollutants from equipment fueling and maintenance.
a.) Contractor shall designate areas for fueling and maintenance away from
drainage facilities and water courses to prevent storm water run-on and run-off.

b.) Inspect on-site vehicles and equipment daily for leaks.
c.) Use drip pans, drip cloths, or absorbent pads when replacing fluids. Collect all

spent fluids, store in appropriate labeled containers in the proper storage area,
and recycle fluids when possible.
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PART 6
OTHER ADMINISTRATIVE REQUIREMENTS
KEEPING PLANS CURRENT:

The PERMITTEE (OWNER) shall amend the plan whenever there is a change in design,
construction, operation, or maintenance, or if the plan proves ineffective in achieving the
objectives of controlling pollutants in storm water discharge. The plan shall be updated to
include all contractors identified as CO-PERMITTEES, identify any change in ownership or
transference of permit responsibilities, or, if required by the occurrence of a hazardous condition.

RELEASES IN EXCESS OF REPORTABLE QUANTITIES:

The owner or any operator identified in the plan is subject to the spill notification requirements
as specified in 455B.386 of the Iowa Code. Iowa law requires that as soon as possible but not
later than six hours after the onset of a “hazardous condition” the Iowa Department of Natural
Resources and local sheriff’s office be notified.

The SWPPP shall be modified within 5 calendar days of knowledge of the release to provide a
description of the release and the circumstances leading to the release and to identify and provide
for the implementation steps to prevent the reoccurrence of such releases and to respond to such
releases.

PERMIT RENEWAL:

The NPDES permit is good for one year. OWNER shall renew the permit on an annual basis as
required.

TRANSFER OF COVERAGE:

Both the PREVIOUS OWNER and NEW OWNER shall notify the Iowa DNR and the City of
Waukee within 30 days of a change in title to this property or any part thereof. The NEW
OWNER shall provide the new owner’s name and contact information to the lowa DNR. New
owners shall be subject to all terms and conditions of the general permit. The new owners shall
be made fully aware of the requirements of the general permit. A copy of the notice of transfer
given the new owner and sent to the IDNR shall be included in the pollution prevention plan.

If the NEW OWNERS agree in writing to be solely responsible for compliance with the
provisions of this permit for the property which has been transferred, then the existing permitees
shall be relieved of responsibility for compliance with this permit for the transferred property
from and after the date the IDNR receives written notice of the transfer of responsibility. A copy
of the notice of transfer of responsibility shall be included in the pollution prevention plan.
OWNER shall require property buyers to provide their own SWPPP before disturbing any soil on
their property



NOTICE OF DISCONTINUATION:

OWNER is required to file a Notice of Discontinuation with the Iowa DNR within 30 days after
topsoil preservation requirements have been met and final stabilization of the site is achieved.
Final stabilization means that all soil disturbing activities at the site have been completed, and
that a uniform perennial vegetative cover with a density of 70 percent for the area has been
established or equivalent stabilization measures have been employed or which has been returned
to agricultural production. Copy of this Notice is in appendix.

RECORD KEEPING:

PERMITEE shall retain the SWPPP, all inspection reports, and data used to complete the Notice
of Intent for at least three years after final stabilization has been achieved and a Notice of
Discontinuance has been submitted to the lowa Department of Natural Resources.

During construction, the SWPPP shall be kept on site if a trailer or covered structure is available.
If there is no trailer or other covered structure available on-site, then the SWPPP shall be kept at

a readily available site and be available for inspection within 3 hours notice.

INSPECTIONS & MAINTENANCE:

Owner shall be responsible for a site inspection of the construction site at least once every seven
calendar days.

Inspection notes shall be recorded in writing and filed with the Storm Water Pollution Prevention
Plan. See attached form.

Contractor shall maintain all equipment in good condition to minimize the likelihood of a fuel or
oil spill. All solvents, glues, sealers, cements, and similar materials shall be used in accordance
with the manufacturer’s recommendation. Erosion control devices shall be maintained on a
regular basis to make sure they will operate effectively. Any temporary seeding cover which has
been damaged or otherwise deteriorated shall be reseeded or rejuvenated by other means.

The permit holder (owner) shall amend the plan whenever there is a change in design,
construction, operation, or maintenance, or if the plan proves ineffective in achieving the
objectives of controlling pollutants in storm water discharge. The plan shall be updated to
include all contractors identified as co-permit holders, identify any change in ownership or
transference of permit responsibilities, or, if required by the occurrence of a hazardous condition.

OWNER DUTIES AND RESPONSIBILITIES:

The Owner/Developer as the NPDES permit holder has the following administrative
responsibilities during the course of the project:



Owner/Developer has prepared, and receives the SWPPP package.
Check package for Notice of Intent (NOI), Proof of Publication, and
SWPPP.

Field review plans and SWPPP for completeness, adjust as necessary.
At pre-construction meeting discuss SWPPP, erosion control measures,
and schedules. Prime contractor supplies signed certification statements
from self and all sub-contractors involved with storm water concerns.
Project inspector prepares diary pages for storm water site inspections.
This includes weekly inspections.

Amend and update SWPPP for changes as project progresses. This
includes all storm water inspection reports.

Once final stabilization has been achieved and a uniform perennial
vegetative cover with a density of at least 70% for the area has been
established or equivalent stabilization measures have been employed or
which has been returned to agricultural production, submit Notice of
Discontinuation to the Iowa Department of Natural Resources (IDNR) to
discontinue NPDES permit.

Retain all records in project files.
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STORM WATER POLLUTION PREVENTION PLAN UPDATE
BRANDON’S RESERVE

Waukee, Iowa

Brandon’s Reserve is completed with the tree clearing activates and b beging grading, utilities
and associated paving in regards to constructing a 24 lot subdivision. Construction will be
covered under the active NPDES Permit for the Brandon’s Reserve Permit. The active NPDES
Permit Discharge Authorization Number is 28073-27824. The active COSESCO permit number
for this project is SW16-0203. This SWPPP update shall be included with the SWPPP for the
Brando’s Reserve development. All parts of the Brandon’s Reserve SWPPP narrative shall be
applicable.

The construction of the subdivision will begin approximately at the end of March 2016. The total
disturbed area is approximately 10.2 acres. Construction will include some minor grading, utility
installation, paving, topsoil re-spread, and seeding. The topsoil requirements set forth in NPDES
General Permit No. 2, the previous SWPPP, and construction plans shall be applicable.

The disturbed area is under 10 acres per basin, thus a sediment basin is not required. The
contractor shall install perimeter silt fence around the disturbed area to ensure sediment does not
leave the site. Approximate locations of silt fence is shown on the SWPPP plan. The contractor
shall be responsible for updating the SWPPP plan as necessary depending on construction.

All new contractors selected for construction shall be required to sign the contractor’s
certification statement provided in the master Brandon’s Reserve SWPPP.
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DOCUMENT AND WILL NEED PERIODIC UPDATES AND ADXISTMENTS
AS NECESSARY DEPENDING ON SITE CONDITIONS TO ASSURE
COMPLIANCE WITH NPDES GENERAL PERMIT NO. 2.1T IS THE
CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND
IMPLEMENT ANY AND ALL MEASURES NECESSARY TO COMPLY WITH
SAID PERMIT NO. 2,

INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRIOR TO

CONSTRUCTION.

INSTALL INTAKE PROTECTION WITH SILT FENCE IMMEDIATELY

AFTER STORM SEWER CONSTRUCTION.

. INSTALL FINISHED PAVING INLET PROTECTION IMMEDIATELY AFTER
PAVING IS COMPLETED AROUND INTAKE.

. OTHER EROSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR
SILT FENCE.

. CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING A
CCONCRETE WASHOUT IN ACCORDANCE WITH NPDES GENERAL
PERMIT NO. 2 AND SUDAS SPECIFICATIONS OURING ALL CONCRETE
WORK,

. CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACILITIES. SANITARY WASTE SHALL 8E
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS.

. CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING ALL TOPSOIL

REQUIREMENTS OF NPDES GENERAL PERMIT NO, 2 ARE MET.
. ALL DISTURBED AREAS SHALL BE SEEDED WITH A SUBDIVISION MIX
FROM UNITED SEED OR EQUIVALENT.

ERQSION CONTROL REMOVAL NOTES:

1. AFTER FINAL STABILIZATION RAS OCCURED, AS DEFINED IN NPDES
GENERAL PERMT NO, 2, CONTRACTOR SHALL BE RESPONSIBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING, BUT NOT LIVITED TO: SILT FENCE. INLET
PROTECTION, AND TEMPORARY STANDPIPES.

LEGEND:

~SFSF— g
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FIELD CONDITIONS,
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PT SEC 33-79-26

DISCHARGE NOTES:
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DISCHARGE POINT IN THE AN
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120 EXISTING CONTOLR

PROPOSED CONTOUR

STABILIZED ENTRANCE 24'X506"
DEEP ' CLEAN CRUSHED ROCK
DRIVE ON GEOTEXTRE

DISTURBED AREA = 13 ACRES \

UTILITY NOTE:

THE LOCATION OF THE UTILITIES INDICATED ON THE PLANS ARE TAKEN FROM

EXISTING PUBLIC RECORDS AND ARE APPROXIMATE LOCATIONS. THE EXACT GRAPHIC SCALE

LOCATIONS OF ALL UTILITIES MUST BE ASCERTAINED IN THE FIELD, IT SHALL BE 50 o 25 50 100
THE DUTY OF THE CONTRACTOR TO DETERMINE WHETHER ANY ADDITIONAL

FACILITIES OTHER THAN THOSE SHOWN ON THE PLANS NAY BE PRESENT.
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SWPPP QUANTITIES:
QUANTITIES LISTED ARE FOR INITIAL PLAN ONLY
ADDITIONAL QUANTITIES WILL BE NEEDED BASED ON

CONCRETE WAS OUTS 1Ls

CONTROLS

LEGEND:
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PROPOSED CONTOUR
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SAMTARY SEWER
STORM SEWER
WATER LINE
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UNDERGROUND ELECTRIC
OVERHEAD ELECTRIC
—-  TELEPHONE LINE
FIBER OPTIC
CABLETV

STORM MANHOLE

CURB INTAKE

SURFACE INTAKE

FLARED END SECTION
SANITARY MANHOLE
CLEANOUT

FIRE HYDRANT

SPRINKLER

(RRIGATION CONTROL VALVE
WATER MANHOLE

WELL

WATER VALVE

WATER SHUT OFF

1344 YARD HYDRANT
(B ELECTRIC MANHOLE
£ ELECTRIC METER
@ ELECTRIC RISER
2 ELECTRIC VAILT
=2, POWER POLE
., TRANSFORMER POLE
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(] TRansFORMER
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(B GUY WIRE
SOELECTRIC HANDHOLE
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@ TELEPHONE MANHOLE
3 TRAFFIC SIGNAL MANHOLE
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@ CABLE TVRISER
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PRELIMINARY- NOT FOR CONSTRUCTION

STORM WATER POLLUTION PREVENTION PLAN

PROPERTY DESCRIPTION: {
(WARRENTY DEED BOGK 2015, PAGE 16065)

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE

OF THE ASSESSOR WEB PAGE AND THE I0WA LAND

RECORDS WEB PAGE ‘

18T ST

BEGINNING AT A POINT BEING 4547 FEET N 0°00 OF THE

SOUTHEAST CORNER OF SECTION 33, THENCE § 89° S8 W

9662 FEET THENCE N0°* 06'E 318.0 FEET THENCE N 65°

16" E 3636 FEET THENCE N 0° 06 £ 400.0 FEET THENCEN |
89° 59 E 636.7 FEET THENCE S 0° 00' ALONG THE EAST
LUINE OF THE SE {4 OF SECTION 33 AND ALONG THE
CENTERLINE OF EAST ROAD 870.0 FEET TO THE POINT OF
BEGINNING. ALL OF SAID PARCEL BEING IN THE SE 1/4 OF ‘

SECTION 33, TOWNSHIP 78 NORTH. RANGE 26 WEST OF ’

THE STHP.M. DALLAS COUNTY IOWA AND BEING IN AND

FORMING A PART OF THE TOWN OF WAUKEE DALLAS

COUNTY_IOWA. SUBJECT TO AN EASEMENT FOR PUBLIC

HIGHWAY ON THE EAST 33.0 FEET THEREOF. AND EXCEPT

THE FOLLOWING DESCRIBED REAL ESTATE BEGINNING

AT A POINT 454.7 FEET NORTH 0° 80°' AND 627.2 FEET

SOUTH 89* 59' WEST OF THE SOUTHEAST CORNER OF

SECTION 33, TOWNSHIP 79 NORTH, RANGE 26 WEST OF

THE STHP.M., CITY OF WAUKEE. DALLAS COUNTY JOWA.

THENCE SOUTH 89°53' WEST 341 0 FEET THENCE NORTH 0"

06 EAST 318.0 FEET THENCE NORTH 65° 16 EAST 964

FEET THENCE SOUTH 42* 55 EAST 322 52 FEET. THENCE

SOUTH 15° 15" EAST 126 49 FEET TO THE POINT OF

BEGINNING: ALL OF SAID DESCRIBED PARCEL BEING IN - —_—
THE SOUTHEAST QUARTER OF THE SOUTHEAST QUARTER

(SE 1M SE 1/4) OF SECTION 33 TOWNSHIP 78 NORTH

RANGE 26 WEST OF THE STH P.M. IN THE CITY OF /
WAUKEE, DALLAS COUNTY IOWA. AND SAID PARCEL

CONTAINS APPROXIMATELY 1 94 ACRES -

ADDRESS: /
1010 WARRIOR LANE )

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESS0R WEB PAGE /

OWNER: -

M & RHOLDINGS LLC /
15602 WILDEN DR

URBANDALE 10WA 50323

515-306-2090

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

SITE AREA:
s

WAUKEE, I0WA — /

LOT 140

EROSION CONTROL NOTES:
SEE SUPPLEMENTAL DETAIL STGRM WATER POLLUTION PLAN
NARRATIVE FOR ALL EROSION CENTROL MEASURES, ADDITIONAL
DETAILS AND NOTE. ADDITIONAL NOTES AND MEASURES IN

HALL BE AND SHALL BE

INCLUDED IN THE ORIGINAL BID. /
SWPFP PLAN AND NARRATIVE ARE CONSIDERED A LIVING 5
DOCUMENT AND WILL NEED PERIODIC UPDATES AND ADJUSTMENTS
AS NECESSARY DEPENDING ON SITE CONDITIONS TO ASSURE
CCOMPLIANCE WITH NPOES GENERAL PERMIT NO. 2.1T IS THE
CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND
IMPLEMENT ANY AND ALL MEASURES NECESSARY TO COMPLY WITH
SAHD PERM(T NO. 2

. INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRIOR TO

CONSTRUCTION.

INSTALL INTAKE PROTECTION WITH SILT FENCE IMMEDIATELY

AFTER STORM SEWER CONSTRUCTION.

. INSTALL FINISHED PAVING INLET PROTECTION IMMEDIATELY AFTER
PAVING IS COMPLETED ARGUND INTAXE.
OTHER EROSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR
SILT FENCE.
CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING A
CONCRETE WASHOUT IN ACCORDANCE WITH NPDES GENERAL
PERMIT NO. 2 DURING ALL CONCRETE WORK.

. CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACILITIES SANITARY WASTE SHALL BE
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS.
CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING ALL TOPSOIL
REQUIREMENTS OF NPDES GENERAL PERMIT NO. 2 ARE MET.

~ e m oa

PT SEC33-79-26

EROSION CONTROL REMOVAL NOTES:

1. AFTER FINAL STABILIZATION HAS OCCURED, AS DEFINED IN NPDES
GENERAL PERMIT NO 2 CONTRACTOR SHALL BE RESPONSIBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING BUT NOT LIMITED TO' SILT FENCE INLET \
PROTECTION AND TEMPORARY STANDPIPES,

LEGEND:
N

~SFSF——se  sutrmncEVR)

120 - EXSTIG CONTOUR \

PROPOSED CONTOUR \

STABILIZED ENTRANCE 24 X504
DEEP 2 CLEAN CRUSHED ROCK
DRIVE ON GECTEXTRE

DISTURBED AREA = 10.2 ACRES \

@ ICOWI/ERS | ururynote:
THE LOCATION OF THE UTILITIES INDICATED ON THE PLANS ARE TAKEN FROM
((M]E @ AS EXISTING PUBLIC RECORDS AND ARE APPROXIMATE LOCATIONS. THE EXACT
e LOCATIONS OF ALL UTILITIES MUST BE ASCERTAINED IN THE FELD. IT SHALL BE
1-800-292-8989

THE DUTY OF THE CONTRACTOR TO DETERMINE WHETHER ANY ADDITIONAL
www.lowaenecalcem | =ygum. FACILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT.
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PRELIMINARY= NOT FOR GCONSTRUGTION

STORM WATER POLLUTION PREVENTION PLAN

PROPERTY DESCRIPTION:

(WARRENTY DEED BOOK 2015, PAGE 15065
INFORMATION OBTAINED FROM DALLAS COUNTY GFFICE
OF THE ASSESSOR WEB PAGE AND THE IOWA LAND
RECORDS WEB PAGE

BEGINNING AT A POINT BEING 454.7 FEET N 0°00 OF THE
SOUTHEAST CORNER OF SECTION 33, THENCE § £9° 58'W
9682 FEET THENCE N 0" 06 E 3180 FEET THENCEN 65°
16'E 363.6 FEET THENCE N 0° 06 400 0 FEET THENCEN
89° 59'E 636.7 FEET THENCE S 0° 00 ALONG THE EAST
LINE OF THE SE 14 OF SECTION 33 AND ALONG THE
CENTERLINE OF EAST ROAD 870 0 FEET TO THE POINT OF
BEGINNING, ALL OF SAID PARCEL BEING IN THE SE 14 OF
SECTION 33 TOWNSHEIP 78 NORTH. RANGE 26 WEST OF
THE 5TH P.M., DALLAS COUNTY, IOWA AND BEING N AND
FORMING A PART OF THE TOWN OF WAUKEE. DALLAS
COUNTY. IDWA. SUBJECT TC AN EASEMENT FOR PUBLIC
HIGHWAY ON THE EAST 33.0 FEET THEREOF ANO EXCEPT
THE FOLLOWING DESCRIBED REAL ESTATE BEGINMING
AT A POINT 454.7 FEET NORTH 0° 80 AND 627.2 FEET
SOUTH 89° 53" WEST OF THE SOUTHEAST CORNER OF
SECTION 33, TOWNSHEP 79 NORTH, RANGE 26 WEST OF
THE S5TH P.M,, CITY OF WAUKEE. DALLAS COUNTY. IOWA.
THENCE SOUTH 89°59 WEST 341 0 FEET THENCE NORTH 0°
05' EAST 3130 FEET THENCE NORTH 65° 16'EAST 964
FEET THENCE SOUTH 42° 55 EAST 322 52 FEET THENCE
SOUTH 15" 15" EAST 126 49 FEET T0 THE POINT OF
BEGINNING: ALL OF SAID DESCRIBED PARCEL BEING IN
THE SOUTHEAST QUARTER OF THE SOUTHEAST QUARTER
(SE 14 SE 174} OF SECTION 33 TOWNSHIP 79 NORTH,
RANGE 26 WEST OF THE STHP M. IN THE CITY OF
WAUKEE, DALLAS COUNTY. IOWA. AND SAID PARCEL
CONTAINS APPROXIMATELY 1,94 ACRES.

ADDRESS:

1010 WARRIOR LANE

WAUKEE. loWA

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

OWNER:

M & R HOLDINGS, LLC

15602 WILDEN DR

URBANDALE |OWA 50323

515-306-8090

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

SITE AREA:
1375

ERQSION CONTROL NOTES:

SEE SUPPLEMENTAL DETAN STORM WATER POLLUTION PLAN
NARRATIVE FOR ALL EROSION CONTROL MEASURES. ADDITIONAL
DETAILS AND NOTE. ADDITIONAL NOTES AND MEASURES IN
NARRATIVE SHALL BE CONSIDERED INCIDENTAL AND SHALL BE
INCLUDED [N THE CRIGINAL BID.

SWPPP PLAN AND NARRATIVE ARE CONSIDERED A LIVING
DOCUMENT AND WILL NEED PERIODIC UPDATES AND ADJUSTMENTS
AS NECESSARY DEPENDING ON SITE CONDITIONS TO ASSURE
COMPLIANCE WITH NPDES GENERAL PERMIT NO. 2 §T IS THE
CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND
IMPLEMENT ANY AND ALL MEASURES NECESSARY TO COMPLY WITH
SAID PERMIT NO. 2

INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRIORTO
CONSTRUCTION,

INSTALL INTAKE PROTECTION WITH SILT FENCE IMMEDIATELY
AFTER STORM SEWER CONSTRUCTION.

INSTALL FIMISHED PAVING INLET PROTECTION IMMEDIATELY AFTER
PAVING IS COMPLETED ARGUND INTAKE.

OTHER ERCSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR
SILT FENCE,

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING A
CONCRETE WASHOUT IN ACCORDANCE WITH NPDES GENERAL
PERMIT NO. 2 DURING ALL CONCRETE WORK.

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACILITIES. SANITARY WASTE SHALL BE
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS,
CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING ALL TOPSCIL
REQUIREMENTS OF NPDES GENERAL PERMIT NO 2 ARE MET.

EROSION CONTROL REMOVAL NOTES:

1. AFTERFINAL STABILIZATION HAS DCCURED AS DEFINED IN NPDES
GENERAL PERMIT NO 2 CCNTRACTOR SHALL BE RESPONSIBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING BUT NOT LIWTED TO' SILT FENCE INLET
PROTECTION. AND TEMPORARY STANDPIPES.
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STORM WATER POLLUTION PREVENTION PLAN

PROPERTY DESCRIPTION

(WARRENTY DEED BOOX 2015, PAGE 16065
INFORMATION OBTAINED FROM DAL LAS COUNTY GFFICE
OF THE ASSESSOR WEB PAGE AND THE IOWA LAND
RECORDS WEB PAGE

BEGINNING AT A PONT BEWG 454 7 FEET N 0°00 OF THE
'SOUTHEAST CORNER OF SECTION 33, THENCE S 89° 59\
968 2FEET THENCENG® 0F E 3180 FEET THENCE N65*
16'E 3635 FEET THENCE N 0" 06" E 4000 FEET THENCEN
B9® 59'E 6367 FEET THINCE S0 00° ALONG THE EAST
LINE OF THE SE 174 OF SECTION 33 AND ALONG THE
CENTERLINE OF EAST ROAD 870 0 FEET TO THE POINT OF
BEGINNING ALL OF SAID PARCEL BEMNG IN THE SE 114 OF
SECTION 33 TOWNSHIP 78 NORTH RANGE 26 WEST OF
THE STHP M., DALLAS COUNTY. IOWA AND BEING IN AND
FORMING A PART OF THE TOWN OF WAUKEE, DALLAS
COUNTY IOWA. SUBJECT TO AN EASEMENT FOR PUBLIC
HIGHWAY ON THE EAST 33 0 FEET THEREQF, AND EXCEPT
THE FOLLOVANG DESCRIBED REAL ESTATE. BEGINNNG
AT A POINT 454.7 FEET NORTH ° 00 AND 627.2 FEET
SOUTH 89° 5 WEST OF THE SOUTHEAST CORNER OF
SECTION 33 TOWNSHIP 79 NORTH, RANGE 26 WEST OF
THE STHP M CITY OF WAUKEE, DALLAS COUNTY KOWA,
THENCE SOUTH E9°59 WEST 3¢1.0 FEET THENCE NORTH 0
06" EAST 3180 FEET THENCE NORTH €5° 16' EAST 96¢
FEET THENCE SOUTH 42° £5 EAST 322 52 FEET; THENCE
SOUTH 15° 15' EAST 12649 EET TO THE POINT OF
BEGINNING ALL OF SAID DESCR!BED PARCEL BENG IN
THE SOUTHEAST QUARTER OF THE SOUTHEAST QUARTER
{SE 14 SE 14) OF SECTION 33, TOWNSHIP 78 NORTH
RANGE 25 WEST OF THE 5TH P M IN THE CITY OF
WAUKEE DALLAS COUNTY, IOWA, AND SAID PARCEL
CONTAINS APPROXIMATELY 1 ¢4 ACRES

ADDRESS:

1010 WARRIOR LANE

WAUKEE. [OWA

INFORMATION O3TAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

OWNER:

MA& RHOLDINGS LLC

15602 WHDEN OR

URBANDALE 1OWA 50323

515-306-6090

INFORMATION O3TAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

SITE AREA
1375

INITIAL EROSION CONTROL

QUANTITIES
ARE LUMP SUM BECAUSE THIS IS A LIVING DOCUMENT AND
THE QUANTITES ARE PAID BY THE UNIT BASED ON NEED

EROSION CONTROL NOTES

1 SEE SUPPLEMENTAL DETAIL STORM WATER POLLUTION PLAN
NARRATIVE FOR ALL EROSION CONTROL MEASURES, ADDITIONAL
DETAILS AND NOTE ADDITIONAL NOTES AND MEASURES IN
NARRATIVE SHALL BE CONSIDERED INCIDENTAL AND SHALL 8E
INCLUDED IN THE ORIGINAL BID

SWPPP PLAN AND NARRATIVE ARE CONSIDERED A LIVING
DOCUMENT AND WitL NEED PERIODIC UPDATES AND ADJUSTMENTS
AS NECESSARY DEPENDING ON SITE CONDITIONS TO ASSURE
COMPLIANCE WITH HPDES GENERAL PERMIT NO 2 ITIS THE
CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND
IMPLEMENT ANY AND ALL MEASURES KECESSARY TO COMPLY WITH
SAID PERMIT ND. 2

INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRIOR TO
CONSTRUCTION

INSTALL INTAKE PROTECTION WITH SKLT FENCE IMMEDWATELY
AFTER STORM SEWER CONSTRUCTION.

INSTALL FINISHED PAVING INLET PROTECTION IMMED:ATELY AFTER
PAVING IS COMPLETED ARCUND INTAKE

OTHER EROSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR
SKTFENCE

CONTRACTOR SHALL BE RESFONSIBLE FOR SUPPLYING A
CONCRETE WASHOUT IN ACCORDANCE WITH NPDES GENERAL
PERMIT NO 2 AND SUDAS SPECIFICATIONS DURING ALL CONCRETE

[

w

-

e}

-~

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACNITIES. BANITARY WASTE SHALL BE
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS
CONTRACTOR SHALL BE RESPONSI3LE FOR ENSURING ALL TOPSOIL
REOUREMENTS OF NPDES GENERAL PERMIT NO 2 ARE MET

ALL DISTURBED AREAS SHALL BE SEEDED WITH A SUBDIVISION MiX
FAOM UNITED SEED OR EQUIVALENT

EROSION CONTROL REMOVAL NOTES

T AFTER FINAL STABILIZATION FAS OCCURED AS DEFINED I NPCES
GENERAL PERMIT NO 2, CONTRACTOR SHALL BE RESPONSBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING, BUT NOT LIMITED T0. SILT FENCE, INLET
PROTECTION AND TEMPORARY STANDPPES.

©

LEGEND:
~SFSF——ge  srrecEam)
120 EXISTING CONTOUR
pe—

DISTURBED AREA = 13 ACRES

@[]@WA% UTILITY NOTE
ONIE

|-eoo-292-aus| @é
www.lawsensoal.sem o=

18T ST

-~ LoT 138

LOT 140

/

PTSEC 33-76-28

N
N

DISCHARGE NOTES
SITE HAS TWO POINT
DISCHARGE PO NT IN THE AN
UNNANED TRIBUTARY 10
SUGAR CREEK.

AN

THE LOCATION OF THE UTRITIES INDICATED ON THE PLANS ARE TAKEN FROM
EXISTING PUBLIC RECCRDS AND ARE APPROXIMATE LOCATIONS THE EXACT
LOCATIONS OF ALL UTILITIES MUST BE ASCERTAINED IN THE FIELD T SHA.L BE
THE DUTY OF THE CONTRACTOR TO DETERMINE WHETHER ANY ADDITIORAL
FACILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT
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PRELIMINARY= NOT FOR CONSTRUGTION

STORM WATER POLLUTION PREVENTION PLAN

PROPERTY DESCRIPTION:

(WARRENTY DEED BOOK 2015, PAGE 16065)
INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE AND THE IOWA LAND
RECORDS WEB PAGE,

BEGINNING AT A POINT BEING 454.7 FEET N 0°04' OF THE
SQUTHEAST CORNER OF SECTION 33, THENCE S 83" 58'W
5602 FEET THENCE N 0" 06 E 3180 FEET THENCE N 65°
18'E 363.6 FEET THENCE N 0° 06 E 400.0 FEET THENCEN
49" 59'E 636 7 FEET. THENCE S 0” 00" ALONG THE EAST
UNE OF THE SE 14 OF SECTION 33 AND ALONG THE
CENTERUNE OF EAST ROAD 870.8 FEET TO THE POINT OF
BEGINNING ALL OF SAID PARCEL BEING IN THE SE 14 OF
SECTION 33 TOWNSHIP 79 NORTH. RANGE 26 WEST OF
THE 5TH P.M., DALLAS COUNTY, 10WA AND BEING IN AND
FORMING A PART OF THE TOWN OF WAUKEE DALLAS
COUNTY. IOWA. SUBJECT TO AN EASEMENT FOR PUBLIC
HIGHWAY ON THE EAST 33.0 FEET THEREOF, AND EXCEPT
THE FOLLOWING DESCRIBED REAL ESTATE BEGINNING
AT A POINT 454.7 FEET NORTH 0° 00° AND 627.2 FEET
SOUTH 89* 59 WEST OF THE SOUTHEAST CORNER OF
SECTION 33, TOWNSHIP 79 NORTH, RANGE 26 WEST OF
THE 5TH P.M., CITY OF WAUKEE. DALLAS COUNTY. IOWA.
THENCE SOUTH 8959 WEST 3410 FEET THENCE NORTH 0*
06' EAST 318.0 FEET THENCE NORTH 65 16 EAST 86.4
FEET THENCE SOUTH 42° 55 EAST 322,52 FEET THENCE
SOUTH 15* 15' EAST 126,43 FEET TO THE POINT OF
BEGINNING ALL OF SAID DESCRIBED PARCEL BEING IN
THE SOUTHEAST QUARTER OF THE SOUTHEAST QUARTER
(SE 144 SE 1/4) OF SECTION 33, TOWNSHIP 79 NORTH
RANGE 26 WEST OF THE 5TH P.M,, IN THE CITY OF
WAUKEE. DALLAS COUNTY. [OWA, AND SAID PARCEL
CONTAINS APPROXIMATELY 194 ACRES

ADDRESS:

1010 WARRIOR LANE

WAUKEE, IOWA

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

OWNER:

M2 R HOLDINGS LLC

15602 WILDEN DR

URBANDALE {OWA 50323

515-306-8090

I ORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

SITE AREA:
1375

EROSION CONTROL NOTES:

1. SEE SUPPLEMENTAL DETAL STORM WATER POLLUTION PLAN
NARRATIVE FOR ALL EROSION CONTROL MEASURES. ADDITIONAL
DETAILS AND NOTE. ADDITIONAL NOTES AND MEASURES IN
NARRATIVE SHALL BE CONSIDERED INCIDENTAL AND SHALL BE
INCLUDED N THE GRIGINAL 8ID.

SWPPP PLAN AND NARRATIVE ARE CONSIDERED A LIVING
DOCUMENT AND WILL NEED PERIODIC UPDATES AND ADJUSTMENTS
AS NECESSARY DEPENDING ON SITE CONDITIONS TO ASSURE
COMPLIANCE WATH NPDES GENERAL PERMIT NO 2. 1T IS THE
CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND
IMPLEMENT ANY AND ALL MEASURES NECESSARY TO COMPLY WITH
SAID PERMIT NO. 2

INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRIOR TO
CONSTRUCTION.

INSTALL INTAKE PROTECTION WITH SILT FENCE IMMEDIATELY
AFTER STORM SEWER CONSTRUCTION.

INSTALL FINISHED PAVING INLET PROTECTION IMMEDIATELY AFTER
PAVING IS COMPLETED ARDUND INTAKE.

OTHER EROSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR
SILT FENCE.

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING A
CCONCRETE WASHOUT IN ACCORDANCE WITH NPDES GENERAL
PERMIT NO. 2 DURING ALL CONCRETE WORK

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACILITIES. SANTTARY WASTE SHALL BE
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS
CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING ALL TOPSOIL
REQUIREMENTS OF NPDES GENERAL PERMIT NO. 2 ARE MET.

EROSION CONTROL REMOVAL NOTES:

17 AFTER FINAL STABILIZATION HAS OCCURED. AS DEFINED IN NPDES
GENERAL PERMIT NO. 2. CONTRACTOR SHALL BE RESPONSIBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING BUT NOT LIWITED TO SILT FENCE. INLET
PROTECTION. AND TEMPORARY STANDPIPES,
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THE LOCATION OF THE UTILITIES INDICATED ON THE PLANS ARE TAKEN FROM
@N]E @) AS EXISTING PUBLIC RECORDS AND ARE APPROXIMATE LOCATIONS. THE EXACT

LOCATIONS OF ALL UTILSTIES MUST BE ASCERTAINED IN THE FIELD. IT SHALL BE
THE DUTY OF THE CONTRACTOR TO DETERMINE WHETHER ANY ADDITIONAL
FACILITIES OTHER THAN THOSE SHOWN ON THE PLANS MAY BE PRESENT.
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PRELIMINARY= NOT FOR GCONSTRUCTION

EROSION CONTROL REMOVAL NOTES:
[

STORM WATER POLLUTION PREVENTION PLAN

(WARRENTY DEED BOOK 2015, PAGE 15065)
INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE AND THE IOWA LAND

PROPERTY DESCRIPTION: {

| Lorar
—SILT FENCE (TYP )

RECORDS WEB PAGE

1ST ST

BEGINNING AT A POINT BEING 4647 FEET N 0°00° OF THE
SOUTHEAST CORNER OF SECTION 33 THENCE S 84° 50'W
9682 FEET. THENCE N0 06'E 318.0 FEET THENCE N 65°
16'E 3636 FEET THENCE N 0" 06' E 400.0 FEET THENCE N
89° 59°E 636 7 FEET THENCE § 0° 00' ALONG THE EAST
UINE OF THE SE 14 OF SECTION 33 AND ALONG THE
CENTERLINE OF EAST ROAD 870 0 FEET T0 THE POINT OF
BEGINMING, ALL OF SAID PARCEL BEING IN THE SE 14 OF
SECTION 33. TOWNSHIP 73 NORTH. RANGE 26 WEST OF
THE 5TH P.M. DALLAS COUNTY, IOWA AND BEING IN AND
FORMING A PART OF THE TOWN OF WAUKEE, DALLAS
COUNTY. IOWA, SUBJECT TO AN EASEMENT FOR PUBLIC
HIGHWAY ON THE EAST 33,0 FEET THEREOF. AND EXCEFT
THE FOLLOWING DESCRIBED REAL ESTATE BEGINNING
AT A POINT 454.7 FEET NORTH 0* 00 AND 621.2 FEET
SOUTH 89° 59 WEST OF THE SOUTHEAST CORNER OF
SECTION 33, TOWNSHIP 79 NORTH, RANGE 26 WEST OF
THE 5TH P, CITY OF WAUKEE. DALLAS COUNTY. IOWA,
THENCE SOUTH 89°59 WEST 3410 FEET THENCE NORTH 0°
06'EAST 318.0 FEET THENCE NORTH 65° 16 EAST 36.4
FEET THENCE SOUTH 42° 55 EAST 322 52 FEET THENCE
SOUTH 15° 15 EAST 126 49 FEET TO THE POINT OF
BEGINNING. ALL OF SAID DESCRIBED PARCEL BEING IN
THE SOUTHEAST QUARTER OF THE SOUTHEAST QUARTER
{SE 14 SE 14) OF SECTION 33, TOWNSHIP 79 NORTH,
RANGE 26 WEST OF THE 5TH P.ML IN THE CITY OF
WAUKEE, DALLAS COUNTY. |OWA, AND SAID PARCEL
CONTAINS APPROXIMATELY 1 94 ACRES. -

ADDRESS: P /
1010 WARRIOR LANE

WAUKEE. IOWA
INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE /

16307 5F.
Late

I_______“

OF THE ASSESSOR WEB PAGE

OWNER: -

M2 RHOLDINGS LLC

15602 WILDEN DR »
URBANDALE |OWA 50323

515-305-8090

INFORMATION OBTAINED FROM DALLAS COUNTY OFFICE
OF THE ASSESSOR WEB PAGE

SITE AREA:
1375

- LOT 138

LOT 140

ERQOSION CONTROL NOTES:
1. SEE SUPPLEMENTAL DETAL STORM WATER POLLUTION PLAN
NARRATIVE FOR ALL EROSION CONTROL MEASURES. ADDITIONAL
DETAILS AND NOTE. ADDITIONAL NOTES AND MEASURES IN

SHALL BE AND SHALL BE
INCLLIGED IN THE ORIGINAL BID
SWPPP PLAN AND NARRATIVE ARE CONSIDERED A LIVING
DOCUMENT AND WILL NEED PERIOEHC UPDATES AND ADJUSTMENTS ~
AS NECESSARY DEPENDING ON SITE CONDITIONS TO ASSURE
COMPLIANCE WITH NPDES GENERAL PERMITNO. 2 ITIS THE
CONTRACTOR'S RESPONSIBILITY TO UPDATE THE SWPPP AND
IMPLEMENT ANY AND ALL MEASURES NECESSARY TO COMPLY WITH
SAID PERMIT NO 2
INSTALL PERIMETER SILT FENCE AS SHOWN ON PLANS PRICR TO

wrd

P

-

CONSTRUCTION.
4. INSTALL INTAKE P| WATH SILT FENCE Y
AFTER STORM SEWER CONSTRUCTION.

NSTALL FINISHED PAVING INLET PROTECTION SMMEDIATELY AFTER
PAVING IS COMPLETED AROUND INTAKE.

OTHER EROSION CONTROL TYPES MAY NOT BE SUBSTITUTED FOR
SILT FENCE,

CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING A
CONCRETE WASHOUT IN ACCORDANCE WATH NPOES GENERAL
PERMIT NO. 2 DURING ALL CONCRETE WORK.

. CONTRACTOR SHALL BE RESPONSIBLE FOR SUPPLYING
TEMPORARY RESTROOM FACILITIES. SANITARY WASTE SHALL BE
DISPOSED OF PER ALL FEDERAL, STATE AND LOCAL REGULATIONS,
CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING ALL TOPSOIL
REQUIREMENTS OF NPDES GENERAL PERMIT NO, 2 ARE MET.

~

PT SEC 33-79-28

AFTER FINAL STABILIZATION HAS CTCURED, AS DEFINED IN NPDES
GENERAL PERMIT NO. 2 CONTRACTOR SHALL BE RESPONSIBLE
FOR THE REMOVAL OF ALL TEMPORARY EROSION CONTROL
DEVICES INCLUDING BUT NOT LIMITED TO SILT FENCE INLET
PROTECTION. AND TEMPORARY STANDPIPES.
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ATTACHMENT 11

Inspection Date

Erosion Control Inspection Report 1/29/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natura! Resources authorization to discharge
storm water under the State of lowa Nationa! Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, |OWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopenar.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

}X{ A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
Do ogd

Erosion Control Inspection Report BRANDONS RESERVE 1/6



MAINTENANCE .
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
|:| & Stabilized Construction Entrance |:| Silt Fence

Other Erosion Controls

X
X
IE Inlet Protection
X
X

D ‘E Temporary or Permanent Seeding

[]
D |Z Dust Suppression D
D & Sedimentation Basin outlets and Risers D

[]

D ‘z Street/ Parking Cleaning

Sedimentation Basins

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: Controls need to be place per the SWPPP sheets. There are no
4 controls, no construction entrance.
Note Item: Clearing currently taking place, trees are being mulched on site. We suggest
2 spreading the mulch to stabilize areas around the creek on the south extent and the along
warrior lane drainage channel.
Note Item:
3
Note ltem:
4
Note Item:
5
Michael Wahlert 1CCSPPI 1/29/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/6




Controls needed on southern extent along creek

Erosion Control Inspection Report BRANDONS RESERVE 3/6



Rocked construction entrance needed.

Erosion Control Inspection Report BRANDONS RESERVE




Controls needed on entire site. Drainage swale by warrior
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Inspection Date

Erosion Control Inspection Report 2/5/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa Nationa! Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 15% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
oo dog
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
|:| g Stabilized Construction Entrance Silt Fence

[___| & Temporary or Permanent Seeding
D ‘ZI Dust Suppression
D & Sedimentation Basin outlets and Risers

D ] Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

CUOon
XIKIXNX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes" above in the
maintenance section need an explanation here. Refer to the attached “Site Plan" for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow has stabilized the site with the material under frozen.
2
Note Item:
3
Note ltem:
4
Note ltem:
5
Michael Wahlert [CCSPPI 2/5/2016 Weekly
INSPECTOR DATE
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Inspection Date

Erosion Control Inspection Report 2/12/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, 1A. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. [f the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX KX X
oo dggd
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MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE : MEASURE

Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

L]
[
[
[

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

XXX NXX
Loodo
XIXNXNXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow has stabilized the site with the material under frozen.
2
Note Item: No new work again this week. Site remains stabilized due to snow cover.
3
Note ltem:
4
Note Item:
5
Michael Wahlert [CCSPPI 2/12/2016 Weekly
INSPECTOR DATE
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South channel
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No trackout
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Inspection Date

Erosion Control Inspection Report 2/18/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of [owa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer ~ BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX XK X X
Qoo aog
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
D & Stabilized Construction Entrance Silt Fence

[] & Temporary or Permanent Seeding

D & Dust Suppression

D & Sedimentation Basin outlets and Risers
D & Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

HEmn
XK XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan" for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow melt has occurred. Most material still experiencing frost.
2
Note Item: No new work this week.
3
Note item:
4
Note Item:
5
Michael Wahlert [CCSPPI 2/18/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/5




installed

Needs rock

Const entrance

48
L)

?

i

1

#

i

= xt

Il

- e

i

3/5

BRANDONS RESERVE

Erosion Control Inspection Report



Main discharge

-

e
EE & e

ey

Erosion Control Inspection Report BRANDONS RESERVE 4/5



Erosion Control Inspection Report BRANDONS RESERVE 5/5






Inspection Date

Erosion Control Inspection Report 2/26/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, [A. (Dallas County)
Owner/ Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

KX K X X
ooy
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
[
[
L]

MEASURE MEASURE
g Stabilized Construction Entrance D Silt Fence

Other Erosion Controls

X
X
IX Inlet Protection
X
X

|Z Temporary or Permanent Seeding D
& Dust Suppression |:|
|Z Sedimentation Basin outlets and Risers D

}X{ Street/ Parking Cleaning

Sedimentation Basins

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes" above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow melt has occurred. Most material still experiencing frost.
2
Note Item: No new work this week.
3
Note Item: Erosion contractor stated that both sides of main discharge channel will have
4 filter socks installed as soon as the site will accommodate heavy machinery.
Note Item:
5
Michael Wahlert [CCS5PPI 2/26/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/5




Ain channel
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No new work or trackout this week. Still recommend instillation of Const entrance
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Inspection Date

Erosion Control Inspection Report 3/4/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
oo oog
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
l___l @ Stabilized Construction Entrance D <] Silt Fence
D |Z Temporary or Permanent Seeding ] Other Erosion Controls

[]
D & Dust Suppression D & Inlet Protection
D Xl Sedimentation Basin outlets and Risers D X] Sedimentation Basins
[]

D & Street/ Parking Cleaning ] Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 We suggest all controls be installed according to SWPPP as soon as feasible. Also
suggest dumpster be located on site, refuse piled up in-contained on site.
Note Item:
2
Note Item: No new work this week.
3
Note Item:
4
Note ltem:
5
Michael Wahlert |CCSPPI 3/4/2016 Weekly
INSPECTOR DATE
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Filter sock added to both sides of main channel.
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Un-contained refuse

Erosion Control Inspection Report BRANDONS RESERVE 5/8



Erosion Control Inspection Report BRANDONS RESERVE 6/8



Erosion Control Inspection Report BRANDONS RESERVE 7/8



Erosion Control Inspection Report BRANDONS RESERVE 8/8



Inspection Date

Erosion Control Inspection Report 3/11/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
Dodddd
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D ] Stabilized Construction Entrance Silt Fence

D & Temporary or Permanent Seeding Other Erosion Controls

D [X] Dust Suppression
D & Sedimentation Basin outlets and Risers
D ‘z Street/ Parking Cleaning

Inlet Protection
Sedimentation Basins

Concrete Washout

Dogon
XIXXXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 We suggest all controls be installed according to SWPPP as soon as feasible. Also
suggest dumpster be located on site, refuse piled up in-contained on site.
Note ltem:
2
Note Item: wood chipping continues today.
3
Note Iltem:
4
Note Item:
5
Michael Wahlert [1CCSPPI 3/11/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/6




Filter sock added to both sides of main channel.
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Un-contained refuse

4/6

BRANDONS RESERVE

Erosion Control Inspection Report



Recommend rocked Const entrance
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Pond outfall socks
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Inspection Date

Erosion Control Inspection Report 3/18/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, 1A. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion contro! inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopenar.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. [f the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
ooaod

Storm water discharge points are free of any noticeable pollutant discharge
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

L]
0
[
[

MEASURE MEASURE
Stabilized Construction Entrance D Silt Fence
Temporary or Permanent Seeding D Other Erosion Controls
Dust Suppression D & Inlet Protection
Sedimentation Basin outlets and Risers D & Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

DI XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: dumpster added, however refuse still exists on site un-contained. Some new
2 equipment on site today.
Note Item: rocked construction entrance needs to be installed along with other controls
3 defined by the SWPPP. Only controls are the ones that exist along main discharge
channel banks on either side.
Note Item:
4
Note ltem:
5
Michael Wahlert [CCSPPI 3/18/2016 Weekly
INSPECTOR DATE
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Filter sock added to both sides of main channel.
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Trash enclosure now on site. Trash still exists uncontained
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Const entrance. We suggest adding more rock
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Inspection Date

Erosion Control Inspection Report 3/25/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING — 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion contro! inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopenar.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
0

Appropriate measures have been taken to control dust

XXX X X X
oo

Storm water discharge points are free of any noticeable pollutant discharge
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
|:| & Stabilized Construction Entrance D Silt Fence

D & Temporary or Permanent Seeding

[]
] & Dust Suppression D
D ] Sedimentation Basin outlets and Risers D

[]

‘Z Other Erosion Controls
& Inlet Protection

Sedimentation Basins
& Concrete Washout

X

X\
D & Street/ Parking Cleaning

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: Some more clearing has taken place in the last week.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.

Note Item:
a4
Note ltem:
5
Michael Wahlert 1CCSPPI 3/25/2016 Weekly
INSPECTOR DATE
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Filter sock added to both sides of main channel.

Erosion Control Inspection Report BRANDONS RESERVE 37



Trash enclosure now on site. Trash still exists uncontained
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Const entrance. We suggest adding more rock
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Inspection Date

Erosion Control Inspection Report 41112016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?

20% % Grading Overall 0% % Paving

0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water

0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
]

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
oo gd
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

[
[
L]
L]

MEASURE MEASURE
Stabilized Construction Entrance D Silt Fence

Other Erosion Controls

X
X
& Inlet Protection
X
X

Temporary or Permanent Seeding D
Dust Suppression D
Sedimentation Basin outlets and Risers D
Street/ Parking Cleaning D

Sedimentation Basins

Concrete Washout

XX XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: A temporary crossing has been constructed across the main
1 channel on the south side of the development. This crossing is not represented on
the construction or SWPPP plans and does not appear to be an accepted standard
construction crossing. Contractor should be aware that proper permitting is
required for such crossings.
Note Item: Tree stumps are being removed and grading continues.
2
Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. Trackout noticed today as no new rock has been installed for a construction
entrance.
Note Item:
4
Note Item:
5
Michael Wahlert [1CCSPPI 4/1/2016 Weekly
INSPECTOR DATE
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Some trackout today due to lack of construction entrance
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Causeway has been implemented in the water way of the State.
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Grading work has been done in the last week

Erosion Control Inspection Report BRANDONS RESERVE 5/9



Erosion Control Inspection Report BRANDONS RESERVE 6/9



o
¥
>

7/9

BRANDONS RESERVE

Erosion Control Inspection Report



Dumpster
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Inspection Date

Erosion Control Inspection Report 4/6/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING — 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor - TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
Dododd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/8



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
I:] & Stabilized Construction Entrance |:| ] Silt Fence

[
[
[
]

IZ Temporary or Permanent Seeding Other Erosion Controls

] Dust Suppression Inlet Protection

VAN

0 X
1 X

‘X Sedimentation Basin outlets and Risers D & Sedimentation Basins
] X

|Z| Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: No activity today.
2
Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.
Note Item:
4
Note item:
5
Michael Wahlert [CCSPPI 4/6/2016 Weekly
INSPECTOR DATE
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Inspection Date

Erosion Control Inspection Report 4/16/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX XK X X
oo ogd

Storm water discharge points are free of any noticeable pollutant discharge
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
D & Stabilized Construction Entrance Silt Fence

|:| & Temporary or Permanent Seeding

[:’ & Dust Suppression

D X’ Sedimentation Basin outlets and Risers
|:| X\ Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection

Sedimentation Basins

Hnnn
XIKIXIXIX

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: export of mulch being conducted today. South limit has been cleared.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.

Note Item:
a4
Note Item:
5
Michael Wahlert [CCSPPI 4/16/2016 Weekly
INSPECTOR DATE
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Failed sock. All controls along channel need to be fixed or replaced.
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Rock check not installed properly
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Pond has been drained
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Pond drainage channel.
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Fence behind dam
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Wetland has been graded
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North wetland
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Inspection Date

Erosion Control Inspection Report 4/22/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location - 1010 Warrior Ln., Waukee, |IA. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (615) 276-0467 email: mwahlert@bishopenagr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo odd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/6



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
& Stabilized Construction Entrance D & Silt Fence
L__‘ & Temporary or Permanent Seeding D & Other Erosion Controls
& Dust Suppression D & Inlet Protection
& Sedimentation Basin outlets and Risers D Sedimentation Basins

D ] Street/ Parking Cleaning & Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: South limit has been cieared. Boulders and erosion stone have been
2 stockpiled.

Note ltem: rocked construction entrance needs to be installed along with other SWPPP
3 controls.

Note Item: controls along both sides of discharge channel need repair. Rip rap

a4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert [CCSPPI 4/22/2016 Weekly
INSPECTOR DATE
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Causeway across channel
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Clean construction entrance

Erosion Control Inspection Report BRANDONS RESERVE 5/6



Rip rap stockpile
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Inspection Date

Erosion Control Inspection Report 412212016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources autharization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
0% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 10% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo ddd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/6
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D IE Stabilized Construction Entrance Silt Fence

D [X] Temporary or Permanent Seeding
|:| ‘g Dust Suppression
D & Sedimentation Basin outlets and Risers

D ] Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection

Sedimentation Basins

CoOogon
XXNXXIX

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: South limit has been cleared. Boulders and erosion stone have been
2 stockpiled.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.

Note Item: controls along both sides of discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed.
Note ltem:
5
Michael Wahlert [CCSPPI 4/22/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/6



Causeway across channel

Erosion Control Inspection Report
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Pond outfall riprap
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Inspection Date

Erosion Control Inspection Report 5/6/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. [f the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
L

Appropriate measures have been taken to control dust

HXXNX X X X
HiNEEEEEEE

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 111



MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance Silt Fence

X
[:| & Temporary or Permanent Seeding Other Erosion Controls
D IE Dust Suppression
0 X

D ] Street/ Parking Cleaning

Inlet Protection
Sedimentation Basin outlets and Risers Sedimentation Basins

X Concrete Washout

Doood
XXX XX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: hrading has begun today.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.

Note Item: controls along both sides of discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert [CCSPPI 5/6/2016 Weekly
INSPECTOR DATE
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Causeway across channel
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Pond outfall rip rap

Erosion Control Inspection Report BRANDONS RESERVE 411



Grading being conducted today
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West extent of discharge channel fence and sock
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Wet land
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Wetland
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Construction entrance
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Inspection Date

Erosion Control Inspection Report 5/13/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING — 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

}X{ A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

[

Appropriate measures have been taken to control dust

XXX X X X
oooddodd

Storm water discharge points are free of any noticeable pollutant discharge
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance D Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[]
D Dust Suppression

]
]
D Sedimentation Basin outlets and Risers D
[]

[[] [X] street/Parking Cleaning

Inlet Protection

HXXNX

Sedimentation Basins

NXIXNXIXX

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: grading continues today.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.

Note Item: controls along both sides of discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert [CCSPPI 5/13/2016 Weekly
INSPECTOR DATE
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Pond outfall riprap check
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Grading continues
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Inspection Date

Erosion Control Inspection Report 5/18/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor - TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
Ooogo

Erosion Control Inspection Report BRANDONS RESERVE 1/8



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
|:] [X] Stabilized Construction Entrance Silt Fence

D & Temporary or Permanent Seeding

D [E Dust Suppression

D Ig Sedimentation Basin outlets and Risers
D ] Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

X Concrete Washout

Qoo
XXX NX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached "Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: grading continues today.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.

Note Item: controls along both sides of discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert [ICCSPPI 5/18/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/8
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Erosion Control Inspection Report BRANDONS RESERVE 8/8



Inspection Date

Erosion Control Inspection Report 5/27/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING — 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
L]

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX XK X X
HiNEEEEEEE

Erosion Control Inspection Report BRANDONS RESERVE 1/6



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[
[
[
L]

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

XXXKNXX
HEnn
XXX XX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: rocked construction entrance has been added in one location. The only
3 controls that exist are around the discharge channel, and the east %2 need to be repaired
or replaced.
Note Item: controls along both sides of discharge channel need repair. Rip rap
4 check/causeway in flow line of channel improperly installed. Per city of Waukee, the
causeway over the channel needs to be removed.
Note Item:
5
Michael Wahlert ICCSPPI 5/27/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/6
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Street clean today
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Inspection Date

Erosion Control Inspection Report 6/10/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?

10% % Grading Overall 0% % Paving

0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water

0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX XK X X
oo obd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/9



MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance & Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[l
L]
H
l

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

KXNXKX
HiNmNN
XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: grading continues, and some sewer structures have been installed.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and the east /2
need to be repaired or replaced.

Note Item: controls along both sides of discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed. Per city of Waukee, the
causeway over the channel needs to be removed.
Note item:
5
Michael Wahlert |CCSPPI 6/10/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/9
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New fence around stockpile
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Inspection Date

Erosion Control Inspection Report 6/17/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X K
oo ogd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/11



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
[
[
[

MEASURE MEASURE

Stabilized Construction Entrance D & Silt Fence
Temporary or Permanent Seeding |:| & Other Erosion Controls
Dust Suppression |:| & Inlet Protection
Sedimentation Basin outlets and Risers D &

0 X

] Street/ Parking Cleaning

Sedimentation Basins

XXX

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 6/17/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/11
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Controls around stockpiles
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Sanitary crossing
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Silt fence north of channel west of sanitary crossing
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South Extent of onstruction site
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Alice's road frontage swale wattle
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Inspection Date

Erosion Control Inspection Report 6/23/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor - TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopenar.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
Doddgd

Erosion Control Inspection Report BRANDONS RESERVE 1/11



MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[
[
[

L__l ] Street/ Parking Cleaning

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

XXX

Concrete Washout

HmmE.
MXIXXXNX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached "Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 6/23/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/11




Alice's road frontage swale wattle
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Const entrance

4/11

BRANDONS RESERVE

Erosion Control Inspection Report



Contaminant container
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Inspection Date

Erosion Control Inspection Report 7/114/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
oo ddd

Erosion Control Inspection Report BRANDONS RESERVE 110



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

[
[
[
[

MEASURE MEASURE
Stabilized Construction Entrance D Silt Fence

X

|Z Temporary or Permanent Seeding |:|
[X] Dust Suppression ]
|X’ Sedimentation Basin outlets and Risers D
X [l

Street/ Parking Cleaning

Inlet Protection

Sedimentation Basins

{Z Other Erosion Controls
X
X
X

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert 1CCSPPI 7/14/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/10




v e

o -5 il

Erosion Control Inspection Report BRANDONS RESERVE 3/10



Erosion Control Inspection Report BRANDONS RESERVE 4/10



Erosion Control Inspection Report BRANDONS RESERVE 510



Erosion Control Inspection Report BRANDONS RESERVE 6/10



Erosion Control Inspection Report BRANDONS RESERVE 7/10



Erosion Control Inspection Report BRANDONS RESERVE 8/10



Erosion Control Inspection Report BRANDONS RESERVE 9/10



Erosion Control Inspection Report BRANDONS RESERVE i0110



Inspection Date

Erosion Control Inspection Report 712212016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer ~ BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo ogd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 19



MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

L]
H
[
[

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

XXX NXX
HEm.
XXX XX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note item:
5
Michael Wahlert 1CCSPPI 7/22/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/9
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Inspection Date

Erosion Control Inspection Report 7/29/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, [OWA 50323
Site Engineer — BISHOP ENGINEERING ~ 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector —~ Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

Storm water discharge points are free of any noticeable pollutant discharge

XXX X X X
oo dodd

Erosion Control Inspection Report BRANDONS RESERVE 117



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D & Stabilized Construction Entrance D ] SiltFence

[:] ] Temporary or Permanent Seeding Other Erosion Controls

VAN

0O X

D |Z Dust Suppression D & Inlet Protection
O X
O X

D |Z Sedimentation Basin outlets and Risers Sedimentation Basins

D |Z Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note item: Rocked Construction entrance installed.
a4
Note Item:
5
Michael Wahlert [CCSPPI 7/29/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 217




1200LF OF SILT FENCE INSTALLED ALONG MAIN DISCHARGE CHANNEL THIS WEEK.
MORE FENCE TO FOLLOW WHEN THE FES OUTFALL HAS BEEN FULLY INSTALLED AND

BACKFILLED.
S
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Inspection Date

Erosion Control Inspection Report 8/5/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, 1A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING — 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX XX X
oo ddd

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 117



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
[
[l
L

MEASURE MEASURE

Stabilized Construction Entrance IE Silt Fence
Temporary or Permanent Seeding Other Erosion Controls
Dust Suppression Inlet Protection
Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

XXX XX
Hnnn
KKK

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
a4
Note Item:
5
Michael Wahlert 1CCSPPI 8/5/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 207



1200LF OF SILT FENCE INSTALLED ALONG MAIN DISCHARGE CHANNEL THIS WEEK.
MORE FENCE TO FOLLOW WHEN THE FES OUTFALL HAS BEEN FULLY INSTALLED AND
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Inspection Date

Erosion Control Inspection Report 8/12/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, 1A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo dod

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control inspection Report BRANDONS RESERVE 1/11




MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
[:I & Stabilized Construction Entrance Iz Silt Fence

D & Temporary or Permanent Seeding Other Erosion Controls
D [X] DustSuppression
E] & Sedimentation Basin outlets and Risers

D [X] Street/ Parking Cleaning

Inlet Protection
Sedimentation Basins

Concrete Washout

Oooot
XIXXIKX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note ltem: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert [1CCSPPI 8/12/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2111
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Controls needed around sewer instillation
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Inspection Date

Erosion Control Inspection Report 71812016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 1 04" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
NN

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control inspection Report BRANDONS RESERVE 1/9



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
[

MEASURE MEASURE

Stabilized Construction Entrance & Silt Fence
Temporary or Permanent Seeding Other Erosion Controls

Dust Suppression Inlet Protection

IHKNHIX
N
XIXXIX

D ] Sedimentation Basin outlets and Risers Sedimentation Basins
D ] Street/ Parking Cleaning Concrete Washout
COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes" above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert ICCSPPI 7/8/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/9




Trackout present today. Suggest all construction entrances be rocked.
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Main discharge channel
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Inspection Date

Erosion Control Inspection Report 8/19/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
75% % Grading Overall 0% % Paving
75% % Sanitary Sewer 0% % Seeding / Landscaping
75% % Storm Sewer 25% % Water
0% % Other 90% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been instalied correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo oog

Storm water discharge points are free of any noticeable poliutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 114



MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance & Silt Fence

Other Erosion Controls
& Inlet Protection

& Sedimentation Basins
& Concrete Washout

Temporary or Permanent Seeding

[
[
[
L

Dust Suppression
Sedimentation Basin outlets and Risers

Street/ Parking Cleaning

XIXKIKXMX
DOoOdd

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note ltem: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert [1CCSPPI 8/19/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/14
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Stabalization needed around FES
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Full fence but secondary fence in good shape

Erosion Control Inspection Report BRANDONS RESERVE 6/14



Full fence —maintenance needed

Erosion Control Inspection Report BRANDONS RESERVE 7114



Topsoil respread taking place

Erosion Control Inspection Report BRANDONS RESERVE 8/14
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Intake with board and sock

Erosion Control Inspection Report BRANDONS RESERVE 10/14



New rock on entrance

Erosion Control Inspection Report BRANDONS RESERVE 1114



Washout
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Area | take needs control
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Inspection Date

Erosion Control Inspection Report 9/2/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, [OWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demoalition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed {(where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans {(where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
ooogog

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/10



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
O
[
[

MEASURE MEASURE

Stabilized Construction Entrance Silt Fence
Temporary or Permanent Seeding Other Erosion Controls
Dust Suppression Inlet Protection
Sedimentation Basin outlets and Risers Sedimentation Basins

X] Street/ Parking Cleaning

XIXKXX

Concrete Washout

DOoOodd
KIXIXX X

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert 1CCSPPI 0/2/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/10
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New sock installed this week

Erosion Control Inspection Report BRANDONS RESERVE 4/10



Streets have been poured

Erosion Control Inspection Report BRANDONS RESERVE 5/10
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Washouts

Erosion Control Inspection Report BRANDONS RESERVE 7110



Const entrance
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New sock around area intake
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Inspection Date

Erosion Control Inspection Report 9/16/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, |A. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC — 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING — 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor - TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/10



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO

[]
[
[
[

X
X
X
X

X

MAINTENANCE

MEASURE
Stabilized Construction Entrance

Temporary or Permanent Seeding
Dust Suppression
Sedimentation Basin outlets and Risers

Street/ Parking Cleaning

COMMENTS

MAINTENANCE

MEASURE
Silt Fence

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5

Michael Wahlert [CCSPPI

9/16/2016 Weekly

INSPECTOR

Erosion Control Inspection Report

DATE
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Inspection Date

Erosion Control Inspection Report 9/30/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, lA. (Dallas County)
Owner / Agent— M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer — BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322
General Contractor — TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopengr.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
10% % Grading Overall 0% % Paving
0% % Sanitary Sewer 0% % Seeding / Landscaping
0% % Storm Sewer 0% % Water
0% % Other 80% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX XX X
oo ogg

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 17



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

X
X
D g Dust Suppression
X
X

Inlet Protection
Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

Oooon
XXX X

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: south bank of channel needs controls reinstalled after topsoil re
1 spread.
Note Item: streets poured and backfill completed. Suggest seed and mulch.
2
Note Item:.
3
Note Item:
4
Note ltem:
5
Michael Wahlert 1CCSPPI 0/30/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 217
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Inspection Date

Erosion Control Inspection Report 10/7/2016 Weekly
BRANDONS RESERVE

This report fulfills the requirement of the lowa Department of Natural Resources authorization to discharge
storm water under the State of lowa National Pollutant Discharge Elimination System (NPDES). This report
shall be completed at least once per week.

IDNR Permit # 28073 - 27824 coverage provided through 11-25-2018
Site Location — 1010 Warrior Ln., Waukee, IA. (Dallas County)
Owner / Agent — M AND R HOLDINGS, ILC - 515-306-8090
15602 WILDEN DR.
URBANDALE, IOWA 50323
Site Engineer - BISHOP ENGINEERING - 515-276-0467
3501 104™ STREET
URBANDALE, IOWA 50322

General Contractor - TBD

Erosion control inspector — Bishop Environmental Inspections, Michael Wahlert, 3501 104" Street,
Urbandale, lowa 50322, (515) 276-0467 email: mwahlert@bishopenar.com

WORK COMPLETED
What percentage of work has been complete in each of the following areas?
90% % Grading Overall 100% % Paving
100% % Sanitary Sewer 0% % Seeding / Landscaping
100% % Storm Sewer 100% % Water
0% % Other 100% % Demolition

EROSION CONTROL PLAN COMPLIANCE

Please read each Compliance Statement below carefully. If the site being inspected can meet the
conditions of the compliance statements mark yes and if not mark no.

YES NO COMPLIANCE STATEMENTS

A stabilized construction entrance has been installed correctly and constructed
according to the grading plans and the public roads are free from sediment and
mud.

All silt fence has been installed correctly and constructed according to the plans and
inlet protection silt fence installed (where applicable).

All sedimentation basins have been installed correctly and constructed according to
the plans.

All sedimentation and erosion measures have been installed correctly and
constructed according to the plans (where applicable).

Material storage and fueling areas are free of spills or leaks

X
[

Appropriate measures have been taken to control dust

XXX X X X
oo og

Storm water discharge points are free of any noticeable pollutant discharge

Erosion Control Inspection Report BRANDONS RESERVE 1/10



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D & Stabilized Construction Entrance Silt Fence

L__| |E Temporary or Permanent Seeding

|:| Xl Dust Suppression

D & Sedimentation Basin outlets and Risers
D g Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

DoOodd
XIKIX X

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: south bank of channel needs controls reinstalled after topsoil re
1 spread.
Note ltem: streets poured and backfill completed. Suggest seed and mulch.
2
Note ltem: Pond bank needs RECP installed.
3
Note Item: below gradeintake baskets under 50% full.
4
Note Item:
5
Michael Wahlert [CCSPPI 10/7/2016 Weekly
INSPECTOR DATE
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Fence needs repair
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ATTACHMENT 12

MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
D & Stabilized Construction Entrance ] Silt Fence

D |Z Temporary or Permanent Seeding
D ] Dust Suppression
D & Sedimentation Basin outlets and Risers

D Xl Street/ Parking Cleaning

[Zl Other Erosion Controls
‘X] Inlet Protection

|E Sedimentation Basins
X

Concrete Washout

Hmmnn

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: Controls need to be place per the SWPPP sheets. There are no
1 controls, no construction entrance.
Note Item: Clearing currently taking place, trees are being mulched on site. We suggest
2 spreading the mulch to stabilize areas around the creek on the south extent and the along
warrior fane drainage channel.
Note ltem:
3
Note Item:
4
Note item:
5
Michael Wahlert [CCSPPI 1/29/2016 Weekly
INSPECTOR DATE
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MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[
L]
L]
[

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

XXX XX
NN
XXX

Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow has stabilized the site with the material under frozen.
2
Note item:
3
Note Item:
4
Note item:
5
Michael Wahlert [CCSPPI 2/5/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

[
L
[
[

MEASURE MEASURE
& Stabilized Construction Entrance Silt Fence

}X{ Temporary or Permanent Seeding

] DustSuppression

& Sedimentation Basin outlets and Risers
|Z Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

HEmn
XX KNXKX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached "Site Plan” for locations of the
indicated items.

ACTIONITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note ltem: snow has stabilized the site with the material under frozen.
2
Note Item: No new work again this week. Site remains stabilized due to snow cover.
3
Note Item:
4
Note Item:
5
Michael Wahlert [CCSPPI 2/12/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
D & Stabilized Construction Entrance Silt Fence

D IE Temporary or Permanent Seeding

D & Dust Suppression

D & Sedimentation Basin outlets and Risers
[:’ & Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection

Sedimentation Basins

Oooot
XK XXX

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow melt has occurred. Most material still experiencing frost.
2
Note Item: No new work this week.
3
5
Note Item:
4
Note Item:
5
Michael Wahlert [CCSPPI 2/18/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
]
[]
[

MEASURE MEASURE
& Stabilized Construction Entrance Silt Fence
}X{ Temporary or Permanent Seeding
@ Dust Suppression
|Z| Sedimentation Basin outlets and Risers

}X{ Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

Doodad
XX K NXKX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 No controls exist on site. We suggest all controls be installed according to SWPPP as
soon as feasible
Note Item: snow melt has occurred. Most material still experiencing frost.
2
Note item: No new work this week.
3
Note item: Erosion contractor stated that both sides of main discharge channel will have
4 filter socks installed as soon as the site will accommodate heavy machinery.
Note Item:
5
Michael Wahlert [CCSPPI 2/26/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

L]
[
[
[

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

KKK XX
Cooodd
XXX

Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 We suggest all controls be installed according to SWPPP as soon as feasible. Also
suggest dumpster be located on site, refuse piled up in-contained on site.
Note item:
2
Note Item: No new work this week.
3
]
Note Item:
4
Note Item:
5
Michael Wahlert [CCSPPI 3/4/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D ] Stabilized Construction Entrance D Silt Fence

[]
[
[
[

‘z Temporary or Permanent Seeding

& Dust Suppression

|E Sedimentation Basin outlets and Risers
& Street/ Parking Cleaning

Inlet Protection

X
& Other Erosion Controls
X
X

Sedimentation Basins

}X{ Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1 We suggest all controls be installed according to SWPPP as soon as feasible. Also
suggest dumpster be located on site, refuse piled up in-contained on site.
Note Item:
2
Note Item: wood chipping continues today.
3
Note ltem: *
4
Note ltem:
5
Michael Wahlert [CCSPPI 3/11/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

]
L
[
[l

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

XXX XX
oOoood
XXX XX

Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes" above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: dumpster added, however refuse still exists on site un-contained. Some new
2 equipment on site today.

Note Item: rocked construction entrance needs to be installed along with other controls
3 defined by the SWPPP. Only controls are the ones that exist along main discharge
channel banks on either side.

Note Item:
4
Note Item:
5
Michael Wahlert 1CCSPPI 3/18/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
D ] Stabilized Construction Entrance Silt Fence

D & Temporary or Permanent Seeding

[:] ] Dust Suppression

D & Sedimentation Basin outlets and Risers
D ‘X\ Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

Doodd
XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached "Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: Some more clearing has taken place in the last week.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.

o

Note ltem:
a
Note ltem:
5
Michael Wahlert [CCSPPI 3/25/2016 Weekly
INSPECTOR DATE
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MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance D Silt Fence

X
|:| IE Temporary or Permanent Seeding
X

Dust Suppression

Other Erosion Controls
Inlet Protection

Sedimentation Basins

XXX X

D )VA Sedimentation Basin outlets and Risers
X

Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: A temporary crossing has been constructed across the main
1 channel on the south side of the development. This crossing is not represented on
the construction or SWPPP plans and does not appear to be an accepted standard
construction crossing. Contractor should be aware that proper permitting is
required for such crossings.
Note Item: Tree stumps are being removed and grading continues.
2
Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. Trackout noticed today as no new rock has been installed for a construction
entrance.
Note Item:
4
Note Item:
5
Michael Wahlert [CCSPPI _4/1/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need main
MAINTENANCE

MEASURE
Stabilized Construction Entrance

t

Temporary or Permanent Seeding
Dust Suppression
Sedimentation Basin outlets and Riser.

Street/ Parking Cleaning

COMMENTS

The following specific it
maintenance section need an explanation h
indicated items.

ems need to be corrected or maint
ere. Refer to the attached "Site Plan

enance on the site and no for the ones that do not.
YES NO MAINTENANCE
MEASURE
Silt Fence

Other Erosion Controls
Inlet Protection

] Sedimentation Basins

OOoooo
XXX X

Concrete Washout

ained. Any items marked “yes" above in the
" for locations of the

ACTION ITEM:
1
Note Item: No activity today.
2
Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.
Note Item: >
4
Note ltem:
5

Michael Wahlert ICCSPPI

INSPECTOR

Erosion Control Inspection Report

4/6/2016 Weekly

DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
D g Stabilized Construction Entrance Silt Fence

[, }X{ Temporary or Permanent Seeding

D ] Dust Suppression
D gl Sedimentation Basin outlets and Risers

‘:l X] Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

HRmNN
XXX XX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: export of muich being conducted today. South limit has been cleared.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.

Note Item:
4
Note Item:
5
Michael Wahlert [|CCSPPI 4/16/2016 Weekly
INSPECTOR DATE
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MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

‘:I & Stabilized Construction Entrance Silt Fence

IX] Temporary or Permanent Seeding Other Erosion Controls
|:| Dust Suppression Inlet Protection
D ‘Z Sedimentation Basin outlets and Risers

D & Street/ Parking Cleaning

Sedimentation Basins

Concrete Washout

Dodon
RSP

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: South limit has been cleared. Bouiders and erosion stone have been
2 stockpiled.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls.

Note Item: controls along both sides of discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert 1CCSPPI 4/22/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

]
[
l
[

MEASURE MEASURE
Stabilized Construction Entrance D & Silt Fence
Temporary or Permanent Seeding |:| & Other Erosion Controls
Dust Suppression D & Inlet Protection
Sedimentation Basin outlets and Risers D - Sedimentation Basins

IE Concrete Washout

X

KR XXIX

Street/ Parking Cleaning

COMMENTS

The following specific items need to be corrected or maintained. Any items marked "yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: South limit has been cleared. Boulders and erosion stone have been
2 stockpiled.
Note ltem: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.
Note Item: controls along both sides of discharge channel need repair. Rip rap
4 check/causeway in flow line of channel improperly installed.
Note Item:
5
21
Michael Wahlert [CCSPPI 4/2R/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/6



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

|:| & Temporary or Permanent Seeding
X
X

Other Erosion Controls

Dust Suppression Inlet Protection

[
[

D {E Street/ Parking Cleaning

Sedimentation Basin outlets and Risers Sedimentation Basins

DOOonn
XXX

Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: grading continues today.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.

Note Item: controls along both sides of‘discharge channel need repair. Rip rap

4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert [CCSPPI 5/18/2016 Weekly
INSPECTOR DATE
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MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[]
[
[]
[

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

NN
XXX XX

I

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:

Note Item: hrading has begun today.

Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.

Note Item: controls along both sides of discharge channel need repair. Rip rap

a4 check/causeway in flow line of channel improperly installed.
Note Item:
5
Michael Wahlert 1CCSPPI 5/6/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
[
[
[]

MEASURE MEASURE
& Stabilized Construction Entrance Silt Fence

] Temporary or Permanent Seeding Other Erosion Controls

Pal
|Z] Dust Suppression
g Sedimentation Basin outlets and Risers

& Street/ Parking Cleaning

Inlet Protection
Sedimentation Basins

Concrete Washout

HEnn.
NXIXNXX X

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues today.
2
Note ltem: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and 1/3 need to
be repaired or replaced.
Note Item: controls along both sides of discharge channel need repair. Rip rap
4 check/causeway in flow line of channel improperly installed.
Note ltem:
5
Michael Wahlert [CCSPPI 5/13/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[]
]
[]
[

MEASURE MEASURE
g Stabilized Construction Entrance Silt Fence
}X{ Temporary or Permanent Seeding
|Z’ Dust Suppression
& Sedimentation Basin outlets and Risers

@ Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

.
NI

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an expianation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note ltem: rocked construction entrance has been added in one location. The only
3 controls that exist are around the discharge channel, and the east /2 need to be repaired
or replaced.
Note Item: controls along both sides of discharge channel need repair. Rip rap
4 check/causeway in flow line of channel improperly installed. Per city of Waukee, the
causeway over the channel needs to be removed.
Note Item:
5
Michael Wahlert 1CCSPPI 5/27/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
L
[
0

MEASURE MEASURE

Stabilized Construction Entrance [:l Silt Fence
Temporary or Permanent Seeding Other Erosion Controls
Dust Suppression Inlet Protection

]

]

Sedimentation Basin outlets and Risers D
0

Sedimentation Basins

XXX
XXX XX

Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes" above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: rocked construction entrance needs to be installed along with other SWPPP
3 controls. The only controls that exist are around the discharge channel, and the east Ya
need to be repaired or replaced. _
Note Item: controls along both sides of discharge channel need repair. Rip rap
a4 check/causeway in flow line of channel improperly installed. Per city of Waukee, the
causeway over the channel needs to be removed.
Note Item:
5
Michael Wahlert [CCSPPI 6/10/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/9



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

[
[
[]
[

MEASURE MEASURE
& Stabilized Construction Entrance Silt Fence

] Temporary or Permanent Seeding Other Erosion Controls

X
g Dust Suppression
& Sedimentation Basin outlets and Risers

g Street/ Parking Cleaning

Inlet Protection
Sedimentation Basins

Concrete Washout

DOoog
NIXXIXX

CONMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 6/17/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

[
[
]
[

MEASURE MEASURE
Stabilized Construction Entrance D Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

X
X
g Inlet Protection
X

Sedimentation Basins

Dust Suppression D
Sedimentation Basin outlets and Risers D

Street/ Parking Cleaning

KXXNX

}VA Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note ltem: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrarnce installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 6/23/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
|:| IE Stabilized Censtruction Entrance D Silt Fence

D & Temporary or Permanent Seeding D Other Erosion Controls
D [X] Dust Suppression |:| IX Inlet Protection

|:| [E Sedimentation Basin outlets and Risers D Sedimentation Basins
D |Z| Street/ Parking Cleaning ‘:I & Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert ICCSPPI 7/8/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D & Stabilized Construction Entrance D ] SiltFence
D [X] Temporary or Permanent Seeding Other Erosion Controls

X
& Inlet Protection

& Sedimentation Basins
X

Concrete Washout

D & Sedimentation Basin outlets and Risers
D X] Street/ Parking Cleaning

L]
D IX Dust Suppression [:I
L]
]

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes" above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert 1CCSPPI 7/22/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/9



MAINTENANCE

Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE

Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[]
[
[
L]

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Concrete Washout

XXX
Hmmn.
XIKNXNXX

Street/ Parking Cleaning

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note item:
5
Michael Wahlert [CCSPPI 7/14/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2110
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MAINTENANCE
Mark yes for all erosion contral items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
|:| Xl Stabilized Construction Entrance Silt Fence

D }X{ Temporary or Permanent Seeding

D & Dust Suppression

D |X] Sedimentation Basin outlets and Risers
D & Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

Hinnnn
XIXNXNXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrarice installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 7/29/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/7




MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
[:] & Stabilized Construction Entrance D @ Silt Fence

[:| & Temporary or Permanent Seeding

[
D & Dust Suppression D
[]
Cl

El Other Erosion Controls

Inlet Protection

X

Sedimentation Basins

D ‘E Sedimentation Basin outlets and Risers |Z|
& Concrete Washout

D & Street/ Parking Cleaning

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 8/5/2016 Weekly
INSPECTOR DATE
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MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
[___’ & Stabilized Construction Entrance D |Z] Silt Fence
D & Temporary or Permanent Seeding ™ Other Erosion Controls

Inlet Protection

[]
D & Dust Suppression D X
D & Sedimentation Basin outlets and Risers D |Z| Sedimentation Basins
] X

D & Street/ Parking Cleaning Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrahce installed.
4
Note Item:
5
Michael Wahlert [CCSPPI 8/12/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/11



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
[:I & Stabilized Construction Entrance Silt Fence

] [X] Temporary or Permanent Seeding
D & Dust Suppression
D & Sedimentation Basin outlets and Risers

D ] Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

OOooon
XX XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note Item:
5
Michael Wahlert 1CCSPPI 8/19/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/14



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D <] Stabilized Construction Entrance |:| ] SiltFence

D & Temporary or Permanent Seeding D & Other Erosion Controls
] [X] DustSuppression D Inlet Protection

|:| & Sedimentation Basin outlets and Risers |:| ] Sedimentation Basins
l:] IE Street/ Parking Cleaning D & Concrete Washout

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note ltem: grading continues, and some sewer structures have been installed.
2
Note Item: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrance installed.
4
Note ltem:
5
Michael Wahlert 1CCSPPI 9/2/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/10



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE

MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[
[
[
[

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

XXX
ooy
I X K

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM:
1
Note Item: grading continues, and some sewer structures have been installed.
2
Note ltem: New controls added around stockpiles and in swales. New controls added
3 around both sides of main discharge channel.
Note Item: Rocked Construction entrahce installed.
4
Note ltem:
5
Michael Wahlert [1CCSPPI 9/16/2016 Weekly
INSPECTOR DATE

Erosion Control Inspection Report BRANDONS RESERVE 2/10



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.

YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
Stabilized Construction Entrance Silt Fence

Temporary or Permanent Seeding Other Erosion Controls

[
L]
[
L

Dust Suppression Inlet Protection

Sedimentation Basin outlets and Risers Sedimentation Basins

Street/ Parking Cleaning Concrete Washout

KKK XX
Doood
XXX XX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: south bank of channel needs controls reinstalled after topsoil re
1 spread.
Note Item: streets poured and backfill completed. Suggest seed and mulch.
2
Note Item:.
3
Note ltem: K
4
Note ltem:
5
Michael Wahlert [CCSPPI 9/30/2016 Weekly
INSPECTOR DATE

Erosion Control lnspe_ction Report BRANDONS RESERVE 2/7



MAINTENANCE
Mark yes for all erosion control items that need maintenance on the site and no for the ones that do not.
YES NO MAINTENANCE YES NO MAINTENANCE
MEASURE MEASURE
D g Stabilized Construction Entrance Silt Fence

D g Temporary or Permanent Seeding

D ‘X Dust Suppression

D m Sedimentation Basin outlets and Risers

D & Street/ Parking Cleaning

Other Erosion Controls
Inlet Protection
Sedimentation Basins

Concrete Washout

ooty
XXX

COMMENTS

The following specific items need to be corrected or maintained. Any items marked “yes” above in the
maintenance section need an explanation here. Refer to the attached “Site Plan” for locations of the
indicated items.

ACTION ITEM: south bank of channel needs controls reinstalled after topsoil re
1 spread.
Note Item: streets poured and backfill completed. Suggest seed and muich.
2
Note Item: Pond bank needs RECP installed.
3
Note Item: below gradeintake baskets under 50% full.
4
Note item:
5
Michael Wahlert 1CCSPPI  10/7/2016 Weekly
INSPECTOR DATE
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ATTACHMENT 13

Br‘ar\aee r\,5 ZQSQ“‘/Q

CONTRACTOR'’S CERTIFICATION STATEMENT

All contractors and subcontractors shall sign a copy of the following certification
statement:

Contractor/Subcontractor: B 15 A o? £ huvemen ta } / h 571>¢4-1’;/'&/1

Address: 350 Joute St 4+
L{rbmd@ldl. L& 50322~ 3925

Phone Number;__ 515~ 27} — O467F

“I certify under penalty of law that I understand the terms and conditions of the
general National Pollutant Discharge Elimination System (NPDES) permit that
authorizes the storm water discharges associated with industrial activity form
the construction site identified as part of this certification. Further, by my
signature I understand that I am becoming a co-permittee, along with the
owner(s) and other contractors and subcontractors signing such certifications,
to the Iowa Department of natural Resources NPDES General Permit No. 2 for
“Storm Water Discharge Associated with Industrial Activities” at the identified
site. As a co-permittee, I understand that I and my company are legally
required under the Clean Water Act and the Code of Iowa, to ensure
compliance with the terms and conditions of the storm water pollution
prevention plan developed under this NPDES permit and the terms of this
NPDES permit.”

Signature:Dv\’E( ag\/

Name (printed); /2210 B 5

Title;_ VP

Date:_| [ 26 e



CONTRACTOR’S CERTIFICATION STATEMENT

All contractors and subcontractors shall sign a copy of the following certification
statement:

Contractor/Subcontractor: M o dreh Fﬁmdﬂﬁlbg_%;g%tﬂ- Inc.

Address: 3700 S.E RBevssev D ; St A
Grl‘mcsj {_A 5-0.-2”

Phone Number: 5 |5 ~99 &~ 55¢4

“I certify under penalty of law that I understand the terms and conditions of the
general National Pollutant Discharge Elimination System (NPDES) permit that
authorizes the storm water discharges associated with industrial activity form
the construction site identified as part of this certification. Further, by my
signature I understand that I am becoming a co-permittee, along with the
owner(s) and other contractors and subcontractors signing such certifications,
to the lowa Department of natural Resources NPDES General Permit No. 2 for
“Storm Water Discharge Associated with Industrial Activities” at the identified
site. As a co-permittee, I understand that I and my company are legally
required under the Clean Water Act and the Code of Towa, to ensure
compliance with the terms and conditions of the storm water pollution
prevention plan developed under this NPDES permit and the terms of this
NPDES permit.”

Signature: ﬁS—a_, z.éj}/
Name (printed): Oem—\ Seveen ry/

Title: (. &'}Q.rf.-‘-f;m 04“/7[

Date: /-~ Q7-/£




CONTRACTOR’S CERTIFICATION STATEMENT

All contractors and subcontractors shall sign a copy of the following certification
statement:

Contractor/Subcontractor: A / { &MCQ Q’\J‘Iﬂul f'
s S090 5 te 8O
Address: 3090 SE G, w%l;&[éq &

ormes, LA
Phone Number: _il_‘g_’& S 'éé 7 7

“| certify under penalty of law that I understand the terms and conditions of the
general National Pollutant Discharge Elimination System (NPDES) permit that
authorizes the storm water discharges associated with industrial activity form
the construction site identified as part of this certification. Further, by my
signature I understand that I am becoming a co-permittee, along with the
owner(s) and other contractors and subcontractors signing such certifications,
to the lowa Department of natural Resources NPDES General Permit No. 2 for
“Storm Water Discharge Associated with Industrial Activities” at the identified
site. As a co-permittee, [ understand that I and my company are legally
required under the Clean Water Act and the Code of Iowa, to ensure
compliance with the terms and conditions of the storm water pollution
prevention plan developed under this NPDES permit and the terms of this

NPDES %

Signatur Q
72

Name (printed):

Title;@?ffﬂmgm -

vue 6B/




CONTRACTOR'’S CERTIFICATION STATEMENT

All contractors and subcontractors shall sign a copy of the following certification
statement:

Contractor/Subcontractor; _ Sandstone Management

Address: 15 School Street Carlisle, IA 50047

Phone Number: 515-989-0557

“I certify under penalty of law that I understand the terms and conditions of the
general National Pollutant Discharge Elimination System (NPDES) permit that
authorizes the storm water discharges associated with industrial activity form
the construction site identified as part of this certification. Further, by my
signature I understand that I am becoming a co-permittee, along with the
owner(s) and other contractors and subcontractors signing such certifications,
to the Iowa Department of natural Resources NPDES General Permit No. 2 for
“Storm Water Discharge Associated with Industrial Activities” at the identified
site. As a co-permittee, I understand that I and my company are legally
required under the Clean Water Act and the Code of lowa, to ensure
compliance with the terms and conditions of the storm water pollution
prevention plan developed under this NPDES permit and the terms of this
NPDES permit.”

Signature: M

Name (printed):_David Graber

Title: Project Manager

Date: 9-26-16




Brondon's Reserve

CONTRACTOR’S CERTIFICATION STATEMENT

All contractors and subcontractors shall sign a copy of the following certification
statement:

Contractor/Subcontractor: Eavironm Q.A‘l'&. K Coasu ) Fa ~+-5

Address: 350 | quT—i S7. Urba.r\-o"a-(L}_:TA.
o327

Phone Number:_ 5/5 -49¢ -7344

“I certify under penalty of law that I understand the terms and conditions of the
general National Pollutant Discharge Elimination System (NPDES) permit that
authorizes the storm water discharges associated with industrial activity form
the construction site identified as part of this certification. Further, by my
signature I understand that I am becoming a co-permittee, along with the
owner(s) and other contractors and subcontractors signing such certifications,
to the Iowa Department of natural Resources NPDES General Permit No. 2 for
“Storm Water Discharge Associated with Industrial Activities” at the identified
site. As a co-permittee, I understand that I and my company are legally
required under the Clean Water Act and the Code of Iowa, to ensure
compliance with the terms and conditions of the storm water pollution
prevention plan developed under this NPDES permit and the terms of this
NPDES permit.”

Signature: W ?/%L
Name (printed):__ Dev ol Hfs/ Je.r
Title:_ Vice Pres.olent

Date; | -26-16




CONTRACTOR'S CERTIFICATION STATEMENT

All contractars and subeontiactors shatl sign o copy of the following cenilication
shitentent!

CuntractoerSabcantiacto . /’1 < R #o”{fmyg N L-. L| C-

Addicss: tg o2 Wilder,  Divve
Urlg ~ 50323

Phute Number_9 [ 8 — 306 — Soq0

1 cerdify under penalty of laae that 1 understand the teems and comditions of ke
general National Pollutant Discharge Elimination Systen INPDES| permit tha
authorizes the storm wates discharges associated swith indusuial sctivaty form
the constiuction site identified as part of this certilication.  Fuither, by my
signature 1 utwderstand than Fany beeoming a co-peemitice, alony with the
ownctiz}h and other ceiractoss and sulbeantacton signing such cemifications.
tw the Jowa Department of nanural Resourees NPDES Gestersl Persnit No. 2 fu
“Stonm Water Bisclarge Associated with Industrial Activities™ at the identitied
site. As @ co-pernittee, understand that ¥ and nyy compaty are legally

J
Ssc}nn Yoo e £ 7*017;/(9‘,% ’Z"}‘Vr—L’LC"b’% Qj«pd_g‘r LL)CI_L\(C/LQ)
LAP/RT L\rmin-n/ﬂﬂfqu (,l,k,(:l-(’ rs
{LHLZ ALonen

W




ATTACHMENT 14

David Walters, Member/Manager

NPDES ADDENDUM TQ PURCHASE AGREEMENT

Buyer and any successor-in-interest (hereafter “Buyer™) is hereby notified that there exists, for Brandon's
Reserve (the “Development”) (which includes the Property), an NPDES Storm Water Discharge Permit
No. 2 (the “General Permit™) and a storm water pollution prevention plan (“SWPPP™). Buyer
understands that a copy of the General Permit and the SWPPP for the Development is located at

Buyer has purchased Lot 14 Brandon's Reserve (hereafter the “Property”™). Buyer understands and
agrees that, from and after the Closing Date, Buyer shall become the sole responsible permittee for the
Property and for compliance with all terms, provisions and requirements of the General Permit, the
SWPPP and any and all applicable storm water and/or erosion control statutes, rules and ordinances.

Buyer shall protect, defend, indemnify and hold Seller harmless from any and all damages, claims,
liabilities, fines, penaities, cleanup costs and/or attorneys and consultant fees caused by, or in any manner
related to: 1) any discharges from the Property identified above; and/or 2) any alleged violation of any
NPDES, storm water and/or erosion control statute, rule or ordinance, after the date of sale of the
Property to Buyer. Buyer shall release, waive and otherwise discharge any and all claims that Buyer may
assert against Scller relating, in any manner, to any discharges from the Property and/or any alleged

BUYER(S);

y
~ &/ =
s

Name:; ne fean | (- Date
]

Agém»-//UL (25

Name: __ Sl e 0t od

SELLER:

M & R HOLDINGS, LLC

an !o%ed iabili company

“David Walters, Member/Manager




ATTACHMENT 15

Green, Pete

From: David Bentz <dbbentz@bishopengr.com>

Sent: Thursday, October 27, 2016 12:22 PM

To: Green, Pete

Cc: Dave Hyler; Michael Wahlert

Subject: Brandon's Reserve

Attachments: Brandons Reserve SWPPP Inspection 4-16-2016.pdf; Brandons Reserve SWPPP Inspection

5-13-2016.pdf

Pete,

 just got your letter stating the Permit Violations for Brandon’s Reserve on the 16" day of October, 2016 from Dave
Walters. Walter's is the owner of Brandon’s reserve. Dave told me that you want a response to how the items have been
addressed. Below is my response.

#1A — The original plan was for the contractor to provide a construction entrance off of Warrior Ln. for the ground south
of the drainage ditch. The tree clearing contractor and grading contractor opted to use temporary crossing. The crossing
has been removed. This area has new erosion controls installed since and is seeded.

#1B - New controls have been installed. Area is getting additional landscaping of large boulders. Seed will begin as soon
as they are done.

#1C —The sanitary crossing and steep banks have been hydro-mulch seeded.
#2A -1 will question the inspector and contractor as to why it was not installed and get back to you.

#2B — Action items have different pictures with comment attached to pictures. This shows that new inspection site visit
were performed. However, the action item comments were not updated because items were not addressed. | will
review items and explain if possible why they were not addressed in a timely manner.

#2C — Not sure why you didn’t get these two inspections but | see they were not in the folder created for you (see
attached inspections). Please note inspections have been done every week since BEl was hired to do inspections. If you
are missing a week then for some reason it is a file share problem on our part and not a failure to do weekly inspections.
As for the greater than 7 day gaps between some inspections you will notice we had short gaps between the prior
reports. We have a set day for inspections so if we had an issue with a known city quarterly inspection that we had to
attend or a vacation day we did that week’s inspection early and then got back on schedule the following week. We
understand that 7 days is the max and this will not happen again.

| can tell you additional silt fence and socks have been installed, the dirt from the pond has been spread around the lots
adjacent to the pond, Mid Am will finish trenching in electric this week, and seeding should all be done by next Monday.

| will be on vacation starting this afternoon and gone all next week. however Mike will be available if you have any
questions. Thanks.

Sincerely

David B. Bentz, P.E. | Bishop Engineering Company, Inc.
3501 104th Street | Des Moines, lowa 50322
0:515-276-0467 | M: 515-473-0499

Upon Acceptance of this drawing or other data or any electronic media generated and provided by Bishop Engineering Company, Inc., the recipient covenants and
agrees that all such drawings and data are instruments of service and belong to Bishop Engineering Company Inc. These files are transmitted without warranty as to

1



